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PC-Duo overview

Thank you for selecting PC-Duo remote desktop solutions.

PC-Duo remote desktop solutions provide professional features that enable helpdesk
technicians, network administrators, IT managers, and software trainers to deliver
professional remote support for a fraction of the cost of hosted solutions.

Some selected features include:

€ Remote Access: Reach anyone, anywhere, anytime using firewall- and NAT-friendly
remote control connections.

€ Remote Control: Diagnose and resolve support issues without having to physically
visit remote computer.

¢ Remote Management: Repair remote computers and make configuration changes in
real-time and without disturbing currently logged-on user.

& Collaboration: Enable two or more technicians to work on the same remote computer
at the same time using chat, screen-sharing and easy-to-pass remote support.

NOTE: Before you use PC-Duo remote desktop solutions, you should be familiar with
basic network concepts, such as protocols, encryption, IP addresses, ports, and subnets.

To learn more about PC-Duo remote desktop solutions, see:
"What's New"

"PC-Duo solutions"

"PC-Duo applications"

"PC-Duo technologies"

"PC-Duo services"

"PC-Duo connection types"

"PC-Duo security features"

"PC-Duo networking features”

L ER JBR 2R 2R JNE JER JER 2N 4

"PC-Duo documentation and technical support"
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What’s New in PC-Duo 12.5

PC-Duo 12.5 introduces the following new features and capabilities:

¢ Host on Demand: New type of Host that can be launched from the Share My
Desktop button on the Web Console landing page. Enables the desktop of any internet-
accessible machine to be shared instantly. No local or network administrative privileges
are required, and no reboot is necessary to run this new Host type (see PC-Duo Web
Console Operating Guide)

& UAC Elevation: Master user can elevate Host on Demand process to high privilege
level by providing administrator credentials to HOD remote desktop (see PC-Duo Web
Console Operating Guide)

& View/Edit Host Settings from Web Console: Host settings for any Host connected
to the Gateway can be viewed and/or edited by Account Users with appropriate
credentials through the Web Console. No connection window to Host desktop required
(see PC-Duo Web Console Operating Guide)

¢ WebSocket Transport (WS, WSS): In addition to the UDP, TCP and SSL transports
already available, the Gateway Server now supports WebSocket (binary WebSocket over
HTTP) and Secure WebSocket (binary WebSocket over HTTPS) transports to facilitate
connections through corporate firewalls (see PC-Duo Gateway Guide)

¢ More Host Grouping Rules: Additional grouping rules have been added to allow for
more flexibility in creating custom collections of Hosts (see PC-Duo Gateway Guide)

& Web Console support for Safari, Chrome and Firefox: Web Console now supports
Safari, Chrome and Firefox web browsers, in addition to Internet Explorer; helper apps
may be required to enable Remote Desktop and other features (see PC-Duo Web
Console Installation Guide)

What’s New in PC-Duo 12.1

¢ Web Console: A new server-side application that enables browser-based access to
the Gateway Server for configuration and administration. If On-Demand Edition key is
present, Web Console will also be enabled for Remote Desktop feature (see PC-Duo
Web Console Operating Guide)

& Remote Desktop: Ability to generate a window to a remote desktop directly from the
Web Console (Master not required). No administrative rights needed and no reboot
required. On-Demand Edition key required for activation (see PC-Duo Web Console
Operating Guide)

¢ Kernel-mode Screen Capture driver: The kernel-mode screen capture driver is now
available for Windows 7, Vista and Windows 2008 Server. In many situations, the kernel-
mode screen capture driver will outperform the default user-mode screen capture driver
(see PC-Duo Host Guide)

€ Input Suppression: Ability to turn off keyboard and mouse input on the remote
desktop machine for Windows 7, Vista and Windows 2008 Server (see PC-Duo Master
Guide)

€ Address Bindings: Ability to bind the SSL and TCP network protocols to all
addresses or to select specific addresses on the Gateway Server (see PC-Duo Gateway
Administrator Guide)
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& Concurrent User License Mode: In this mode, the Gateway will monitor the number
of simultaneous Gateway users according to account type (Administrative, Master,
Personal) (see PC-Duo Web Console Operating Guide)

€ Inactivity Timeouts: To free up concurrent user licenses when users are connected
to the Gateway but not active, Web Console, Master and Gateway Administrator will be
automatically disconnected from the Gateway, and input control will be automatically
released from Remote Desktop or Connection Window (see PC-Duo Gateway
Administrator Guide)

& Automatic Grouping of Hosts: Ability to configure Hosts to automatically report to
custom Gateway group(s) according to custom or generic rules (see PC-Duo Gateway
Administrator Guide)

€ Virtual Desktop support: Enables virtual desktop images generated in
environments such as Citrix XenDesktop to include Hosts, and to have the Hosts report
to Gateway until the desktop image is discarded (see PC-Duo Host Guide)

What’s New in PC-Duo 11.6

¢ Windows 7 support: PC-Duo 11.6 provides full support (remote access, remote
control, remote management) for Windows 7 computers, including 32- and 64-bit
platforms.

¢ Windows Server 2008 R2 support: PC-Duo 11.6 provides full support (remote
access, remote control, remote management) for Windows Server 2008 R2 computers
(64-bit platforms only).

¢ Mac, Linux support: PC-Duo 11.6 provides support (remote access, remote control)
for Macintosh and Linux computers running VNC server software (standard on Macs).

¢ Wake-on-LAN support: PC-Duo 11.6 includes ability to turn on remote computers
that are configured to listen for Wake-on-LAN signal.

¢ Remote Power Scheme management: PC-Duo 11.6 includes new remote
management tools that allows Master user to view and change power scheme settings on
remote computers.

€ Screen Recording Playback via URL: PC-Duo 11.6 includes ability for Master to
playback a PC-Duo screen recording from a standard web server over HTTP or HTTPS.

& RDP compatibility: If a remote computer is hosting an active RDP session, PC-Duo
11.6 Host will capture and provide input control to the RDP session.

& Active Directory integration: PC-Duo 11.6 Deployment Tool can now be used to
discover computers and OUs in Active Directory domains, install new PC-Duo software,
upgrade existing software, and/or push configuration changes to existing software.
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PC-Duo solutions

Vector Networks provides three solutions for remote desktop support:

PC-Duo Express Edition

PC-Duo Express Edition is an easy-to-use remote desktop solution that uses simple
peer-to-peer connections between helpdesk technicians and end-user remote computers.
It is ideally suited for smaller companies and workgroups in which the number of remote
computers being supported is small and manageable.

PC-Duo Enterprise Edition

PC-Duo Enterprise Edition is an enterprise-class remote desktop solution that uses a
robust, scalable server to establish and maintain a secure network of connections to end-
user machines. It leverages centralized administration, security and network access to
simplify and automate the creation, management, and monitoring of this “network within a
network”. PC-Duo Enterprise Edition is ideally suited for enterprises and corporate
workgroups with large numbers of remote computers, multiple domains and/or
employees with remote computers outside the network.

PC-Duo On-Demand Edition

PC-Duo On-Demand Edition is a web-enabled version of the Enterprise Edition, and
includes Remote Desktop for on-demand access to remote desktops in place of the
installed Master application.
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PC-Duo overview

The PC-Duo remote desktop solutions include some or all of the following applications:

PC-Duo PC-Duo PC-Duo On-
PC-Duo Components Express Enterprise Demand

Edition Edition Edition
PC-Duo Host Yes Yes Yes
PC-Duo Terminal Services Host No Yes Yes
PC-Duo VDI Host No Yes Yes
PC-Duo Host on Demand No Yes Yes
PC-Duo Master Yes Yes No
PC-Duo Gateway No Yes Yes
PC-Duo Web Console No Yes Yes
PC-Duo Remote Desktop No No Yes
PC-Duo Deployment Tool Yes Yes Yes
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PC-Duo Host

PC-Duo Host runs as a Windows service on the machine on which it is installed, and
supports both peer-to-peer connections as well as Gateway-managed connections. By
installing PC-Duo Host on a computer in your network, you can:

4 Allow technicians to make peer-to-peer remote control connections to the machine,
whether someone is there or not. Each Host manages its own security settings and
access rights.

& Allow or force technicians to make Gateway-managed remote support connections to
the machine through a central server (PC-Duo Gateway), which will automatically enforce
security settings and access rights according to policies set at the server.

The PC-Duo Host requires a Host license key.

For more information about configuring and operating PC-Duo Host, please see the PC-
Duo Host Guide.

10
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PC-Duo Terminal Services Host

PC-Duo Terminal Services Host is a server-side version of the PC-Duo Host designed to
support Terminal Services sessions.

The Terminal Services Host, also known as the root Host, runs on the Terminal Server
(such as those from Citrix or Microsoft), and is configured to support one or more
concurrent Terminal Services sessions. Each time the Terminal Server generates a new
Terminal Services session, the Terminal Services Host injects a copy of the Host into the
session. The session Host will include instructions for reporting to one or more Gateways.
When the TS session is discarded, the TS Host session will also be discarded and will be
automatically removed from the Gateway(s).

The PC-Duo Terminal Services Host requires a special Host license key that will specify
the maximum number of concurrent Terminal Services sessions that can be supported on
that Terminal Server.

For more information about configuring and operating PC-Duo Terminal Services Host,
please see the PC-Duo Host Guide.

11
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PC-Duo VDI Host

PC-Duo Virtual Desktop Image Host is a special version of the PC-Duo Host designed to
support the transient nature of virtual desktops.

The VDI Host can be included as part of a virtual desktop template; when one or more
virtual desktop sessions are generated using this template (often to create a pool of
virtual desktop images), the sessions will include a Host with all the features of the
installed Host but not the permanent nature. When the virtual desktop session is
discarded, the Host will also be discarded and will be removed automatically from the
Gateway(s).

The PC-Duo VDI Host requires a special Host license key that will specify the maximum
number of concurrent VDI sessions that can be supported in the virtual desktop
environment.

For more information about configuring and operating PC-Duo VDI Host, please see the
PC-Duo Host Guide.

12
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PC-Duo Host on Demand

PC-Duo Host on Demand (HoD) is a streamlined version of the Host that can be
launched from the Share My Desktop button on the Web Console landing page. It
enables the desktop of any internet-accessible machine to be shared instantly. No local
or network administrative privileges are required, and no reboot is necessary to run this
special Host type.

The PC-Duo Host on Demand is hosted by the Gateway Server and is enabled by a
special license key installed in the Gateway Server. When enabled, the Share My
Desktop button on the Web Console landing page will light up, and end users will be able
to install as many instances of HoD as they like. Each instance will report back to and be
accessible through the Gateway Server from which it was served.

For more information about configuring and operating PC-Duo Host on Demand, please
see the PC-Duo Web Console Operating Guide.

13
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PC-Duo Master

PC-Duo Master is a console application that technicians can use to establish remote
support connections to one or more Host computers. With PC-Duo Master, you can:

4 Make one or more peer-to-peer remote support connections to Host computers in
your network.

4 Connect to PC-Duo Gateway and make one or more Gateway-managed remote
support connections to Host computers from a directory of available Hosts.

View the entire screen of the remote computer.
Take complete control of a Host computer using the local keyboard and mouse.
Share control of the Host computer with its end-user.

Passively monitor the Host computer without exercising control.

® & O 0 o

Use the clipboard transfer feature to transfer portions of text, bitmaps, and other
objects between your Host and Master computers.

& Use the PC-Duo file transfer feature to copy files between your Host and Master
computers.

€ Use the PC-Duo remote printing feature to print locally from applications running on a
remote computer.

€ Record screen activity on the Host and play back the recording on the Master.
4 Chat with end-user and any other technicians connected to the same Host.

For more information about configuring and operating PC-Duo Master, please see the
PC-Duo Master Guide.

14



PC-Duo overview

PC-Duo Gateway

PC-Duo Gateway is an enterprise class server, which provides centralized administration,
security and management for a network of remote support connections to Host
computers in your environment.

With PC-Duo Gateway configured as the hub of your remote support network, you can:

€ Organize large numbers of Host computers into logical groups for easier access and
management.

€& Reach remote computers outside the network, behind firewalls or NAT-devices.
& Utilize SSL for certificate-based authentication.

€ Create custom access rights policies and apply them to groups to make configuration
changes more quickly and efficiently.

€ Monitor and manage remote support activity in real-time.

& Keep detailed records of all remote support activity in your network with
comprehensive audit logs.

€ Record screen activity on one or more remote computers simultaneously using PC-
Duo Gateway’s screen recording feature.

PC-Duo Gateway includes the PC-Duo Gateway Administrator, a tool for configuring the
Gateway and for monitoring, managing and auditing remote support activity in your
network.

For more information about configuring and operating PC-Duo Gateway, please see the
PC-Duo Gateway Server Guide.

15
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PC-Duo Web Console

PC-Duo Web Console is a web application that provides browser-based access to the
PC-Duo Gateway Server for administration and configuration. It is effectively a web-
based version of the Gateway Administrator.

The Web Console also includes an optional feature called the Remote Desktop, which
allows on-demand access to remote desktops directly from the Web Console. It is
effectively a web-based version of the Master application.

With PC-Duo Web Console:

€ Administrators can access and edit all the configuration information on the Gateway
Server, including Groups, Security, Permissions, etc. The Administrative web account
can be used in conjunction with or instead of the standalone Gateway Administrator
application.

& If the Remote Desktop is enabled, Helpdesk technicians can view and access remote
desktops connected to the Gateway.

For more information about configuring and operating PC-Duo Web Console, please see
the PC-Duo Web Console Operating Guide.

For more information about installing PC-Duo Web Console, please see the PC-Duo Web
Console Installation Guide.

16
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PC-Duo Remote Desktop

The Remote Desktop is an optional feature of the Web Console, which allows on-demand
access to remote desktops directly from the Web Console. It is effectively a web-based
version of the Master application.

With PC-Duo Remote Desktop:

€ Helpdesk technicians can view and access remote desktops connected to the
Gateway.

€ Employees can view and access their computers at work, even if they are on the
road or at home. The Personal web account offers convenient, secure, reliable alternative
to VPN.

To enable the Remote Desktop, a special key must be entered into the Gateway Server.

For more information about configuring and operating PC-Duo Remote Desktop, please
see the PC-Duo Web Console Operating Guide.
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PC-Duo Deployment Tool

PC-Duo Deployment Tool is an easy-to-use software distribution utility that automates the
deployment and installation of PC-Duo applications to remote computers in your network.

With PC-Duo Deployment Tool, you can:

4 Automatically deploy an image of PC-Duo Host, Master or Gateway to one or more
computers or groups of computers in your network and avoid manual effort of going to
each machine.

& Create an image of PC-Duo Host, Master or Gateway with custom configuration
options that can be mass deployed on large numbers of computers in your environment.

€ Create and push custom configuration options for PC-Duo Host, Master or Gateway,
without having to reinstall underlying software.

€ Use Active Directory to find remote computers and push software and configuration
settings to them.

For more information about configuring and operating PC-Duo Deployment Tool, please
see the PC-Duo Deployment Tool Guide.
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PC-Duo technologies

PC-Duo remote desktop solutions utilize highly optimized technologies to deliver speed,
performance and reliability, including:

& Highly efficient screen capture algorithms. PC-Duo utilizes two kinds of screen
capture technology:

+ Kernel-mode screen capture. This technology utilizes the PC-Duo mirror
driver, which reproduces graphics drawing commands from the remote Host
on the PC-Duo Master user’s screen quickly and efficiently.

+ User-mode screen capture. This technology works without a mirror driver
and is designed to adjust automatically to the amount of CPU and bandwidth
available on the remote Host machine.

€ Streamlined communication protocol. The PC-Duo protocol has been honed over
15 years for efficiency and reliability when sending screen capture data to another
computer in real-time and receiving keyboard/mouse input.

Using these technologies, PC-Duo remote support solutions enable technicians to find
and fix problems on remote computers faster and easier than ever before.
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PC-Duo services

PC-Duo remote desktop solutions offer technicians a number of professional-quality
services for investigating and solving problems on Host remote computers, including:

€& Remote Control: ability to view screen activity on an end-user’s remote machine,
and with proper authorization, take control of and send keyboard/mouse inputs to the
remote machine in real-time

€ Remote Clipboard: ability to copy selected items on the screen of a remote machine
into the clipboard on the remote machine and transfer the contents to the clipboard on
the technician’s machine, and vice versa

& File Transfer: ability to drag-and-drop files or directories on the remote machine to
the technician’s machine, and vice versa

€ Host-based Chat: ability to chat with the end-user on a remote machine, and any
other technicians connected to that machine

€ Remote Printing: ability to print selected items from the remote machine to a printer
attached to the technician’s machine

€ Host Administration: ability to view and edit configuration settings of the PC-Duo
Host installed on the remote machine

¢ Remote Management: ability to generate inventory of hardware and software assets
on remote machine, and to query and change certain system settings. See “Remote
Management features” for more information about tools available through this service.
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PC-Duo connection types

PC-Duo services are performed over service connections between a PC-Duo Master
(with appropriate access rights) and a PC-Duo Host. Service connections are established
on demand, when a PC-Duo Master requests a service from a PC-Duo Host.

PC-Duo supports several different types of remote access connections:

PC-Duo PC-Duo PC-Duo On-
PC-Duo Connection Types Express Enterprise Demand
Edition Edition Edition
RDP session sharing Yes Yes Yes
Peer-to-peer connections Yes Yes Yes
Gateway-managed connections No Yes Yes
Firewall-friendly connections No Yes Yes
Terminal Services connections No Yes Yes
VDI connections No Yes Yes
VNC connections Yes Yes No
Host on Demand connections No Yes Yes

RDP session sharing: Follow the active session
PC-Duo connections can be used to share an active RDP session in real-time.

If PC-Duo Host is running on a desktop-class operating system (e.g. Windows 7), and
there is an active/connected RDP session being hosted on that computer, then the Host
will automatically capture and provide input control to that RDP session. In essence, the
Host will capture what the remote RDP session user is seeing, not what the local physical
console on that machine is showing (probably the Windows login screen).

When there is no active/connected RDP session being hosted on that computer, or if an
active/connected RDP session is stopped, the Host will automatically capture and provide
input control to the session running on the computer and being displayed on the local
console. The Host will follow the active session as it moves from RDP user back to the
local console.

Note: This feature only applies to desktop-class operating systems, which support only
one active session at a time. Server-class operating systems (e.g. Windows Server 2003
or Server 2008) can support multiple sessions simultaneously via Terminal Services; use
the Terminal Services support in the Host to capture and/or provide input control to one
or more sessions on server-class OS.

Peer-to-peer connections
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When a computer with PC-Duo Master establishes a direct connection to a computer with
PC-Duo Host, the connection that is established is a peer-to-peer connection.

By default, PC-Duo Master searches the network for Host computers when it starts up.
Any Host computers it finds are listed on the Peer-to-Peer Hosts tab of the PC-Duo Master
window.

Peer-to-peer connections from Master (M) to Host (H)

The dotted and solid lines, shown in above depict two different sets of peer-to-peer
connections between PC-Duo Masters to PC-Duo Hosts. PC-Duo’s peer-to-peer
connections enable the following:

€ PC-Duo Master users with proper credentials can securely access Host computers
within the network.

€ When you permit full access to a Host computer, the PC-Duo Master user can
monitor all activity on the Host computer. In addition, PC-Duo Master users with full
access rights can exercise complete control over that computer.

€ When the Host and Masters are in the same domain, PC-Duo Host can be configured
to use the Microsoft Windows authentication service to check credentials of any PC-Duo
Master users. An access control policy can allow (or deny) full or partial access for
authenticated PC-Duo Master users to access services on a Host computer.

Although PC-Duo’s peer-to-peer connections provide a secure solution for remote
support, this solution is not recommended for large and/or highly distributed networks;
instead, consider using PC-Duo Gateway for centrally managed remote support
connections.
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Gateway-managed connections

When a computer with PC-Duo Master establishes a connection to a computer with PC-
Duo Host through a central server (i.e. PC-Duo Gateway), the connection that is
established is a Gateway-managed connection. In this way, the Gateway serves as a
central location for managing and monitoring connections, configuration, security and
reporting. Any Host computers found by the Gateway are listed on the Gateway Hosts tab
of the PC-Duo Master window.

In large networks, the PC-Duo Gateway can be configured to manage connections with
hundreds or thousands of Hosts simultaneously, enabling Masters to find and take
control of Hosts instantly.

Gateway-managed connections utilize the same strong authentication and authorization
that is available with PC-Duo’s peer-to-peer connections. In addition, PC-Duo Gateway
provides the following capabilities:

€ Seamless connections from Master computers to Host computers through a PC-Duo
Gateway. To the PC-Duo Master user, the connection appears as if it were a peer-to-
peer connection to the Host computer, even if the Host is outside the domain and/or
behind a firewall or NAT device.

& Centralized management of access rights to remote computers in your network.
Once you configure your Host computers to report to the PC-Duo Gateway, you can
achieve global management through a single security policy that you configure using PC-
Duo Gateway Administrator.

& User-based access policies. Customize and apply access policies to individual PC-
Duo Master users or groups in your network. Allow full remote access to one or more
Host computers for some PC-Duo Master users, while restricting access rights for others.

& Comprehensive logging and auditing of all remote control activity within your network.
With this feature, you can keep records of all remote support connections.

€ Continuous screen recording. PC-Duo Gateway allows you to record screen activity
on any remote Host. Efficient file compression makes 24x7 recording economical and
manageable.
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Gateway (G)-managed connections from Master (M) to Host (H)

Firewall-friendly connections

When PC-Duo Master users need access to Hosts that are outside the domain, and/or
behind a firewall or NAT-device, normal peer-to-peer or Gateway-managed connections
will not work. In these cases, it is difficult to find and maintain a secure remote support
connection because of dynamic port assignments and other network challenges.

For these situations, PC-Duo Gateway builds special firewall-friendly connections to
these Hosts. When Hosts are outside the domain, the Hosts are programmed to
automatically initiate contact with the Gateway. The Gateway will use this initial contact to
build a firewall-friendly connection to the Host. In this way, the remote Host outside the
domain will appear just like any Host inside the domain.

Terminal Services connections

PC-Duo provides server-side support (screen capture, input control, screen recording) for
session-based virtual desktops hosted by Terminal Services on Windows Server 2003 or
Window Server 2008 (now called "Remote Desktop Services"). Windows Server creates
and hosts the Terminal Services (TS) sessions like virtual machines. A presentation
technology using a display protocol such as RDP from Microsoft or ICA from Citrix is
typically used to remote the session display, as well as the keyboard and mouse input, to
and from an end user device (such as a thin client computer like a Wyse terminal).

PC-Duo allows technicians to capture (and if desired, record) the session presentation
information at the Windows Server before it is remoted to the end user device over the
RDP or ICA display protocol. PC-Duo is able to do this by injecting a Host instance into
each server-side TS session, which in turn captures and sends presentation information
directly to PC-Duo Gateway for recording and/or further transmission to a PC-Duo
Master.
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Note: Because TS sessions are captured at the Windows Server (and not at the end user
device), PC-Duo Host effectively bypasses the technology used to remote the sessions to
the end users, and will therefore be compatible with Microsoft Terminal Services clients
as well as Citrix Presentation Server (now known as XenApp) clients.

Note: PC-Duo only supports TS sessions created on server-class Windows operating
systems such as Windows Server 2003 and Windows Server 2008.

See Terminal Services tab in PC-Duo Host Guide for more specific configuration and
setup information.

Root Host for TS sessions

The “Terminal Services” feature of Windows Server 2003 and Windows Server 2008
allows multiple virtual desktop sessions to be active simultaneously. PC-Duo provides
remote access and remote control to these sessions on the Windows Server by injecting
a separate instance of the Host service into every new TS session. A special version of
the Host called the "root" Host must be loaded on the TS server (a "root" Host is a
standard Host with a special TS license key - see About tab in the PC-Duo Host Guide
for more information); it will automatically spawn new Host instances every time a new
TS session is created.

Transient Hosts

Each TS instance of the Host will have its own unigque workstationID and must be
configured to report to a Gateway. When it first reports to the Gateway Server, it will be
automatically managed and added to the “All Hosts” group. The TS Hosts are considered
transient, since they go away when the TS user logs out of his/her session. In order to
keep track of transient TS Hosts, the PC-Duo Gateway will create a new Group called
"Terminal Services on <Servername>", and automatically insert transient Hosts into this
Group. They are automatically deleted from the Gateway when the TS session ends. The
main purpose of this Group is to allow security to be assigned to the Hosts and TS
sessions that belong to this Group, and to provide the correct and appropriate access to
the TS-based Host instances.

Note: PC-Duo Host for Terminal Services works on Server 2003 & Server 2008, and
requires a Gateway Server v6.10 or later.

Recording TS Hosts

Recordings are normally deleted from the Gateway database when their associated
workstation record is deleted. Transient TS Host workstation records are automatically
deleted from the Gateway when the TS user logs out of his/her session. However, to
prevent recordings of TS Hosts from being automatically deleted when the TS session
ends, the TS session recordings are reassigned to an artificial permanent workstation
record called "Recordings on <Servername>". All recordings of all TS Hosts on a given
TS server will be associated with this one record. This approach has the following
advantages:

€ Recordings are not orphaned

€ All recordings can be kept in one place,

€ TS recordings can be kept separate from console (root Host) recordings
*

Security can be configured separately for each recording.

Limitations of TS Hosts
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Due to technical limitations and the nature of Terminal Services sessions, the following
Host features are not supported.

€ Remote printing
& Keyboard and mouse suppression (requires kernel-based input stack intercept)
€ Screen blanking (requires kernel-based support and physical display to blank)

& Peer-to-peer connections: all protocols are disabled, and the only connections that
can be made are through a configured Gateway Server

€ Kernel-mode screen capture (even on Windows Server 2003, requires kernel-mode
display support)

VDI connections

PC-Duo provides a special version of the Host to run inside of virtual desktop images
(VDI) created from virtual desktop templates in environments such as Citrix XenDesktop.
If the regular Host is specified in the template, then the Host will automatically be
installed when the virtual desktops are created using this template.

This works fine with Peer-to-Peer connections to the Host in the VDI, but has some
complications when the Host is configured to report to one or more Gateway Servers:

& The GWS must be configured to “automatically manage new Hosts” to have the Host
become available without any manual intervention.

& If the virtual desktop is discarded when the user logs out, the Host is effectively
destroyed as well, but the Gateway doesn’t know this. The Host remains known to the
Gateway (and managed, using a Managed Hosts license) until it is manually cleaned up
by an administrator, or until the Delete Hosts older than feature kicks in and deletes it.
(But note that setting is measured in days, default is set to 120, and setting that to a low
value runs the risk of deleting conventional installed Hosts that are simply offline for a
while.)

To address both of these problems, the Gateway Server supports a special version of the
Host for VDI that is “transient” in nature (similar to a Terminal Services Host session);
when the VDI Host is specified in the template, the following will occur:

€ A new group, “Transient VDI Hosts”, is automatically created at the Gateway when a
Host of this type first reports. All Hosts of this type are automatically managed
(independent of the “automatically manage Hosts” setting), and are added to this group.

& |If the virtual desktop is discarded when the user logs out, the VDI Host, because of
its transient nature, will automatically be disconnected and removed from the Gateway,
freeing up a Managed Host license.

€ Similar to what happens when recording TS Host sessions, a new pseudo-host,
“Recordings of Transient VDI Hosts”, is created when any of these Hosts is recorded.
The recording of the VDI Host is associated with this pseudo-Host instead of with the
Host workstation, and will remain in there even after the virtual desktop is discarded

& |If the Gateway is in Managed Hosts licensing mode, a new license key that limits the
maximum number of VDI Hosts that can be connected to the Gateway concurrently is
required

VNC connections
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PC-Duo provides remote access and remote control to computers running a standard
version of VNC (Virtual Network Computing) server. A VNC server is built into recent
versions of the Mac OS X operating system from Apple Computer, and is also available
on many versions of the Linux operating system. When properly configured, technicians
can use PC-Duo Master on Windows to connect to and take control of Mac and Linux
computers running standard VNC server.

PC-Duo currently supports peer-to-peer connections to VNC servers.

See "VNC Hosts" in the PC-Duo Master Guide for more information on configuring and
connecting to VNC servers.

Supported Platforms

PC-Duo Master can interoperate with standard VNC servers on following platforms:
¢ Mac OS X

4 Red Hat Linux Fedora

Host on Demand connections

PC-Duo provides remote access and remote control to computers running a streamlined
version of the Host called Host on Demand (HoD). The Host on Demand can be
accessed from the Web Console landing page by any internet-accessible machine and
will enable end user to share his/her desktop instantly through the Gateway Server.

Supported Web Browsers

PC-Duo Host on Demand is supported on following web browsers:
€ Internet Explorer

& Firefox
¢ Chrome
*

Safari

Note that helper apps may be required to run certain features of the Web Console for
browsers other than Internet Explorer.

See the PC-Duo Web Console Operating Guide for more information on enabling and
configuring Host on Demand.
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PC-Duo security features

One of the most valuable aspects of PC-Duo remote desktop solutions is the ability to
create and enforce fine-grained access control policies, and to easily modify them to
reflect changes in your organization.

PC-Duo security features include the following:
€ “Authentication”

& “Authorization”
¢ “Auditing”
*

“Encryption”

Authentication

In the PC-Duo model, PC-Duo applications that request information and services are
considered “clients” and those that provide information and services are considered
“servers”. For example, the PC-Duo Master is considered a client when it connects to and
requests a list of Hosts from a PC-Duo Gateway. In turn, the PC-Duo Gateway is
considered a client when it connects to and requests information from a PC-Duo Host in
the same domain.

Connection Client Server

Peer-to-peer Master Host

Gateway-managed (Gateway & Host are in same domain)

€ Master-Gateway relationship Master Gateway

¢ Gateway-Host relationship Gateway Host

Gateway-managed (Gateway & Host are not in same domain)

€ Master-Gateway relationship Master Gateway

€ Gateway-Host relationship Host Gateway

When PC-Duo Host is not in the same domain as the Gateway, the relationship is
automatically reversed: The Host is programmed to be the client and will reach out to the
Gateway (see “Firewall-friendly connections” for more information about PC-Duo firewall-
friendly connections).

To guarantee security in the PC-Duo environment, it is critical that PC-Duo components
acting as servers validate the credentials of users of PC-Duo components acting as
clients before they provide access or data. The burden is placed on the client to
authenticate itself to the server. PC-Duo implements two types of authentication to
support this:
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& “ldentity Authentication”
¢ “Endpoint Authentication”

Identity Authentication

In general, this operation answers the following security question: How does the server
know who the client is? A PC-Duo application acting as a server will not provide access
or information to any PC-Duo application acting as a client until it can validate that client’s
identity. PC-Duo provides the server three different methods of authenticating the identity
of the PC-Duo client:

. Windows Simple Shared-

Connection authentication assword secret
P password

Peer-to-peer Yes Yes No
Gateway-managed (Gateway & Host are in same domain)
L 4 Mastgr-Gateway Yes NoO No
relationship
€ Gateway-Host relationship Yes No Yes
Gateway-managed (Gateway & Host are not in same domain)
L 4 Master-Gateway Yes NoO No
relationship
€ Gateway-Host relationship No No Yes

¢ Windows authentication: By default, a PC-Duo application acting as a server uses
Windows authentication to check the Windows credentials of the client application:

+ The Host will check the Windows credentials of the PC-Duo Master user in
the case of a peer-to-peer connection;

+ The Gateway will check the Windows credentials of the PC-Duo Master users
in the Master-Gateway part of a Gateway-managed connection;

+ The Host will check the Windows credentials of the user logged into the
Gateway in the Gateway-Host part of a Gateway-managed connection (when
Host and Gateway are in the same domain).

NOTE: If Host and Gateway are not in the same domain, Windows authentication will not
usually be available. In that case, Host and Gateway will rely on Shared secret password.

& Simple password: Prior to making a connection, a custom password can be created
on the Security tab of the Host and shared with PC-Duo Master user. This feature permits
the PC-Duo Master user to connect to a Host without regard to PC-Duo Master user’s
Windows credentials.

NOTE: Simple password applies only to peer-to-peer connections.
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€ Shared secret password: In the case that the Host does not share a domain
relationship with the PC-Duo Gateway, or if the Host is outside of the network and cannot
contact its domain controller, Windows authentication will not usually be available. Behind
the scenes, the PC-Duo Gateway and the Host will exchange a 16-byte secret password
that only they will know. As a result, in all subsequent connections, the PC-Duo Gateway
and Host will have some measure of authentication when they are not in the same
domain. If the Host belongs to the same domain as the PC-Duo Gateway, and the Host is
able to reach a domain controller, the Host will prefer to do Windows authentication
instead of shared secret password.

Endpoint Authentication

In general, this operation answers the following security question: How does the client
know it is connected to the right server? Identity authentication doesn't prohibit the client
from being fooled into connecting to a different server. In order to guarantee that
information and services are coming from the expected server, PC-Duo supports
endpoint authentication using Secure Sockets Layer (SSL).

€ SSL certificate authentication (PC-Duo Gateway only): PC-Duo has implemented
server endpoint authentication using SSL, which means the client will request and
validate a certificate from the server before providing requested information or services.
This ensures the client has connected to the right server. The following list describes
where SSL authentication can and cannot be used:

+ Peer-to-peer connections: SSL authentication is not available for peer-to-peer
connections. This would require each Host (acting as server) to carry its own
certificate, which would be unwieldy and costly to manage.

+ Gateway-managed connections (Host is in same domain as Gateway): SSL
authentication is available between Master (acting as client) and Gateway (acting
as server). Before connecting, the Master will request and validate a certificate
from the Gateway. In general, SSL between Master and Gateway would be most
useful when the Master is outside the LAN and/or coming in through a corporate
firewall to access the Gateway.

NOTE: SSL authentication is not available between the Gateway (acting as client) and the
Host (acting as server). As in peer-to-peer connections, this would require each Host to
carry its own certificate. SSL connections to the Host are generally not required because
the Host can be configured to use a reverse connection to the Gateway, which can use
SSL.

+ Gateway-managed connections (Host is not in same domain as Gateway):
When the Host is outside the LAN and/or behind a firewall or NAT-device, the Host
is the client and has responsibility to contact the Gateway. SSL authentication is
supported and would be appropriate to ensure that the Host is connecting to the
right Gateway. The Host will validate the Gateway Server certificate before
accepting the connection, ensuring that the Host is communicating with the correct
Gateway Server.

In summary, SSL can be used by the Master to authenticate a Gateway, and by a Host to
authenticate a Gateway when the Host is outside the domain:

Connection Client Server SSL
Supported
Peer-to-peer Master Host No
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Gateway-managed (Master & Host are in same domain)

€ Master-Gateway relationship Master Gateway Yes

& Gateway-Host relationship Gateway Host No

Gateway-managed (Master & Host are not in same domain)

€ Master-Gateway relationship Master Gateway Yes

€ Gateway-Host relationship Host Gateway Yes

Authorization

One of the strongest features of PC-Duo remote support solutions is the fine-grained
access control. For example, to perform remote support, you must have the following:

€ Proper credentials with which to connect to the Host computer
€ Authorization to view the Host computer remotely
€ Authorization to control the Host computer remotely

Your credentials are established when you connect to a Host computer (or to a PC-Duo
Gateway), and persist until the connection breaks. You can configure access and other
rights directly on the Host computer for peer-to-peer connections. Alternatively, you can
use the PC-Duo Gateway to enforce custom access rights policies on PC-Duo Master
users, roles, or groups for Gateway-managed connections.

Auditing

PC-Duo Gateway provides a detailed log of connection attempts, actions and other
activities that occur in the network. This log is also customizable and exportable to 3rd
party reporting products using standard formats.

PC-Duo Gateway also features screen recording for any Host in contact with a Gateway,
whether or not there is an active remote support connection. With this feature, PC-Duo
Master users can keep a visual log of activities going on in the network.

Encryption

To ensure privacy of communications between PC-Duo applications across the network,
PC-Duo provides advanced encryption using Advanced Encryption Standard (AES) block
ciphers and Secure Hashing Algorithm (SHA-1). This protection will be automatic and
transparent every time two PC-Duo 5.20 components or later are communicating with
each other.

By default, PC-Duo uses AES 256-bit encryption, however other encryption options can
be set, including:

€ AES encryption (256-bit key) with SHA1 hash
€ AES encryption (192-bit key) with SHA1 hash
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€ AES encryption (128-bit key) with SHA1 hash
& Triple-DES (3DES) encryption (192-bit key) with SHA1 hash
& RC4-compatible encryption (128-bit key) with MD5 hash

Order of precedence

When two PC-Duo components have different encryption options set, the first encryption
choice in common between the two is used (going down the list in order), with preference
set as follows:

& Preference set by the Host, when the Gateway requests connection to the Host

& Preference set by the Gateway, when the Master requests connection to a Host
through the Gateway
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PC-Duo networking features

PC-Duo remote desktop solutions support several standard transport protocols for
computer-to-computer communication, and two types of network addressing schemas.

Network protocols

PC-Duo products support most of the standard networking and transport protocols,
including:

€ |P: IP is a general-purpose protocol supported on a wide variety of networks and
servers. PC-Duo components support communications using either the TCP or UDP
transport protocols running over IP. PC-Duo has established the following standard ports
for use with either TCP or UDP:

+ PC-Duo Host listens on port 1505 by default
+ PC-Duo Gateway listens on port 2303 by default

€ SSL: The SSL protocol runs above TCP/IP and below higher-level protocols such as
HTTP or IMAP. Using TCP/IP on behalf of the higher-level protocols allows an SSL-
enabled server to authenticate itself to an SSL-enabled client, and then establish an
encrypted connection between the remote computers.

+ By default, PC-Duo Gateway listens for incoming SSL connections on port 443,
but it might be appropriate to note that this can be easily changed to avoid conflicts
with other server software installed on the same machine.

+ The PC-Duo Gateway now ships with a Gateway Certificate Manager to manage
the creation and/or selection of a SSL security certificate for the PC-Duo Gateway.

& WebSocket: The WebSocket protocol runs above HTTP or HTTPS. This provides a
web-proxy friendly and firewall-friendly transport. Only the Gateway Server accepts
WebSocket connections; the Host can report to the Gateway this way, and the Master
and other client software can connect to the Gateway this way.

+ The PC-Duo Gateway listens for incoming Secure WebSocket connections
(WSS) when SSL is enabled, and uses the same port. It listens for WebSocket
connections (WS) when TCP is enabled, and uses the same port.

Network addressing schemas

The PC-Duo UDP, TCP and SSL transport protocols support the use of either IPv4 (32-
bit) or IPv6 (128-bit) addresses.

Wake-on-LAN support

PC-Duo can be used to "wake-up" remote computers that have been shut down
(sleeping, hibernating, or soft off; i.e., ACPI state G1 or G2), with power reserved for the
network card, but not disconnected from its power source. The network card listens for a
specific packet containing its MAC address, called the magic packet,that is broadcast on
the subnet or LAN.

In order to execute this feature, both the MAC address and the last known IP address of
the remote computer must be known. Since the PC-Duo Gateway knows both of these
pieces of information, it is in a position to send the Wake-on-LAN signal.
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PC-Duo implements this functionality in Gateway-managed connections in two ways:

& Implicit Wake-on-LAN: If Gateway is asked to make a connection to a remote
computer and the last status indicates that the remote computer is "Offline", the Gateway
will automatically attempt to wake up the remote computer by sending appropriately
configured WOL signal. If the remote computer was shut down in a state capable of
receiving WOL signal, it will wake up and report to the Gateway and a connection will be
established.

& Explicit Wake-on-LAN: A network administrator, using either PC-Duo Master or PC-
Duo Gateway Administrator, can attempt to wake up a remote computer by explicitly
sending the WOL signal to that machine. If the remote computer was shut down in a state
capable of receiving WOL signal, it will wake up and report to the Gateway and a
connection will be established.

See "Send Wake-on-LAN Signal” in the PC-Duo Master Guide for more information.
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PC-Duo documentation and technical support
Each of the four PC-Duo components has its own guide:

--PC-Duo Master Guide

---PC-Duo Host Guide

--PC-Duo Gateway Server Guide

---PC-Duo Web Console Operating Guide

--PC-Duo Web Console Installation Guide

LA G A A N ¢

---PC-Duo Deployment Tool Guide

For more information about PC-Duo documentation and technical support, see:
€ "Typographical conventions”

€ 'Technical support options"

Typographical conventions in documentation

PC-Duo documentation uses typographical conventions to convey different types of
information.

Computer text

Filenames, directory names, account hames, IP addresses, URLs, commands, and file
listings appear in a plain fixed-width font:

You can use the default domain user account named ‘RemoteControlGateway’.

In examples, text that you type literally is shown in a bold font.
To run the installation program, type installme in the command line.

Screen interaction
Text related to the user interface appears in bold sans serif type.
Enter your username in the Login field and click OK.

Menu commands are presented as the name of the menu, followed by the > sign and the
name of the command. If a menu item opens a submenu, the complete menu path is
given.

Choose Edit > Cut.
Choose Edit > Paste As... > Text.

Variable text

Variable text that you must replace with your own information appears in a fixed-width
font in italics. For example, you would enter your name and password in place of
YourName and YourPassword in the following interaction.
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Enter your name: YourName
Password: YourPassword

File names and computer text can also be displayed in italics to indicate that you should
replace the values shown with values appropriate for your enterprise.

Key names

Names of keyboard keys appear in SMALL CAPS. When you need to press two or more
keys simultaneously, the key names are joined by a + sign:

Press RETURN.

Press CTRL+ALT+DEL.

Technical support options

If you have any problems installing or using the PC-Duo remote support products,
information and support resources are available to help:

This manual and the Release Notes may contain the information you need to solve
your problem. Please re-read the relevant sections. You may find a solution you
overlooked.

Our technical support staff can be contacted by the following means:
€ For Americas and Asia/Pacific:

email: support@vector-networks.com

phone: (800) 330-5035

& For Europe, Middle East and Africa:

email: support@virtualnetworkpartners.eu

phone: +44 2030040750

We offer a range of support options including support and maintenance contracts, and
time and materials projects. Consult our web site for the support plan that best meets
your needs. Goto http://www.vector-networks.com and navigate to the
Support section of the web site for more information.
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PC-Duo Gateway can be installed on any computer that runs a supported operating
system (OS) and meets the minimum requirements described in this section.

"Requirements"
"Configuration options"
“Installation notes"
"Gateway service accounts"

"SSL certificates"
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Requirements

PC-Duo Gateway can be installed on any computer that runs a supported operating
system (OS) and meets the minimum requirements described in this section.

NOTE: If you plan to use PC-Duo Host with PC-Duo Gateway, then install PC-Duo Host
after you install PC-Duo Gateway.

Operating system requirements

PC-Duo Gateway is supported on the following server-class operating systems in
production environments:

€ Windows Server 2003 (original or R2, 32- and 64-bit platforms)
€ Windows Server 2008 (original, 32-bit platforms only)

€ Windows Server 2008 R2 (64-bit platforms only)

€ Windows Server 2012 (64-bit platforms only)

€ Windows Server 2012 R2 (64-bit platforms only)

PC-Duo Gateway runs natively on x86 and as a 32-bit application on x64 platforms.

PC-Duo Gateway can be installed and run on desktop-class operating systems, including
Windows XP, Windows Vista and Windows 7, but should only be used for evaluation or
small workload purposes. PC-Duo Gateway is not supported on desktop-class operating
systems in production environments.

Hardware requirements
The hardware requirements are:

€ Minimum requirements — Server-class computer with 2 Ghz or higher processor clock
speed and 1 GB RAM or higher, or the minimum requirements of the server-class
operating system, whichever are greater.

€ Additional requirements — See table below for additional hardware requirements for
screen recording.

Installation requirements

The following additional requirements are required or recommended for installation of
PC-Duo Gateway:

€ Windows Installer 3.1 or later.
& Adobe Reader — Required for documentation.

€ Local Administrator access rights — PC-Duo Gateway runs as a Windows service on
the local machine. Therefore, Local Administrator access rights are required for the user
who is installing Gateway on the machine.

NOTE: These prerequisites are met by the supported platforms, and therefore they are
not included in the PC-Duo software distribution packages.
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Screen recording requirements

Screen recording hardware requirements vary according many factors, including the
number of simultaneous active recording sessions, the resolution and color depth of each
remote desktop, the type and amount of screen activity, the use of wallpaper and/or other
visual effects, etc. Also, note that one connection between Host and PC-Duo Gateway
may support one or more simultaneous recordings.

4 Concurrent Host connections: More concurrent connections can be supported if
encryption is turned off.

€ The following recommendations assume moderate screen activity:

+ Network bandwidth: 20 KB/sec per recording session. Depending on the
applications you are recording, the actual bandwidth requirements may be higher
or lower in your environment (see the factors listed above). Adjust the bandwidth
requirements accordingly.

+ Disk space: Approximately 2GB or less per 24 hours of continuous recording.
Recording file sizes vary based on level of screen activity; actual file sizes may
be higher or lower in your environment.

To accommodate the relationship between connections and hardware requirements, see
below for recommendations for additional incremental hardware requirements.:

Simultaneous Recording CPU Memor Network
Connections Sessions y Bandwidth
50 (encrypted) 50 2 Ghz 1GB 8 Mbps
100 2x2

(encrypted) 100 Ghz 2GB 16 Mbps

Network requirements

PC-Duo Gateway operates over any type of network, including dial-up, Ethernet, token
ring, and FDDI, provided that the network supports the TCP/IP, UDP/IP, IPX, or SSL
protocols.

The following conditions apply:

& |P is a general-purpose protocol supported on a wide variety of networks and servers.
The Microsoft TCP/IP Protocol (or any other WinSock 2 compliant IP stack) must be
available to enable communication using TCP or UDP over IP.

# |PX provides access to Novell NetWare servers. To enable communication using IPX,
it is not necessary for any computer to be logged into a NetWare server, nor is it
necessary to run a NetWare client. To enable communication using IPX, you must have
the Microsoft NWLink IPX/SPX Compatible Transport (included with the operating
system).

€ The SSL protocol runs above TCP/IP and below higher-level protocols such as HTTP
or IMAP. Using TCP/IP on behalf of the higher-level protocols allows an SSL-enabled
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server to authenticate itself to an SSL-enabled client, and both machines to establish an
encrypted connection.

€ The WebSocket protocol runs above HTTP or HTTPS. PC-Duo uses the binary
WebSocket protocol over HTTP (which in turn is over TCP) as well as over HTTPS
(which in turn runs over SSL). For plain WebSocket (WS) connections over HTTP, PC-
Duo uses the same encryption used for TCP connections. For Secure WebSocket
(WSS) connections, the connection is encrypted and secured by the underlying
HTTPS/SSL connection.

& The PC-Duo UDP, TCP and SSL transports fully support both IPv4 and IPv6
addressing.
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Configuration options
PC-Duo Gateway Edition can be configured to operate in any of the following ways:

€ PC-Duo Gateway only: Require all remote control connections to pass through a
central management server (PC-Duo Gateway). The PC-Duo Gateway functions as the
hub of a network of connections to all the Host computers in your environment (“network
within the network”). This (recommended) solution allows for auditing of all remote activity
and provides the maximum control over all remote connections in the network. This
solution also provides tools and infrastructure to monitor and manage all the remote
access and remote control activity in your network.

& PC-Duo Gateway and peer-to-peer: Allow both peer-to-peer and PC-Duo Gateway
connections in your network. However, auditing of remote control activity is only available
for connections made through a PC-Duo Gateway.

# Peer-to-peer only: Configure PC-Duo Host and PC-Duo Master for direct peer-to-peer
connections within your network. This solution may require specific configuration of each
Host computer and does not allow for the auditing of remote control activity within your
network.

The following table shows valid network configuration options for PC-Duo remote support
solutions:

PC-Duo PC-Duo PC-Duo
Configuration Options Workstation Gateway Gateway

Edition Edition Edition
Peer-to-peer only Yes Yes Yes
Gateway-managed only No Yes Yes
Peer-to-peer & Gateway- No Yes Yes

managed
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Installation notes

PC-Duo Gateway has two main components:

& PC-Duo Gateway, which runs as a service with no user interface. Multiple PC-Duo
Gateways can be installed in the network.

€ PC-Duo Gateway Administrator, which is used to configure one or more PC-Duo
Gateways. PC-Duo Gateway Administrator (which does not require a license) can be
installed on multiple computers in your network.

Install via internet download

PC-Duo applications are distributed as ZIP files available for download from
http://www.vector-networks.com. The contents should be unzipped (while
preserving the directory tree structure) on your computer.

To install the PC-Duo Gateway and PC-Duo Gateway Administrator, simply click on the
Gateway.msi file.

Windows Firewall exceptions
PC-Duo Gateway automatically registers itself as an exception with Windows Firewall.

At installation time, the Host installer and Gateway installer create program-based
exceptions in the Windows Firewall. The exceptions are named “PC-Duo Host” and “PC-
Duo Gateway”, and allow network traffic to the Host service and Gateway service
programs, respectively, over their standard default ports.

If you do not want the exceptions (e.g. because the Host is set for reverse connections
only, and should not be “exposed”), you should disable the exceptions by unchecking the
box in the configuration dialog for Windows Firewall itself. It is not recommended that the
exceptions be deleted, because they will be recreated and enabled if you upgrade to a
later version of PC-Duo.

The exceptions are removed automatically when the products (Host, Gateway) are
uninstalled.
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Gateway service accounts

The PC-Duo Gateway service runs as a domain-based or local account, not as
LocalSystem or another built-in account. As part of the installation procedure, the PC-
Duo Gateway installer will prompt you for an account username and password, with the
default being "RemoteControlGateway". If the account you select does not exist, you will
be prompted to create it. You must have the proper domain administrative privileges to
create an account on your domain.

This account is used by the PC-Duo Gateway to identify itself when it connects to
computers running PC-Duo Host. The same domain user account can be used for all PC-
Duo Gateways installed on your network.

Use the default service account

The default is to create a domain user account named 'RemoteControlGateway'. One
advantage of using this account name is that Hosts installed after this domain account is
created will automatically grant full access rights to this account, whether or not the Host
is configured to report to the Gateway Server. This facilitates access to Hosts that are not
preconfigured to report to the Gateway Server.

Use a different service account

The default account does not need to be used; a different account name can be used
instead. However, once the Gateway has been installed, you cannot just change this
service account in the Windows Service Control manager and have it function properly.

If you wish to change the account with which the Gateway Service runs, the
recommended course of action is to uninstall the Gateway and reinstall it specifying the
desired account. This will ensure that the Gateway is installed and configured correctly.
The Gateway's database will remain intact during this procedure but some local settings
made in the Gateway Administrator may be lost.

If you need to change the account after installation and cannot uninstall/reinstall, please
contact technical support.

Use shared screen password authentication

Previously, if PC-Duo Host was installed before domain ‘RemoteControlGateway’
account had been created, this account had to be added manually to the Host security
settings (or some other Gateway account had to be created and added to the Host
security settings). Now, as long as the PC-Duo Gateway is on the known list of PC-Duo
Gateways on the Host’s Gateways tab, the Host will automatically add that Gateway’s
user account to its security settings list with full access rights. With this auto-configuration
feature, there is no longer any need to manually add the default Gateway user account or
to create and configure a new Gateway user account on the Host.

PC-Duo Host and a known PC-Duo Gateway (i.e. PC-Duo Gateway listed on the Host’s
Security Settings tab) are now programmed to automatically establish a 16-byte secret
password between each other called a 'shared secret password’. This secret is
established behind the scenes when the Host and the known PC-Duo Gateway first
communicate with each other, and is unique on a per-PC-Duo Gateway basis.
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NOTE: At this first connection, the Host implicitly trusts the PC-Duo Gateway because it
is on the known Gateways list. For even higher level of authentication, use SSL protocol
with valid certificates to confirm the identity of the PC-Duo Gateway.

On all subsequent connection attempts when the Host and PC-Duo Gateway are not in
the same domain, the shared secret password will be presented and accepted for
authentication (because it is known only to the Host and PC-Duo Gateway). No
configuration change is required and the Host security remains unchanged for all other
requests.
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SSL certificates

PC-Duo Gateway Certificate Manager gets installed along with the PC-Duo Gateway and
has options as shown below:

ﬂg Gateway Server Certificate Manager |

—iqateway Server @ 222.0.0.1

Status: Connected to SUPPORT via TCP|2303 Connzct ... |

55L Certificate: Foo.proxynetworks, com Views Cerkificake ... |

—Choose a Management Ackion

" Select a certificate previously installed in the local computer certificate store

{" Create and Install a self-signed server certificate

¥ Create a certificate request to be submitted to a certificate autharity (ke VeriSign)
= Cancel pending request for & certificate submitted ko & certificate autharits:

= Install a certificate created by a cerbificate authority From a previous request

™ Remove selected certificate From Gateway Server

Exit |

NOTE: The Certificate Manager must be run by an administrator and can only connect to
the PC-Duo Gateway running on the local computer. The Connect button is only enabled
if the Certificate Manager cannot connect to the PC-Duo Gateway running on the default
port via the TCP protocol.

To configure an SSL certificate, choose one of the following options under Choose a
Management Action:

€ 'Select a previously installed certificate”

€ "Create and install a self-signed server certificate"
"Create a certificate request for a certificate authority"
"Cancel pending request to a certificate authority"

"Install a certificate created by a certificate authority”

L R R 2R 2

"Remove selected certificate from the Gateway"
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¢ "View Certificate"

Select a previously installed certificate
To select a certificate previously installed in the local computer certificate store:

1 Choose the radio button Select a certificate previously installed in the local computer
certificate store and click Request. The Select Certificate window appears as shown
below:

Select Certificate |

Select the certificate you wank to use,

; Th A J20
gsuppnrt.... support procevnebw, ., Server Ak, Server 35L...  10/15/2
gsuppnrt. v Thawte Test CA Rook  Server Aok, Server 530 ... 65200

4] | B
(0] 4 I Cancel | Wiew Certificate |

2 Select the certificate you want to use, and then click OK.

Create and install a self-signed server certificate
To create and install a self-signed server certificate:

1 Choose the radio button Create and Install a self-signed server certificate and click
Create. The Create new Self-Signed Certificate window appears, as shown below:
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Enter Information for Certificate Request | x| |

Country Mame: I s

Skate Or Province Mame: I Massachusetts

Locality Mame: I Zambridge

Crganization Mame: I Procxy Metworks, Inc,

Comman Mame: | oo, proceynebworks, com

Erail &ddress: | Foo'@proeynetworks.com

(] 4 I Cancel

2 Enter the required information for the new certificate, and then click OK.

Create a certificate request for a certificate authority
To create a certificate request to be submitted to a certificate authority:

1 Choose the radio button Create a certificate request to be submitted to a certificate
authority (like VeriSign) and click Request. The Enter Information for Certificate Request
window appears.

2 Enter the required information for the new certificate and click OK.

3 Enter a certificate password in both the Password and Confirm Password fields and
click OK. The Browse for Folder window appears.

4 Select a directory to save the certificate request and click OK. The certificate request
is saved to a file in the selected directory.

5 While the request is pending, this radio button will be disabled.

Cancel pending request to a certificate authority

If a certificate request has been submitted to a certificate authority, the Cancel pending
request for a certificate submitted to a certificate authority will be enabled. To cancel a
pending certificate request that has been submitted to a certificate authority, choose this
radio button and click Cancel.

The Create a certificate request to be submitted to a certificate authority (like VeriSign) will
be enabled and the Cancel pending request for a certificate submitted to a certificate
authority will be disabled.

Install a certificate created by a certificate authority

If a certificate request has been submitted to a certificate authority, the Install a certificate
created by a certificate authority will be enabled. To install a certificate created by a
certificate authority from a previous request:
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1 Choose the radio button Install a certificate created by a certificate authority from a
previous request and click Request. The Find issued certificate file: window appears.

2 Locate the folder where the Certificate file is located, and then click Open.
3 Locate the folder where the Private Key file is located, and then click Open.

4 Locate the folder where the Configuration file is located, and then click Open. The
Enter private key password: dialog box appears.

5 Enter the password of the private key and press OK.

Remove selected certificate from Gateway

To remove a certificate, click Remove selected certificate from PC-Duo Gateway, and then
click Request.

View Certificate

At any time while connected, click View Certificate to view the currently selected Gateway
certificate.

scericte G

General | petails | Certification Path |

S

=1 Certificate Information

This certificate is intended for the following purpose(s):
*Ensures the identity of a remote computer

Issued to: support.proxynetworks, com

Issued by: Thawte Server CA

valid from 5/14/2005 to 5/15/2009

Issuer Stabement |

I |
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View the details of the certificate on the Details tab:

SSL Certificate K |

eneral  Details ICertiFicatin:nn Path I

Show:
Field | Walue -
E'u'ersiu:un W3
ESeriaI number 00 9b 25 83 7cOb b0 9d &7
ESignature algorithm shalR34 |
Elssuer serveradmin@proxynebworks, ...
E'u'alid Fram Maonday, September 24, 2007 ...
E'u'alid ko Tuesday, September 23, 2003, ..
ESuhject serveradmin@proxynetwaorks, .
[E]Public key RSA (1024 Bits) =l

Edit Properties. .. | Copy ko File, .. |

Select certain sets of detail by choosing one of the filters available under the Show:
dropdown box. The default is to show all the certificate details.

View the entities involved in certifying the certificate by selecting the Certification Path
tab.

Install Certificate

On the General tab of the SSL Certificate window, click on Install Certificate to install the
certificate in the certificate store or the PC-Duo Master user (Master-Gateway
relationship) or PC-Duo Host user (Host-Gateway relationship when Host is outside
domain of Gateway). If it goes into trusted roots, a valid certificate will allow that user to
trust the SSL connection without getting a prompt in the future.

Click on Install Certificate to bring up the Certificate Import Wizard and follow the step-by-
step directions to store the certificate.
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Certificate Import Wizard

]|

Welcome to the Certificate Import
Wizard

This wizard helps wou copy certificates, certificate krust
lisks, and certificate revocation lisks Fram yaur disk ko a
certificate store.

& certificate, which is issued by a cerkification authority, is
a confirmation of wour identity and contains information
used to protect daka ar to establish secure netwark:
connections. & certificate store is the system area where
certificates are kept,

To continue, click Mesxk,

Cancel |
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Licensing

If you downloaded this software from the Vector Networks web site on a 30-day trial basis
and want to continue using the product, you may purchase it by contacting a preferred
reseller, or by contacting Vector Networks directly. Your purchase provides an
appropriate license key to use with Gateway.

The software does not need to be re-installed after you purchase it. The product package
contains a license key that you can add to your existing installation. This key converts
your 30-day trial software directly to an unlimited version.

Gateway Administrator does not require a license. However, every PC-Duo Gateway you
install does require its own license. Use Gateway Administrator to manage your PC-Duo
Gateway licenses.

Gateway License Modes

The Gateway Server can be licensed for either Concurrent Users or Managed Hosts. A
Concurrent User is defined as the combination of a valid Windows account, local
computer name, web browser and web browser session (if using Web Console). The
Concurrent User license restricts the number of users for each of three account types
(Administrative, Master, Personal), which have different access rights. The Concurrent
User model is typically used with Gateway Edition. See the General Settings >
Licenses Tab for more information about Concurrent User account types.

A Managed Host is a Host reporting to the Gateway that is automatically or manually
switched from Unmanaged Hosts group to the All Hosts group on the Gateway. By
reporting to the All Hosts group, the Host will be visible and accessible through the
Gateway. The Managed Host license restricts the number of Hosts that can report to the
All Hosts group, and is typically used with the Gateway Edition. See the General
Settings > Licenses Tab for more information about Managed Host computer types.

Below is a summary of the two license modes:

License Modes Description
& License Key
Prefix

Concurrent . Gateway Edition key

Us.,ers . Gateway Server is enabled to find/manage Hosts in
(License Key or outside of network

Prefix: 514, 515) . Web Console is enabled for administration and
configuration of Gateway Server, Hosts, Groups, security, etc.

. Web Console is also enabled for Remote Desktop
(i.e. Connect/Connect As options available in Host context menu).

. The license model is Concurrent User Accounts, and
the total number of concurrent Remote Desktops enabled for
mouse/keyboard input (full remote control) is equal to the sum of
concurrent user accounts for all Concurrent User keys shown here.

. These keys do not require Managed Hosts keys to
be present. If one or more of these keys are present, they will be ignored.
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Managed Hosts . Gateway Edition key
(License Key . Gateway Server is enabled to find/manage Hosts in
Prefix: 512, 513) or outside of network
. Web Console is enabled for administration and
configuration of Gateway Server, Hosts, Groups, security, etc. only
. Remote Desktop is not enabled
. The license model is Managed Hosts, and the total

number of managed Hosts is equal to the sum of Hosts specified in all the
Managed Hosts keys shown here.

. If any Concurrent User keys are present, they take
precedence and the Gateway will operate in Concurrent Users mode, and
the Managed Hosts keys will be ignored.

o Must explicitly specify the number of installed Hosts,
TS Host sessions (concurrent) and/or VDI Hosts (concurrent) that Gateway
should be able to support

Add alicense key before your trial period expires

To add a license key for a selected PC-Duo Gateway in the Gateway Administrator
window, follow these steps:

1 Double-click the Gateway Server Settings folder.

2 Right-click the General Settings folder and choose Properties. The General Settings
Properties window opens.

3 Select the Licenses tab.
4 Enter the license key, click Add License, and then click OK.
Your license is activated immediately. You do not need to restart the Gateway server.

NOTE: If you are upgrading, then the original base license key for the Gateway must be
present in order for the upgrade key to be activated.

Add alicense key after your trial period expires

When the trial period expires, the PC-Duo Gateway continues to run, but refuses to make
any connections except Gateway Administration connections. You can add a license key
after the trial expires by connecting the Gateway Administrator to the PC-Duo Gateway
and following the instructions above.

Upgrade a license key

If you are upgrading your license, you will receive an upgrade license key, which you
should add using the instructions above. Both the original product license and the
upgrade license will be listed on the About tab.
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Once PC-Duo Gateway, PC-Duo Host, and PC-Duo Master are properly configured, a
PC-Duo Master user can follow these steps to connect to a Host computer through a PC-
Duo Gateway:

1 Select Start > All Programs > Vector Networks > PC-Duo Master.

2 Select the Managed Hosts tab in the PC-Duo Master window.

3 Connect to a PC-Duo Gateway.

4 Select a group to narrow the number of Managed Hosts listed (optional).
5 Connect to one of the managed Hosts.

With a properly configured access control policy on the PC-Duo Gateway, the Managed
Hosts tab of the PC-Duo Master window lists only those managed Hosts to which the PC-
Duo Master user has the right to connect.

The default settings for the Gateway provide full administrative access to any member of
the standard Windows Administrators group. With these default settings, a user of PC-
Duo Master who is a member of the Administrators group can connect to and control any
Host computer under management of the PC-Duo Gateway.

& "Start the Gateway"

"Run the Gateway Administrator"”
"Configure security through the Gateway"
"Configure the Gateway"

"Send Wake-on-LAN Signal"

* & O o

See "Menu options" for description of commands available from menu bar or context
menu.
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Start the Gateway

Gateway has two main components:

¢ PC-Duo Gateway runs as a service with no user interface. You can have multiple PC-
Duo Gateways on your network, each on their own computer. You cannot use a PC-Duo
Gateway unless this service is running.

€ PC-Duo Gateway Administrator window lets you configure one or more PC-Duo
Gateways.

To start PC-Duo Gateway Administrator window, select the Start > All Programs > Vector
Networks > PC-Duo Gateway Administrator command. The PC-Duo Gateway
Administrator window appears:

+3 PROXY Pro Gateway Administrator ..__ E|[g|
@ Fil=  Action  Wiew wWindow  Help ;@J
€ - @ B £
@ Remote Conbrol Gateway Servers Display Mame Protocol
= G Local Gateway (@) Local Gateway TCPIIP
I:l Gateway Server Settings |gh-:u:w'er UDP{IP

[L7] Managed Hosts
[23] urmanaged Hosts
[ Active Status
g hioover

PC-Duo Gateway Administrator window runs as a snap-in to the Microsoft Management
Console (MMC). To learn more about the operation of MMC, select Help > Help Topics
from the menu bar.
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Run the Gateway Administrator
PC-Duo Gateway Administrator window runs as a portion of an MMC console tree.

PC-Duo Gateway console tree appears when you open the PC-Duo Gateway
Administrator window. Remote Control Gateway Servers is listed as the top item in the
console tree on the left, with a number of folders below it.

Each of these folders represents settings or collections of settings that you can configure
and view:

€ To access the commands associated with a specific node in the tree, use one of
following methods:

+ Select a node whose items you want to configure or view, then select a
command from the Action menu.

+ Right-click a selected node in the tree.

€ When you select one of the nodes in the console tree, all of the items contained in or
associated with that node appear in the details pane at the right.

@ Display and/or edit settings for most items in the details pane (on the right) by double-
clicking the item.

€ Most configuration changes you make occur immediately when you click OK. Except
for changes to the following three features, you never have to restart the Gateway to
effect a configuration change:

+ UDP port (see “Gateway properties”)

+ Directory for audit logs (see “Auditing”)
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Configure security through the Gateway

PC-Duo Gateway has six different areas of security.

& Use “Gateway Security” to configure user credentials-based rights to access and/or
control this PC-Duo Gateway.

& Use “Group security” to configure user credentials-based rights to access or modify
the name or description of a managed Host Group.

€ Use “Host security for a group” to configure user credentials-based rights to access
and/or control the Hosts in a managed Host Group.

€ Use “Host security” to configure user credentials-based rights to access and/or control
just that Host.

€ Use “Session security for a group” to configure user credentials-based rights to
access the recorded sessions for the Hosts in a managed Host Group.

€ Use “Session security” to configure user credentials-based rights to access the
recorded sessions just for that Host.

To determine the resulting effective security for a given managed Host, double-click the
managed Host and then select the Effective Security tab of its properties.

See “Gateway Security” for more information.
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Configure the Gateway

Follow this procedure to set up and configure PC-Duo Gateway in your network. Each
step provides directions to use the default settings for PC-Duo Gateway. Information
about customizing the PC-Duo Gateway configuration is also provided where
appropriate.

1 Create a domain user account for your PC-Duo Gateway. If you choose the default
account user name (RemoteControlGateway), the steps for Host computer
configuration will be simpler.

2 Install PC-Duo Gateway and PC-Duo Gateway Administrator window on the same
computer, and assign the PC-Duo Gateway domain user account from Step 1 when
prompted. Unless you are using a 30-day trial version of the product, a valid PC-Duo
Gateway license must be provided.

3 By default, PC-Duo Gateway is set to automatically maintain connections with Hosts
outside its domain that have successfully reported to it across firewalls or NAT-devices
(using reverse control connections). Generally, these Hosts have public IP addresses.
However, it is also possible that a Host inside the domain is using a public IP address. In
this case, the Gateway needs to be configured not to maintain reverse control connection
to this Host, in order to avoid unnecessary network traffic. See “Network” for more
information.

4 Install the current version of PC-Duo Host on all Host computers in your network to
which you require remote access. Configure the following PC-Duo Host tasks as
necessary:

@ For each Host computer that you want to manage with the PC-Duo Gateway must be
configured to report to the Gateway. A Host computer can be configured to report to the
Gateway by using the Gateway tab of the PC-Duo Host Control Panel window.

& Alternatively, PC-Duo Host configuration and installation options can be set using the
PC-Duo Deployment Tool. Use the Deployment Tool when you want to propagate
particular Host configuration options to a large number of Host computers in your
network. See PC-Duo Deployment Tool Guide for more information.

5 Start PC-Duo Gateway Administrator window. If you are not immediately connected to
the PC-Duo Gateway, you may need to right-click the server, and select Connect.

By default, any Host computers that are currently reporting to this PC-Duo Gateway are
listed under Unmanaged Hosts. If there are any Host computers not listed there, you can
search for them on your network according to the instructions in “Create a new polling
schedule” and “Run a polling schedule manually”.

6 Select and right-click all Host computers for which you expect to manage access, and
select Move to All Hosts. These Host computers are now listed under All Hosts in
Managed Hosts. The default access and control policy settings for Gateway assign full
access and control rights only to the Administrators group. You can modify the access
and control policy for your network as needed:

@ If you do not use the default settings, customize the access control policy for all Host
computers in your network. See “Configuring security through PC-Duo Gateway” for
descriptions of the different types of access and control rights you can assign.

& Configure the same policy for all Host computers, or you can configure different
policies for different (groups of) Host computers. See “Host security for a group” and
“Host security”. See also “Add a group” for information on creating groups of Host
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computers to which you assign the same access and control policy for one or more
users.

€ Assign the access and control rights to individual users, or to (domain) groups of
users. In particular, if users who connect to the PC-Duo Gateway via PC-Duo Master are
not in the Administrators group, you must, at minimum, assign access rights to the PC-
Duo Gateway according to “Gateway Security”. These access and Host computer view
rights must be assigned to all users who expect to connect to remote Host computers
through the PC-Duo Gateway.

€ Check the results of any policies you assign for a selected Host computer listed under
any group under Managed Hosts by double-clicking the Host computer and selecting the
Effective Security tab.

7 Install PC-Duo Master on any computer from which you require remote access or
control. Configure Gateway-managed access from the Managed Hosts tab of the PC-Duo
Master window. Any user of PC-Duo Master expecting to connect to the PC-Duo
Gateway must have access rights to connect to the PC-Duo Gateway, and viewing rights
for any Host computers to which they are expected to connect. With the default settings,
such rights are automatically granted to any users in the PC-Duo Gateway administrators
group. The Managed Hosts tab lists the Host computers to which the user can connect
(through the selected PC-Duo Gateway). See the PC-Duo Master documentation for
information on connecting to a PC-Duo Gateway from PC-Duo Master, and for listing the
relevant Host computers.

8 Any remote users with the proper access and control rights can now connect to a Host
computer through the PC-Duo Gateway from the Managed Hosts tab of the PC-Duo
Master window.

NOTE: This is the general procedure for configuring Gateway-managed access control.
Your procedure may be different, depending on your network and access requirements.
For example, you can configure a management approach that sends newly discovered
Host computers directly to Managed Hosts. See “General Settings” for configuration
information.
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This section explains each of the components of PC-Duo Gateway that can be configured
using the PC-Duo Gateway Administrator.

+2 PROXY Pro Gateway Administrator, |Z||E|[Z|
@ File  Action  Wiew  window  Help ;@J
- m B @
@ Remote Conkrol Gateway Servers Display Mame Protocol
= Gf) Local Gateway (@) Local Gateway TCRIIP
I:l Gakeway Server Settings gh-:u:w'er UDR/IP

[23 Managed Hosts
(L7 Unmanaged Hosts
(L Active Status
g hoover

€ “Remote Control Gateway servers’ to add or delete PC-Duo Gateways in the PC-
Duo Gateway Administrator.

& “Gateway Server Settings” to view and/or edit configuration settings for the Gateway,
including security settings

€ “Managed Hosts” to create groups of Hosts under PC-Duo Gateway management and
to set security for groups and Hosts.

¢ “Unmanaged Hosts” to list computers in your network running PC-Duo Host that are
not under PC-Duo Gateway management. From here, you can move these computers to
Managed Hosts.

€ “Active Status” to view incoming and outgoing connection activity within this PC-Duo
Gateway.

¢ “Help" to find help on any topics related to PC-Duo Gateway.
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Remote Control Gateway servers

When you start PC-Duo Gateway Administrator, the list of currently configured PC-Duo
Gateways is listed under Remote Control Gateway Servers. If you install PC-Duo Gateway
Administrator on the same computer on which you install the PC-Duo Gateway, your PC-
Duo Gateway Administrator is automatically set to connect to and configure your PC-Duo
Gateway.

The following topics describe how to configure your PC-Duo Gateway once you are
connected:

"Add a Gateway"
"Connect/Disconnect"
"About the product"
"Web menu"

"View"

"Export List"

®* 6 6 6 O o o

"Gateway connection properties"

Add a Gateway

To add a PC-Duo Gateway to the list, right-click Remote Control Gateway Servers and
select Add Gateway. The Find Gateway Wizard appears.

Find Gateway Wizard

YWelcome to the Find Gateway Wizard

Thiz wizard iz uzed to find a gateway server on the network.

v | already know the station name or address of the
Gateway Server bo which | want to connect;

To contirnue, click Mesxt,

| Mext > | Cancel
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Using the Find Gateway Wizard, you can locate a PC-Duo Gateway on your network and
optionally configure the credentials to connect to it.

When adding a PC-Duo Gateway, you can perform one of the following:
& Specify a PC-Duo Gateway network address and protocol directly.

4 Poll to discover PC-Duo Gateway on your network with a specified protocol, and
select a PC-Duo Gateway from the resulting list.

Connect/Disconnect

Toggle the PC-Duo Gateway Administrator connection to select a Gateway server that
you have configured. To toggle the connection, right-click the PC-Duo Gateway name
and select Connect or Disconnect. To make a connection, the Gateway service for the
selected server must already be started on that computer.

To start or stop the Gateway service, select it from Control Panel > Administrative Tools >
Services.

About the product

To view version information, right-click Remote Control Gateway Servers and select About
PC-Duo Gateway Administrator.

Web menu

To access several product-related web pages, right-click Remote Control Gateway Servers
and select Web:

€ Vector Networks Home Page opens the Vector Networks home page.

€ Check for Updates and Maintenance Releases opens the web page for all users of the
PC-Duo family of products.

€ Purchase Additional Licenses opens the Vector Networks store web page from which
you can purchase the products.

€ Order Technical Support Contract opens the Vector Networks support web page,
where you can enter a request for a support contract.

View

Gateway information can be managed in the right window pane. Right-click Remote
Control Gateway Servers, select View, and then select Add/Remove Columns... Select the
data elements you want to see and Add them to the display list. Select data elements you
want to remove and Remove them from the display list. Manage the order in which the
data elements are displayed from left to right by highlighting the element in the display list
and clicking Move Up or Move Down.

Export List

Gateway information that appears in the right window pane can be exported to a text file.
Right-click Remote Control Gateway Servers, select Export List. When the file system
window appears, type in a file name and click Save.

Gateway connection properties
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When the PC-Duo Gateway Administrator connects to a PC-Duo Gateway, it establishes
a connection to it. To view and/or edit the configuration settings of any PC-Duo Gateway,
double-click any server listed under Remote Control Gateway Servers.

When the PC-Duo Gateway Administrator is connected, a green icon will appear next to
the Gateway; some connection properties and basic Gateway information will be
presented.

+3 PROXY Pro Gateway Administrator

@ File  Action  Yew ‘Window  Help ;IQIJ
& & m @
@ Remote Control Gateway Servers -
g tz:' Gatenay Connection Information
[ Gateway Server Settings Gateway Server VERO
g E"anaged Hdﬂztst Network Address 192.168.1.105
Ea A:E?vaen;tg:tus = Protocol P : :
Encrypted? ith SHAT g 1Y)
User Category Administrator
Gateway Information
Version 8.0.2.19%90
Your trial period will expire on
License Information Sunday, September 30, 2012
62 day(s) remaining.
License Mode Concurrent Users
ssL Certificate \l\ssegnK 7/20/2013, Certificate

Dane

If the PC-Duo Gateway Administrator is not connected, a red icon will appear next to the
Gateway.

Connection tab

To view and/or edit connection configuration settings, right click on any PC-Duo Gateway
listed under Remote Control Gateway Servers and scroll down to Properties.

Note: The PC-Duo Gateway Administrator must be disconnected from the target PC-Duo
Gateway before you can edit and of the connection configuration settings.
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Gateway Connection Properties

Connection | Cannect as

Gateway

Display Mame: |

Protocal; Port:

Gateway Specifier: |

Skation Marne: m

Metwark Address: | 192,168.1.1

v

Ik ] [ Cancel

The Connection tab lets you view and/or edit the following parameters of the connection
configuration settings:

€ The user-editable Display Name used to describe this connection.

@ Protocol and Port, the protocol and port used by PC-Duo Gateway Administrator in
connecting to the PC-Duo Gateway.

+ Choose protocols from UDP/IP, TCP/IP, SSL
+ Select the standard port, or specify the port in the text area next to Port.

€ The Gateway Specifier, the network address or station name used to connect to the
server.

€ The view-only Station Name, and Network Address for the PC-Duo Gateway.

€ Check Use encryption to encrypt data exchanges between PC-Duo Gateway
Administrator and the PC-Duo Gateway. If the Administrator or the PC-Duo Gateway
requests encryption, the connection will be encrypted.

Connect As tab

The Connect As tab lets you view and/or edit the credentials used by PC-Duo Gateway
Administrator to connect to the target PC-Duo Gateway:

@ Select Use logged-in username and password to use the current logged-in user
credentials.
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€ Select Use the following username and password to change the credentials used to
connect. With this option, you can check Save this username and password for later to use
it for all future connections to the PC-Duo Gateway.

NOTE: You must also configure access rights on the PC-Duo Gateway for the credentials
used.

Gateway Connection Properties

Conneckion | Connect A5 |

User name: |

Password: |

Mote: You will still be prompted if the selected security
mode is nok accepted by the Gateway Server or if
some af the login parameters are missing.

Ok l [ Cancel
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Gateway Server Settings

From Gateway Server Settings, the following setting can be viewed and/or edited:

€ "General Settings" - to set preferences for management, auditing, protocols, and
encryption, and add licenses.

@ "Poll for Hosts" - to search your network for computers running PC-Duo Host (either
manually or on a schedule) and to list these under a selected PC-Duo Gateway in the
PC-Duo Gateway Administrator window.

& "Gateway Security” - to set security policies to access and modify settings for a
selected PC-Duo Gateway in the PC-Duo Gateway Administrator window.

+3 PROXY Pro Gateway Administrator [Z”E|E|
@ File  Action  Yiew Window  Help ;@J
& ol

@ Remote Control Gakeway Servers Mame Description

=) @ Local Gateway [ deneral Settings  tseneral settings For this Gateway

a Gakeway Server Setkings
[23 Managed Hosts
(23 unmanaged Hosts
(L3 Active Skatus
g hiooever

|:|F'|:|Ilin|;| for Hosks Host palling schedules faor this Gateway
CIGatewa';.f Security  Security For the current Gakeway

General Settings

From Gateway Server Settings, when you right-click General Settings and select
Properties, the General Settings Properties window appears. You can view and edit the
following settings options:

€ “General” - to set management options.
“Auditing” - to set logging options.
“Protocols” - to set the protocols used by the PC-Duo Gateway.

“Encryption” - to enable encryption for one or more remote control services.

* & o o

“Schedule” - to schedule maintenance tasks, such as deleting old recordings and
compacting the PC-Duo Gateway database.

€ “Recording” - to specify directory, checkpoint, and limit parameters for recordings.
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# “Licenses” - to view and add licenses for Gateway.
# “Network” - to view and edit network polling ranges.

€ “Grouping” - to view and edit custom rules for automatically assigning Hosts to
Gateway Groups.

General tab
PC-Duo Gateway provides options for the following managed Host management styles:

€ Workstation-based managed Host management (default), where managed Hosts are
displayed as workstations in the PC-Duo Gateway Administrator and PC-Duo Master.
With this approach, you can specify remote control access policies for individual Host
computers, groups of Host computers, or all Host computers.

€ Logged-in user-based managed Host management, where managed Hosts may be
displayed both as workstations and as logged-in users in the PC-Duo Gateway
Administrator and PC-Duo Master. With this approach, you can specify remote control
access policies for managed Host computers based on which user is logged in to them.

With each of these approaches, the following management options are available:

4 Send all newly discovered workstations (and/or logged-in users) reporting for the first
time to the PC-Duo Gateway to the Unmanaged Hosts folder. This is the default. This
option works best if you are managing relatively few Host computers or logged-in users.
With this option, you must move all managed Hosts that you want to manage from
Unmanaged Hosts into the All Hosts folder.

4 Send all newly discovered workstations (and/or logged-in users) reporting for the first
time to the PC-Duo Gateway to the All Hosts folder. This option works best if you are
managing most of your Host computers (and/or logged-in users). With this option, you
must move all managed Hosts that you do not want to manage from All Hosts into the
Unmanaged Hosts folder.

Set these options from the General tab of the General Settings Properties window.
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General Settings Properties E g|
Schedule Recarding Licenses Metwork, Grouping
General Auditing Praotocols Encryption

Gateway station name:

W' orkstation-based Hoskt management

r Aukomatically move newly discovered workstations From
"Unmanaged Hosts" to the "All Hosts" group

I=er-based Host management

[ Enable management of Hosts by logged-in usernames

Iv Show logged-in users by username only (wikhout dormain names)

-

Status updates for managed Hosts

v IUpdate Host status ewvery 30 minutes

Automatic Host Cleanup

| Delete Hosts with last connect time alder than | 120 days

Concurrent User License Mode Inackivity Timeouks

Warn users after | 15 minukes

Log users out after an additional |5 minutes
Bukamatically release input conkral after | 10 rinutes

O ] [ Cancel

The following options can be set in the General tab:

Setting Description
Gateway station View/edit the name of the Gateway Server
name

Workstation-based Choose this option to have all Hosts that report to the Gateway to be

Host management automatically moved from “Unmanaged Hosts” to “All Hosts” group (i.e.
managed). By doing so, the Hosts will be accessible through the Gateway, and if
the Gateway is in Managed Hosts license mode, will count against the license
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User-based Host

management

Choose this option to select hosts for management according to logged-in user

Enable management of Hosts by
logged-in user names

Choose this option to have Hosts into
which certain users log in
automatically moved from
“Unmanaged Hosts” to “All Hosts”

Show logged-in users by username
only (without domain names)

Simplify the appearance of logged-in
users by showing username only

Automatically move newly discovered

Enabled by choosing the first option

usernames from “Unmanaged Hosts” above
to the “All Hosts” group

Status updates for
managed Hosts

Choose this option to specify a time interval, in minutes, to configure how often
Hosts should report in to the Gateway (Default = 30 minutes). Set this figure to a
higher number if you have a large number of Hosts to manage.

Automatic Host

Cleanup

Choose this option to specify a time interval, in days, before stale (non-
responsive) Host entries are cleaned up. The Gateway periodically checks the
status of connections to managed Hosts (see above). The Gateway records
time of each successful status report. Hosts that don't have successful status
reports within the time period specified here (default = 120 days) will
automatically be deleted from the Gateway database. This includes Hosts with
stale status time stamps in both the All Hosts and Unmanaged Host lists.
Deleting stale Host entries from the All Hosts group will also free up license
count, if the Gateway Server license model is Managed Hosts.

Concurrent User

License Mode

Inactivity Timeouts

If the Gateway Server is in Concurrent User license mode, user licenses are
initially consumed based on successful login using one of the PC-Duo
applications; in order to utilize licenses efficiently, the following parameters allow
administrators to automatically release licenses after period of inactivity &

warning

The first two parameters apply to Web Console, Master (Gateway Hosts tab
only), and Gateway Administrator only.

The last parameter applies to Remote Desktop (through Web Console) and
Connection Window (through Master) only.

Warn users
after <#>
minutes

Specify a time interval, in minutes, before a warning message
appears on user screen because of inactivity (Default = 15
minutes; range = 1 minute to 1,440 minutes, or 24 hours)

Logout users
after an
additional
<#> minutes

Specify a time interval, in minutes, before user is
automatically logged out of a PC-Duo application is message
because of inactivity following warning message (Default =5
minutes; range = 1 minute to 1,440 minutes, or 24 hours)

Automatically
release input
control after
<#> minutes

Specify a time interval, in minutes, before input control is
release from a remote desktop window session because of
inactivity (Default = 10 minutes; range = 1 minute to 1,440
minutes, or 24 hours). Inactivity is defined as no input (from
keyboard or mouse) during interval.
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Auditing tab

The PC-Duo Gateway auditing feature creates log entries for the following events:
& PC-Duo Gateway startup and shutdown

@ Polling and discovery of new Host computers

€ Attempts to update Host computer status (either from the PC-Duo Gateway to the
Host computer or from the Host computer to the PC-Duo Gateway)

¢ Connections and disconnections

& Attempts to access Hosts managed by the PC-Duo Gateway, including which
services, such as remote control or file transfer, were requested

Events can be logged to the System Event Viewer and/or to a .CSV file. If you log events
to the System Event Viewer, the event information contains only the event number and
summary information. If you log events to a .CcsV file, the .csv file provides much more
detailed information for each event. The .CsV file is named using the following format:
MACHINE-Gateway-YYYY-MM-DD-HH.CSV, where MACHINE is the machine name of
the computer on which the PC-Duo Gateway is running, and YYYY-MM-DD-HH is the date
and time of the last log file rollover period. You can use Microsoft Excel to view and print
the audit log file.

For each logged event, the audit log file contains the following information:

Audit Log Column Descriptions

Column -

Column Header Description
Date and time of the event recorded

1 Date using the format: YYYY/MM/DD
HH:MM: SS.

2 ms Milliseconds part of date/time.
Number representing the type or
cause of the event:

* 0 = Success
e 1 =Error
3 Type » 2 =Warning

* 4 = Information
» 8 = Audit (Security Check) Success
* 16 = Audit (Security Check) Failure

Number representing the specific
cause of the event:

* 1= General
» 2 = Host Access Check
4 Category * 3 = Gateway Access Check
» 4 = Settings Access Check
» 5= Group Access Check
* 6 = Session Access Check
» 7 = Operation Access Check
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5 Severity

Number indicating the severity of the
event:

» 0 = Event Log Success

* 1 = Event Log Information
* 2 = Event Log Warning

» 3 =Event Log Error

6 Event

Message ID number, for example,
‘100, which corresponds to the
message: ‘Gateway service started
successfully.” For a thorough listing of
the Message IDs and their messages,
see “Gateway Messages.”

7 ClientAppID

Internal network connection identifier,
for example, 1C637D8E9B434DC.

8 ClientAddress

Client network address, for example,
123.123.1.2

9 ClientUser

Client authenticated user name, for
example, AMERICAS\jones

10 Result

32-bit error or result code generated
by the program or by a system
function employed by the program, for
example, C004C005.

11 Access

Access bits that are required if an
access check failed, for example, 40.

12 TargetType

Indicates type of target:
* host

» workstation

* session

* activerecording
activemaster
activeclient

* licenses
pollschedules

* user

* group

activehost
application

protocols
activeplayback

* settings
memberships

* unmanagedhost

* unmanagedworkstation
* unmanageduser
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Targetinfol -
Targetinfo5
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Five columns that contain Target
specific information, usually a 64 or
128-bit key, for example.

NOTE: For TargetType = host,
user, or workstation, the
Targetinfo(1-5) columns will
contain the following information:
machine, workstationid, station,
protocol, and address.

NOTE: For TargetType = session,
the Targetinfo(1-5) columns will
contain the following information:
sessionid, workstationid, user,
time-local, and elapsed.

18

Miscinfo

Contains miscellaneous information,
for example, program location.

19

Message

Contains a copy of the text logged to
the system Event Log, for example,
‘Gateway noted network address list
change.’
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General Settings Properties | E E|
Schedule Recording Licenses Mebwork, Grouping
izeneral Auditing Protocols Encryption

Audit Logging Location

[ Create entries in Event Yiewer Application log

[v Create entries in text file in the directory:

| C:AProgram Files (x86)Proxy MetworksiPROXY Pro Gakeway

Automatically start a new log File ||:|n|:e vieekly j

Aukomatically delete log files older than {days) | 40

Audit Logging Conditions
" Failed operations only

{+ Al operations, successful or Failed

Audit Database Conneckion

Provider: SOLOLEDE

Data Source; (localh3OLEXPRESS
Database: ProxywDb
Connection: Open

Ok l [ Cancel

Logging options can be configured from the Auditing tab of the General Settings
Properties window:

4 If you do not want to log Gateway-managed remote connection activity, do not check
either Audit Logging Location box.

€ To send log events to the system Event viewer, check Create entries in Event Viewer
Application Log.

€ To send log events to a text (. csv) file, check Create entries in text file in the directory,
and type the directory path in the box provided.

Specify the following parameters for the audit log file:

+ Automatically start a new log file - Use this field to specify the log file rollover
period. Enter the number of hours after which to start a new log file: once every 6
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hours, once daily, or once weekly (default value). If you set this parameter to once
weekly, the rollover will occur at midnight on a Saturday night.

+ Automatically delete log files older than (days) - Use this field to specify how
many days you want to save the log files. Enter the number of days. 40 days is
the default value. This ensures that all activity, for at least over the past 30 days,
has been logged for accounting purposes. Old log files are deleted when the start
date is greater than the number of days specified in the audit log file name,
MACHINE-Gateway-YYYY-MM-DD-HH.CSV, where the date and time
represents the initial time period the event was logged.

For example, if you set the Automatically start a new log file field to once every 6 hours,

the log files are named as follows:

Audit Log File - Once Every 6 Hours

Time .

Period Log File Name

12:00:00

am to MACHINE-Gateway-YYYY-
5:59:59 MM-DD-00.CSV

am

6:00:00

am to MACHINE-Gateway-YYYY-
11:59:59 MM-DD-06.CSV

am

12:00:00

pm to MACHINE-Gateway-YYYY-
5:59:59 MM-DD-12.CSV

pm

6:00:00

pm to MACHINE-Gateway-YYYY-
11:59:59 MM-DD-18.CSV

pm

If you set the Automatically start a new log file field to once daily, the log files are named

as follows:

Audit Log File - Daily

Time .

Period Log File Name

February MACHINE-Gateway-2006-
26, 2006 02-26-00.CSV

February MACHINE-Gateway-2006-
27, 2006 02-27-00.CSV

February MACHINE-Gateway-2006-
28, 2006 02-28-00.CSV
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If you set the Automatically start a new log file field to once weekly, the log files are named
as follows:

Audit Log File - Weekly

Time .

Period Log File Name

March 4, MACHINE-Gateway-2006-
2006 03-04-00.CSV

March 11, MACHINE-Gateway-2006-
2006 03-11-00.CSV

March 18, MACHINE-Gateway-2006-
2006 03-18-00.CSV

NOTE: When planning scheduled downtime for PC-Duo Gateway maintenance and backups, be
aware that if a periodic task, such as deleting old log files, was scheduled to run during that
particular downtime period, it will not run until the next regularly scheduled period. If you have
stopped the PC-Duo Gateway during a scheduled audit log rollover, the rollover will occur when
you next restart the PC-Duo Gateway, and the newly generated events will be added to the
correct log file.

There are two types of operations to log:
@ Select Failed operations only to log only operation failures.

@ Select All operations, successful or failed to log all operations.

The Audit Database Connection fields provide real-time status on the underlying SQL
database containing the audit information.

Protocols tab

Enable protocols and configure UDP/IP, TCP/IP and SSL policies under the Protocols tab
of the General Settings Properties window.
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General Settings Properties E| E|

feg;edcf icbf0:3c1bib846%: 15, 3

33L Prokocol
v Enabled

Port: | 2443 -

Schedule Recording Licenses Metwork Grouping
izeneral Auditing Protocols Encryption
IIDP)IP Prokocol

v Enabled Port: | 2303 -

Port 2303 on address{es) s

fed0:edcficbf0:Gc1bibE46%:15, 3

TCP/IP Protocol

W Enabled Port: | 2303 - Bindings... |
Address

Port 2303 on address{es) L Restrictions

Cther Clients. ., |

Host... |

View Cert, .. |

Port 5443 on addressies) e
fed0:edcficbf0:Gc1bibE46%:15,

53L Certificate:

Bindings. .. |

hoover, 7120/2013, Certificate is OF

Ik, l [ Cancel

Address
Restrictions

Other Clients. ., |

Host. .. |

From the Port drop-down list box, type the port or select the standard port (default), and
then check the Enabled checkbox to enable any of the following protocols:

& UDP/IP
& TCP/IP
& SSL

Address Bindings

For the TCP/IP or SSL protocol, click Bindings to select addresses to which the selected
protocol should bind. By default, all possible addresses are selected but the user can use
this option to restrict binding to selected addresses or to no addresses. This option allows
the Gateway administrator to configure specific ports on a multi-homed machine.
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TCP/IP Listener Address Bindings

TCRJIP Listerner Address Bindings

address

il
127.0.0.1
[¥l 122.168.1.1 Select Al
Fed0: edcf:chfi3clb: 469615

Select None

i

(4 | Cancel Help |

Address Restrictions

For the TCP/IP or SSL protocol, click Host to configure address restrictions on
connections to Host computers. Click Other Clients to configure address restrictions on
connections to client computers running PC-Duo Master or PC-Duo Gateway
Administrator. The windows that appear after clicking Host and Other Clients are similar
to the one shown below for TCP Host Address Restrictions.

TECP Client Address Restrictions

TCP Client Address Access Restrickions
By defaulk, all computers will be; {* Grankted Access

Except those listed below: ¢ Denied Access

Arress TCP Client Address[Mask]
Denied 192,168.1.100{100)

(0] 4 Cancel Help |

Select one of the following default policies for TCP/IP or SSL protocols for the Address
Restrictions window:

€ Granted access to grant access to all addresses except those addresses listed in the
text box.

€ Denied access to deny access to all addresses except those addresses listed in the
text box.
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If you are using SSL, you can also click the View Cert button to see the currently installed
certificate; see the Gateway Certificate Manager section in the Installation chapter to
manage the SSL certificate the server uses.

Click Add to add an address to your TCP/IP or SSL policy exception list. Depending on
your policy, either the Grant Access On window or the Deny Access On window appears.

Deny Access On §|

Tvpe:
{* Single Computer {at one IPv4 address)
" Group of computers (by IPv4 subnet mask)
" Group of computers (by IPv4 start address & count)
" Single Computer (at one IPvE address)
" Group of computers by IPvE subnet mask)

Address;

K | Cancel Help

Specify one of the following address exception options:
€ Select Single computer (at one IP address) to specify one exception to your TCP/IP or
SSL policy.

€ Select Group of computers (by subnet mask) to specify an exception to your TCP/IP or
SSL policy for a group of addresses. You can specify the group of addresses via a single
address and a subnet mask.

& Select Group of computers (by start address and count) to specify the exception rule for
a group of computers by counting addresses from one starting address.

@ Select Single computer (at one IPV6 address) to specify one exception to your TCP/IP
or SSL policy.

@ Select Group of computers (by IPV6 subnet mask) to specify an exception to your
TCP/IP or SSL policy for a group of addresses. You can specify the group of addresses
via a single address and a subnet mask.

SSL Certificate

For the SSL protocol, the real-time status of any SSL certificates is shown in the SSL
Certificate box. Click View Cert to view the currently installed security certificate.
Certificates are selected and managed using the PC-Duo Gateway Certificate Manager.
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Encryption tab

Encryption options can be enabled under the Encryption tab of the General Settings
Properties window.

General Settings Properties @E]

Schedule Recarding Licenses Metwork, (arauping
General Auditing Pratocols Encrypion

IUse Encryption

v imakteway Data Services! Select Ciphers. .. |

[v Master Connection Services Select Ciphers. .. |

[v Hosk Skakus and Administration

[v Host Connection Services

Mote:

Data Services refers to reading or writing Gakeway setkings,
enumerating Hosts and groups of Hosts, and other Features of the
Master main contral panel and Gateway Administraktor

Connection services refers ko Feakures of the Conneckion Windaw,
fFor example Remote Control, File Transfer, Remoke Printing, and
Clipboard Transfer

Ackive Direckary
PRO®Y Pro accesses Active Directory implicitly (through operating
syskem APIs like authentication) and explicitly to look up certain
information.

IF wour infrastructure is configured to support secure LDAP
(LDAPS) on port 636, vou can check this checkbox ko hawe the
Gateway and YWeb Console use LDAPS instead of LDAP.

Jse secure LDAP (LDAPS: 1) For explicit queries against Ackive
Directory

Ik ] [ Cancel

Select the following encryption options if you want to enable encryption.

& Check Gateway Data Services to encrypt all connections to the PC-Duo Gateway for
data services, such as those used to present lists of Hosts or configuration information, in
the PC-Duo Master or the PC-Duo Gateway Administrator. Such services include
settings, listing of managed Hosts, and listing of groups of Gateway Hosts.

+ Click on Select Ciphers to view and edit a list of encryption options. Each
option is a combination of an encryption algorithm (AES, Triple-DES or RC4),
encryption key length (256-, 192- or 128-bit), and hashing algorithm (SHA1). Use
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the Up and Down keys to change the order of preference (used when negotiating
encryption options with another PC-Duo application), or to enable/disable
encryption options.

Select Ciphers f@

Enabled ciphers are lisked in decreasing order of preference. Disabled
ciphers will not be used.

------------------- EMABLED ---------==mmmmmmmm

AES encryption (256-bit kew) with SHAL hash

BES encrypkion [192-hbit key) with SHAL hash

BES encryphion {125-bit key) with SHAL hash

Triple-DES (3DES) encryption [192-bit key) with SHAL hash
------------------- BT 1 — -
RC4 encryption (128-bit key) with SHA1 hash

Davn

K Cancel Help

@ Check Master Connection Services to encrypt the connections between PC-Duo
Master and the PC-Duo Gateway which are used to transmit remote control, remote
clipboard, file transfer, chat and remote printing data.

+ Click on Select Ciphers to view and edit a list of encryption options. See
above for more details.

@ Check Host status and administration to encrypt connections from the PC-Duo
Gateway to Host computers for status reporting and remote administration.

@ Check Host Connection Services to encrypt connections between the PC-Duo
Gateway and Host computers which are used to transmit remote control, remote
clipboard, file transfer, chat and remote printing data.

@ Check Use secure LDAP (LDAPS://) for explicit queries against Active Directory to
encrypt connections between the PC-Duo Gateway and the domain controller(s) when
doing Active Directory lookups. When checked, the Gateway and Web Console will
make LDAP-over-SSL requests on port 636, instead of LDAP-over-TCP requests on port
389. This setting applies to all Active Directory lookups, so all domains and domain
controllers must be SSL-enabled in a multi-domain environment.

Schedule tab

Use the Schedule tab of the General Settings Properties window to schedule the
following maintenance tasks:

& Delete old recordings
& Delete old log files
€ Compact the PC-Duo Gateway database
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While the database is being compacted, the PC-Duo Gateway will hold operations that
require the use of the database until it finishes compacting. This includes creating new
connections to Host computers. Connections that are already active at the time of
compaction are not affected or interrupted. Periodic tasks should be scheduled to occur
when you expect the PC-Duo Gateway to be used minimally, such as overnight. Any
attempt to access a Host or play a recording on it is delayed until the server finishes
compacting.

To set the Periodic Tasks Schedule, choose one of the following options:

€ Once aday, on selected days of the week - Specify the Starting at time by selecting the
Hour and Minute from the drop-down lists. Check one or more day checkboxes to specify
the day(s) on which the tasks should be performed.

Gaeneral Audiking Prakacals Encryption
Schedule Recording Licenses Metwork, (arouping
Petiodic Tasks Scheduls

{* COnce a day, on selected days of the week
(" Periodically throughout the day, every day

" #eocording ko an Advanced schedule

Haur Minuke
Skarking ak |6 AM ﬂ |IZIIII j
[ Sunday [v Monday [v Tuesday
[v Wednesday [v Thursday [v Friday

[v Saturday

This is the schedule for perdiodic cleanup tasks which the
Gateway automatically performs, including deleting old
recordings and deleting old audit log files,

Ik ] [ Cancel
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@ Periodically throughout the day, every day - Specify the Starting at time by selecting the
Hour and Minute from the drop-down lists. Then type a number for each of the following

settings:
+ Repeat every X hour(s) - Acceptable values are 1 to 12.

+ For Ytime(s) every day - Acceptable values depend on the previous setting of
X. The product of X and ¥ can not exceed 24.

General Settings Properties | E E|
General Audiking Protocols Encrypkian
Schedule Recarding Licenses Metvanrk GrOUpInGg

Perindic Tasks Schedule
" Once a day, on selected days of the week
* Periodically throughout the day, every day

" According bo an Advanced schedule

Hour Minuke

Skarting ak |6 A ﬂ ||:||:| j
Repeat every hour(s)
For kimels) every day

This is the schedule For perdiodic cleanup tasks which the
Gateway automatically perfarms, including deleting old
recordings and deleting old audit log files,

Ik, l [ Cancel ] [ apply ] [ Help

€ According to an Advanced schedule - Specify the most specific dates and times by
typing comma-separated values for the following settings:

+ Set of Months - Acceptable values are the month abbreviation or number of a
month. For example, the ninth month could be specified as Sep or 9. If you leave
this field blank, the schedule runs every month.
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+ Set of Days - Acceptable values range from 1 to 31.

+ Days of Week - Acceptable values are day abbreviation or number of a day of
the week. For example, the last day of the week could be specified as Sat or 7. If
you leave this field blank, the schedule runs every day for the specified months.

NOTE: You can set either Set of Days or Days of Week, but you cannot set both.

+ Set of Hours in the day - Acceptable values are 0 to 23. For example, the
values 0, 6, 12, 18 indicate 12 AM, 6 AM, 12 PM, and 6 PM. If you leave this field
blank, the schedule runs every hour.

+ Set of Minutes past the hour - Acceptable values are 0 to 59. This setting works
in conjunction with the previous one. If Set of Hours in the day is 0, 6, 12, 18 and
you type 0, 15, 30, 45 in this field, the schedule will run at 12:00 AM, 6:15 AM,
12:30 PM and 6:45 PM. If you leave this field blank, the schedule runs every
minute of the specified hours.

General Settings Properties | E E|
General Audiking Protocols Encrypkian
Schedule Recording Licenses Mebwork, GErouping

Perindic Tasks Schedule
" Once a day, on selected days of the week
" Periodically throughout the day, every day

{* According bo an Advanced schedule

Set of Months |

Set of Days |

Davs of Weelk | 1,2,3,4,5,6,7
Set af Hours in | &

the day

Set of Minutes | a

past the hour

This is the schedule For perdiodic cleanup tasks which the
Gateway automatically perfarms, including deleting old
recordings and deleting old audit log files,

Ik, l [ Cancel ] [ apply ] [ Help




Gateway Configuration

Recording tab

Use the Recordings tab of the General Settings Properties window to specify the
following parameters:

€ The directory where the PC-Duo Gateway saves Host recordings.
€ When a checkpoint is generated during a recording.

@ The limits for how large, long, and old a recorded session can be.

General Settings Properties

General Auditing Protocols Encryption
Schedule Recording Licenses Metwork, Erouping

Recording File Directory:

Automatic Checkpaoint Generation

Minimurn data size (KB) before criteria 100
checked

Maximum data size (KB} after minimum met | N7z
Maximurn duration (seconds) afker minimum 200

ek

Limits

aximum recorded session size (KB) | 2097151
Mazximum recorded session duration (hours) 744

Automatically delete sessions alder than (hours) | o

Screen Capture Preferences
" Use Host settings for screen capture preferences
* Override Host settings as Follows:
{* Prefer kernel mode, but use this profile For user mode

" Prefer user mode, and use this profile

"Mediurm-Low {recording)" Configure. ..

Ok, l [ Cancel ] [ Apply ] [ Help ]
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To specify the location where the PC-Duo Gateway saves recorded sessions, type a full
path in the Recording File Directory text box. The default is C: \Program
Files\Vector Networks\PC-Duo Gateway\Data\Recordings.

In the Master Playback window, when you position the slider forward or backward within
a recording, the playback must resume from the nearest checkpoint, which provides a
complete picture of the Host screen. The more checkpoints you have within a recording,
the quicker it is to locate a particular point within the recording. However, adding too
many checkpoints can drastically increase network traffic and cause the recording files to
become very large.

€ To set the Automatic Checkpoint Generation, type a value for the following settings:

+ The Minimum data size (KB) before criteria checked field specifies how much
screen data must be generated in a recording before the PC-Duo Gateway will
begin to check the other two Automatic Checkpoint criteria.

+ The Maximum data size (KB) after minimum field specifies the largest amount of
data than can be recorded before the next checkpoint must be generated.

+ The Maximum duration (seconds) after minimum field specifies the longest
amount of time that a recording can go before the next checkpoint must be
generated.

€ To set the Limits for a recorded session, type a value for the following settings:

+ The Maximum recorded session size (KB) field specifies the largest file size for
a recording.

+ The Maximum recorded session duration (hours) field specifies the longest
amount of time that a recording can last.

+ The Automatically delete sessions older than (hours) field specifies how old a
recording can be before it is deleted. Recordings which exceed this limit are
deleted according to the schedule you specify in the Schedule tab.

@ To set Screen Capture Preferences, choose one of the following settings:

+ By default, the Gateway will defer to the screen capture preferences selected
by the Host, so the option Use Host settings for screen capture preferences will be
set (see Screen tab in PC-Duo Host Guide for more information).

+ If you prefer to override the Host preferences, select Override Host settings as
follows: and choose one of the following two options:

- Prefer kernel mode, but use this profile for user mode will attempt to use
kernel mode drivers to capture screen data on Host, as long as kernel
mode drivers are available (generally the case for Windows XP, Windows
Server 2003 and older platforms)

- Prefer user mode, and use this profile will use user mode code to capture
screen data on Host and will use the bandwidth throttling settings according
to the "user mode profile" that can be accessed by pressing Configure...
The description for the currently selected user mode profile will appear as a
text field next to the Configure... button (for example, "High Quality/High
Bandwidth").

Bandwidth throttling
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The user-mode screen capture technology has the ability to "throttle" itself to a restricted
amount of bandwidth. This may be preferable when responsiveness and throughput are
more important than screen quality, particularly over low-bandwidth connections.

The amount of throttling is controlled by parameters set in a "user mode profile". The
“Configure...” button on the Screen tab brings up a dialog that allows the end-user to
select a hard-coded, predefined configuration, or to specify a custom configuration.

User Mode Profile Properties g|
Choose Profile
Choose a preconfigured profile From the list belaw, or choose
[Custom] ko create a cuskom prafile.,
Imnaging
Image Type: Hezxtile j
24 bpp
Color Depth: Least J Best
1 1 ' 1 1 ' 1
Desktop Polling
g
Capture Rate: Lower J Higher
3 0 0 o0 00 o0 %o g
10
Foreground; Lower J Higher
7 0 0 o 0 o0 o o o Y
a]
Background: Lawer J Higher
] 0 0 o 0% o 0 o g
Bandwidth
<unlimited =
Bandwidth Limit: Lower J Higher
1 1
(] 4 | Cancel |

Each "user mode profile” consists of the following information:
@ Description string
€ Image type (enumeration, current default is JPEG)

& Color depth (numeric value 6-24 bits per pixel (bpp) for Hextile; percentage of highest
quality for JPEG)

& Polling frequencies (three values -- Capture, Foreground, and Background, in
milliseconds). Note however that the Ul will display these values on a scale of 1 to 10,
with 1 being the least aggressive (longest time), and 10 being the most aggressive
(shortest time). The underlying APl and settings storage will have the raw millisecond
values.

€ Bandwidth limit (numeric value 20 KB/sec to unlimited)
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The Host settings are preconfigured with the following four profiles:

High
Profile Settings Quality/High Medium Medium Low Low
Bandwidth
Medium-Low Low (for
Description High Quality Medium (for screen screen
recording) recording)
Image Type Hextile Hextile JPEG JPEG
Color Depth 24 bpp 15 bpp 85% 75%
Capture Rate 8 8 8 8
Foreground 10 8 6 4
Background 6 4 2 1
Bandwidth Limit Unlimited 100 KB/sec 60 Kbyte/sec 30 Kbyte/sec

The Medium-Low and Low profiles are appropriate for high volume screen recording
environments, when screen quality can be traded off for lower screen capture rates and
smaller screen recording file sizes.

You can create your own custom user mode profile by selecting [Custom] from the drop-
down list and specifying your desired parameters.

Licenses tab

PC-Duo Gateway licenses can be viewed, added or deleted through the Licenses tab of
the General Settings Properties window.

€ Toremove a license from your PC-Duo Gateway, select the license from the list of
licenses and click Remove License.

€ To add a license to your PC-Duo Gateway, type a valid license in the text box and
click Add License. Your valid PC-Duo Gateway license appears in the list of licenses at
the top

There are two different license models:

€ Managed Hosts: In this model, the number of Hosts that report to the Gateway is
monitored against the total number of Hosts that is allowed to report according to the
license(s) installed (only the keys labeled “Gateway Server Managed Hosts” will be
recognized).

Note: This model is enforced when no Concurrent User license keys are present.
There are three types of Hosts monitored:

+ Non-Transient workstations are machines with standalone installed PC-Duo
Host application. These are Hosts will have a persistent connection to the
Gateway and must be explicitly removed from the Gateway to free up a Non-
Transient workstation license slot.
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+ Terminal Services instances are terminal services sessions into which the
server-side Terminal Services Host has injected a Host instance. These Hosts are
transient and will disappear from the Gateway when the terminal services session
ends (however, any screen recordings will be maintained in a separate Gateway
Group specifically for terminal services session recordings). A Terminal Services
instance license slot will automatically be freed up when the session ends.

+ Transient VDI Hosts are transitory instances of the Host application that are
loaded and executed into virtual desktop images created from profiles defined in
virtual desktop environments such as Citrix XenDesktop. Similar to Terminal
Server instances, these licenses are concurrent and will be freed up when virtual
desktop images are destroyed.

General Settings Properties E]@
General Audiking Protocals Encrypkian
Scheduls Recording Licenses Metwiork, EraUping

Managed Hosts (with HOD)

License key | Descripkion
3150 4999 5795 0100 ... Managed Hosks w3, 10 Time-Limited Trial, ..

Yaur trial period will expire on Sunday,
January 05, 2014

Click. b
Purchase

Managed Hosts {currenthy in use J maximum allowed)

Mon-Transient warkstations | 1 | 100

Terminal Services instances | 0 | a0

Transient YOI Hosks |0 |25

Host-on-Demand instances |III | 10
Add License

Mote: ko add a license, enter the key and dick the "Add License"
button before clicking O or apply,

Ik, l [ Cancel
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4 Concurrent Users: In this model, the number of users currently connected to the
Gateway is monitored against the total number of users that are allowed to report to the
Gateway according to the license(s) installed (only the keys labeled “Gateway Server
Concurrent Users” will be recognized).

A “user” is uniquely defined by the following parameters:
¢+ Windows account credentials
¢+ Local machine
¢+ Browser (e.g. Internet Explorer) and browser session

Any change to one or more of these parameters will essentially create a new ‘user’; for
example, same Windows account credentials on the same local machine but different
browser will be a new user.

Note: This model is enforced when one or more Concurrent User licenses are present.
There are three types of Hosts monitored:

+ Administrative users are users logged into the Gateway using either an
Administrative account in the Web Console or the standalone Gateway
Administrator application.

+ Master users are users logged into the Gateway using either a Master account
in the Web Console or the standalone Master application.

+ Personal users are users logged into the Gateway using a Personal account in
the Web Console.

+ Limited Admin users are users with valid Windows credentials for a Web
Console Administrative user account but no available Administrative user license
when they attempt to log in; this is a view-only version of the Administrative user
account that will give user access to the Activity > Active Accounts page in the
Web Console, so that they can see what licenses are in use

Note: See the PC-Duo Web Console Operating Guide for more information about
Web Console account types
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General Settings Properties

General Audiking Protocals Encrypkian
Schedule Recording Licenses Mebwark, (3rauping

Concurrent Users Qwith HOD)

License key | Descripkion
3130 4999 5795 020.,. Concurrent Users w&, 10 Time-Limited Trial, ..

Your trial period will expire on Tuesdary,
Cecember 31, 2013

Click. ba
Purchase

Concurrent Users (currently in use | maximum allowed)

Administrative users | 2 | 2

Masker users | ] | 10

Personal users | 0 | 5

Lirited Admin users |0 |
Add License

Mote: ko add a license, enter the key and dick the "Add License"
button before clicking O or Apply,

Ok l [ Cancel

Incremental Licenses

In each license model, the licensed Gateway capacity can be increased by adding one or
more licenses through the Add License field. Note that the total number of allowed
licenses for Managed Hosts or Concurrent Users will be the aggregate of one or more of
the respective licenses. There is no limit to the number of incremental licenses that can
be added. Any licenses from the license model not being enforced will be ignored.

Network tab

Network address ranges that the PC-Duo Gateway will consider to be on "the local
network" can be viewed, added or deleted on the Network tab. Hosts that appear to be on
"the local network" will not automatically have Reverse Connections kept open.
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The default list of local network address ranges consists of a few well-known private
address ranges. The current list of local network address ranges known to the PC-Duo
Gateway appears in the Network tab window:

General Settings Properties ﬂ E |

eneral I Auditing I Praotocols I Encryption
Scheduls I Recording | Licenses Metwark (Erouping

—"Local Metwork" Address Ranges

Address Range | Add Range. .. |
192.168.0.0[255.255.0.0]

172.16.0.0[255.240.0.0] Edit Range. ., |
FE&D::/10

'.:IEICD: 110 Remove Range |
10.0.0.0[255.0.0.0]

127.0.0.1 Add Common Ranges

—"Local Metwork! Address Range Exceptions

Address Range | add Range. .. |
1.212.21.122

Edit Ranae. .. |

Remove Range |

— Trusked Device Lisk

Address Range | add Device, ., |
111.222.53.4

Edit Dewvice, .. |

Remove Device |

add Common Devices

Ik I Cancel Spply | Help |

To add a custom address range, click Add Range and the Add Local Address Range
window appears:
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Add Local Address Range E|

Tvpe:
" Single Computer (ak one IPve address)
" Group of computers by IPv4 subnek mask)
" Group of computers by IPv4 skark address & count)
" Single Computer {at one IPv6 address)

address; Mask;

=
(] 4 | Cancel | Help |

€ Select Single Computer (at one IPv4 address) and enter an IP address in the Address
field.

€ Select Group of computers (by IPv4 subnet mask) and enter the appropriate values into
Address and Mask.

€ Select Group of computers (by IPv4 start address & count), enter the first address in a
range in the Address field, and enter the number of addresses in the range in the Number
of addresses field.

# Select Single Computer (at one IPv6 address) and enter an IP address in the Address
field.

€ Select Group of computers (by IPv6 subnet mask) and enter the appropriate values into
Address and Mask.

Add a list of commonly used address ranges by clicking on Add Common Ranges. An
additional set of address ranges will appear in the Network tab window.

Edit any address range by selecting it in the list and clicking Edit Range.

Delete any address range by selecting one or more ranges in the list and clicking Remove
Range.

Local Network Address Range Exceptions

The Gateway server allows for one or more local network addresses or address ranges to be
reclassified as external, even if they appear in the range of local network addresses. This allows
administrators to manage firewalls or web proxies that use internal network addresses on behalf
of external clients that want to reach the Gateway server.

Trusted Device List

If the Windows account user has specified any trusted devices, they can be added to list of
machines that will be granted access to the Gateway server.
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Grouping tab

One or more rules can be configured to automatically assign Hosts reporting to the
Gateway to one or more custom Gateway Groups. The rules can be configured using
Active Directory, network address (IPv4 only), or the Extension tag in the Host.

In addition, there is a global grouping policy that controls how the rules are applied.

Note well that this feature has changed in v8.10 versus the original implementation in
v8.0. The new feature is a superset of the functionality of v8.0, so installations upgrading
from v8.0 won’t experience a change in behavior.
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General Settings Properties E| E|

General Auditing Protocols Encryption
Schedule Recording Licenses Metwark, Grouping
Aukomatically group Hosts according ko the fallowing rules:

Fule Tvpe Condition Eroup

IPw4 Address 192,168.1,1(50) kesk

Active Direckory  PROXYMNETWORKS(proxynetw, ., QU=

Extension Tag Lest_tag,test Lest

< >

i Add Active Directory Rule... | add IPv4 Address Rule. .. |

add Tag Rule. .. |

Ackion When Mo Rules Match:
" Puk Host in "all Hosts" group only

{* Put Host in the group: kesk

" Leave existing Group memberships alone

QK H Cancel H apply

] [ Help

Custom Grouping Rules

Below is a description of each of the custom rule types:

€ Add Active Directory Rule: Select the domain name that should be searched for the
computer machine name, and optionally enter a prefix string to pre-pend to the OU found.
If found, the Host is put into a group named for the OU to which it belongs. In the
example below, if the computer name of the Host machine is found in the vector-
networks.com domain, and it is a member of an OU that has same name as a custom
group in the Gateway, the Host machine will be assigned to that Gateway group.
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Add Active Directory Rule [g|

Search the specified Ackive Directory domain For the computer machine name, and if
found, add the Hast ko a group wikth the name of the Organizational Unit (21U the
machine belongs to,

Active Direckory domain to search: |F‘ROWNETWDRKS{perynetwnrks.-:u:um]l j

Cptional prefix to add to group name: | D=

QK | Cancel Help

€ Add IPv4 Address Rule: Specify an IPv4 address and the number of sequential
addresses that should be searched after that, and select the group(s) to which the Hosts
should be assigned. In the example below, if any Host machines report to the Gateway
with an IPv4 address between 192.168.1.1 and 192.169.1.50, the will automatically be
assigned to the custom Gateway group named “test”.

Add IPv4 Address Rule X
If the Host IP address Falls within the specified address range, add it to the
specified group.

First IPv4 Address In Range: | 192, 168 1 . 1

Mumber of addresses: |50

Gateway Group to add Hosk ko

QK | Cancel Help

¢ Add Tag Rule: Specify an extension tag name and value; if any Host has this
extension tag defined (check the Host’s Extension tab in the Host Control Panel), and if
the value of the tag in the Host matches the value specified above (anywhere, case
insensitive), then the Host will be assigned to the custom group specified in the dropdown
box. In the example below, if any Host that reports to the Gateway contains the custom
extension tag “test_tag”, and if that Host value for that tag contains “test” anywhere, that
Host will be assigned to the custom Gateway group “test”.
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Add Host Extension Tag Rule §|

If the Host IP address Falls within the specified address range, add it to the
specified group.

Mame of Host Extension Tag: | test_tag

Target Yalue to look For in Tag: | kesk

Gateway Group ko add Hosk bao:

QK | Cancel Help

Host Grouping Policy

The rules (if any are defined) can be applied to Hosts in one of four different ways. In
additional, there’s a global rule that can be applied to Hosts that do not match any other
rules.

The Host grouping policy is one of the following choices:

€ Additive: Host added to groups in matching rules; no group memberships removed.
Specify this option to have the Host added to groups named in rules that match, but to
also leave that Host in any other groups it belongs to. Note that if the Host changes in
ways that cause it to match different rules at different times, the group memberships will
accumulate.

€ Named Groups: Host added to groups in matching rules and removed from groups
named in non-matching rules; other group memberships unchanged. Specify this option to
have the Host added to groups named in rules that match, and also remove the Host
from groups named in rules that don’t match this Host. Note that other group
memberships (in groups not named in grouping rules) are unchanged. This policy is best
if grouping rules define exclusive relationships (like what floor, or building, a Host
machine is in), and still allows other group memberships to be manually managed if they
are not used in any grouping rules.

€ Exclusive: Host added to groups in matching rules; removed from all other groups.
Specify this option to have the Host added to groups named in rules that match, and also
removed from all other groups (except “All Hosts”). This policy is functionally equivalent
to the Host Grouping Rules functionality in v8.0 when Hosts that don’t match any rules
are put in “All Hosts” group only, or put into a specific, specified group.

€ Exclusive If Matched: if Host matches any rules, acts as Exclusive; otherwise group
memberships unchanged. Specify this option to have the Host added to groups named in
rules that match, and also removed from all other groups (except “All Hosts”), just like
Exclusive, if one or more rules are matched. However, with this policy, Hosts that do not
match any rules are not removed from the groups they belong to. This policy is
functionally equivalent to the Host Grouping Rules functionality in v8.0 when Hosts that
don’t match any rules have their group memberships left alone.
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Additionally, there is an optional global rule that can group Hosts that don't match any
rules:

# In all cases, if the Host doesn’t match any rules, add it to the following group. Check this
option, and select an appropriate user-defined group, to add Hosts that do not match any
rules into the specified group. This global rule applies in addition to (and is processed
after) the policy choices above. This choice is provided to match the functionality in v8.0
when Hosts that don’t match any rules are put in a specified group. This choice can also
be used to identify Hosts that don’t match any rules; this may be useful if the Host
grouping rules are designed so that it's expected that all Hosts will match at least one
rule and get grouped.

Polling for Hosts

PC-Duo Gateway can periodically search the network for computers running PC-Duo
Host according to a schedule you create. Schedule your PC-Duo Gateway to search for
Host computers based on network address, protocol, and port. Each search you create
and save is called a polling schedule. Create as many polling schedules as you require,
however to avoid network bandwidth issues, you may want to use polling judiciously.

Manage polling schedules with the following commands:
4 "Create a new polling schedule"
¢ "Edit a polling schedule"

"Remove a polling schedule”

*
€ "View polling schedule properties"
*

"Run a polling schedule manually"

+2 PROXY Pro Gateway Administrator E”E'E'
@ File  Action  “iew ‘Window Help =] x|
e B@EXER @

@ Remote Control Gateway Servers address Protacol Schedule

= g Local Gakevaw
= D Gakeway Server Settings
[C1 General Settings
£ Polling for Hosts
I:| Gakeway Security
[L1 Managed Hosts
(L1 Unmanaged Hosts
[C Active Skatus
g hiooever

LIDPIF Daily @12:00 AM

NOTE: If you configure all Host computers in your network to report to the PC-Duo
Gateway, then you need not configure a polling schedule. It is useful to configure a
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polling schedule if you need to manage Host computers on your network that are not yet
configured to report to the PC-Duo Gateway, or to discover any unauthorized network
computers running PC-Duo Host.

Create a new polling schedule

To create a new polling schedule, expand the Gateway Server Settings folder. Right-click
the Polling for Hosts folder and select New Polling Schedule. The Polling Schedule
Properties window opens.
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Polling Schedule 2]

General | Schedule

Prokocal LDPIP - Pork: | <Standard= -

{* Broadcast to IPv4 Address
" Scan IPv4 Address Range
" Broadcast ta IPvE link-lacal mulkicast address
" Broadcast to IPvE site-local multicast address

" Poll single cormputer (at one IPvE address)

Address |

[ K H Cancel H Help

Edit a polling schedule

To edit a polling schedule, double-click the schedule in the Polling for Hosts folder. The
Polling Schedule Properties window opens.

Remove a polling schedule

To remove a polling schedule, right-click the schedule in the Polling for Hosts folder, and
select Delete.

View polling schedule properties

You can poll for network computers running PC-Duo Host by specifying the port, protocol,
and address on the General tab of the Polling Schedule Properties window.

Specify the protocol and one or more addresses:

@ Select the protocol and port from the list. Type the port number if you do not want the
standard port.

4 Specify one or more addresses to be polled:

+ Select Broadcast to address to poll for a single Host computer by its IP
address. Type an IP address in the Address text box.
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+ Select Scan address range to poll for a set of Host computers by specifying a
range of network IP addresses. To specify the range, type an address in the First
Address text box and a number in the Number of Addresses text box.

A polling schedule can be specified in three ways from the Schedule tab:

€ Once a day, on selected days of the week:

255.1.1.1 Properties

General | Schedule |

Polling Schedule
* Once a day, on selected days of the week
" Periodically throughout the day, every day

" According bo an Advanced schedule

Hiour Minute
Skarting ak |12 AM ﬂ ||:||:| j
v Sunday [v Monday [v Tuesday
v Wednesday [+ Thursday [+ Friday

[+ Saturday

Ik, l [ Cancel

+ Check the days of the week for which you would like to schedule a poll.

+ Select the hour and five-minute interval (05, 10, 15, etc.) available from the
lists.

& Periodically, throughout the day, every day
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255.1.1.1 Properties

General | Schedule |

Palling Schedule
" Once a day, on selected days of the week

{* Perindically throughout the day, every day:

(" According o an Advanced schedule

Hour Minuke

Starting at |12 AM ﬂ ||:||:| j
Repeat every hour(s)
Far kimels) every day

Ik, l [ Cancel ] [ apply ] [ Help

+ Select the number of times each day to repeat the polling schedule.
+ Select the frequency of repetition and starting time.

4 Using an advanced schedule:
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255.1.1.1 Properties

General Schedule |
Polling Schedule
" Once a day, on selected days of the week
" Periodically throughout the day, every day
{* iccording to an Advanced schedule
Set af Months |
Set of Days |
Drays of Week, | 1,2,3,4,5,6,7
Set of Hours in | 0
the day
Set of Minutes | a0
past the hour
Ik ] [ Cancel ] [ apply ] [ Help

For more information about the type of data to enter, see According to an Advanced
Schedule description.

Run a polling schedule manually

Once you have created a polling schedule, you can run it manually to locate new
computers running PC-Duo Host. To manually run a polling schedule, right-click a
selected schedule and select Poll Now.
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Gateway Security

Users can be granted the right to access and administer Gateway Security under Gateway
Server Settings in the PC-Duo Gateway Administrator window. There are three different
areas under Gateway Security:

S=1E

@ File  Action  Wiew  Window  Help - & J

&= M| 2

@ Remote Control Gateway Servers .

= g Local Gakevaw :
= D Gakeway Server Settings G a tewa y Sec u rl tv

[C1 General Settings
(] Palling for Hosts » Click here to change Data Services
a Gakeway Security Securi t'l:rf .

[C1 Managed Hosts
(L1 Unmanaged Hosts
[C Active Skatus
g hiooever

» Click here to change Settings Security.

» Click here to change Operation
Security.

€ 'Data Services Security" governs the right to make connections to the PC-Duo
Gateway, the right to manage Hosts and create groups, and the right to view active
status information. If a user does not have the right to make connections to the PC-Duo
Gateway, then he or she also cannot make any connections to Gateway-managed Hosts
with PC-Duo Master.

€ "Settings Security" governs the right to view or modify Gateway General Settings.
Presumes the right to make connections to the PC-Duo Gateway:

+ Settings security policies require Data Services Security connection access
rights.

+ Settings security policies specify which users can modify a PC-Duo Gateway
configuration.

€ "Operation Security" governs miscellaneous settings that are not commonly used.
Three of the four settings can be accessed only by the writing an application using the
PC-Duo Software Developer’s Kit (SDK).

To view or edit PC-Duo Gateway security, right-click Gateway Security under Gateway
Server Settings, and select Properties.

Data Services Security
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Access control and security permissions for PC-Duo Gateway operations can be granted
from the Data Services Security tab of the Gateway Security window.

Gateway Security

Data Services Security | Settings Securty | Operation Security

GTCIL,IIZI ar el name::

ﬁ Administrators (A

Bdministratars)

[ Add... H Remove ]

Permiszions for Administrators Allova Dermy

Full Control # Adminigtration
Wiews [nfarmation

k adify Infarmation
Connect from b aster

Edit Securnty

Special Permizsions

Far zpecial permizsions ar for advanced settings,
click Advanced.

ak. l[ Cancel ]

EE[EEE
OOoOo0od

In the Data Services Security tab, the following tasks can be performed:
4 Click Add to add a user or group for which you will specify permissions.
€ Select an existing user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of is a
common grouping of individual permissions. The individual permissions can be seen on
the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the list.
+ View Information: Includes permission to read-only access of information.
+ Modify Information: Includes permission to read/write access of information.

+ Connect from Master: Includes permission to connect to the PC-Duo Gateway
from a Master.

+ Edit Security: Includes permission to change Data Services Security.
+ Special Permissions: Indicates a hon-standard grouping of permissions.

@ Click Advanced to specify advanced permissions and open the Advanced Security
Settings window:
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In the Permissions tab of the Advanced Security Settings window, select an entry for
which you want to assign advanced permissions and click Edit. The Permission Entry
window opens.

Each advanced permission is treated individually; click Allow or Deny for any of the them.
The following permissions exist:

€ Connect to Gateway Server: Determines if you can connect to the PC-Duo Gateway.
This permission ultimately determines access to the server. Regardless of other
permissions, you can allow or deny access with this one setting.

€ Manage Hosts: Determines if you can move managed Hosts from the Unmanaged
Hosts folder to the Managed Hosts folder.

& Create Groups: Determines if you can create a group of managed Hosts in the
Managed Hosts folder.

€ View Audit Logs: Determines if you can view logs of Gateway activities kept in the
Event Viewer Application log or in a separate audit log file.

€ View Active Data Services: Determines if you can view active data services in the
Active Gateway Data Services folder.

€ Modify Active Data Services: Determines if you can delete an active data service from
the Active Gateway Data Services folder.

@ View Active Connection Services: Determines if you can view active connection
services in the Active Master Connection Services folder.

€ Modify Active Connection Services: Determines if you can delete an active connection
service from the Active Master Connection Services folder.

€ View Active Hosts: Determines if you can view active managed Host connections in
the Active Hosts folder.

€ Modify Active Hosts: Determines if you can delete an active managed Host connection
from the Active Hosts folder.

@ View Active Recordings: Determines if you can view the list of active recordings in the
Active Recordings folder.

€ Modify Active Recordings: Determines if you can delete (stop) an active recording from
the Active Recordings folder regardless of who started the recording.

€ View Active Users: Determines if you can view a list of user accounts that are currently
connected to the Gateway

€ Send IPC Data: Determines if you can use the ProxyGW SDK method
“sendIPCData.” For more information, refer to the PC-Duo SDK documentation set.

€ Read Permissions: Determines if you can read permissions in the Data Services
Security tab.

€ Change Permissions: Determines if you can allow or deny permissions in the Data
Services Security tab.

€ Take Ownership: Determines if you can take ownership of permissions in the Data
Services Security tab away from another user and give them to yourself. If you take
ownership of permissions, you can change them.
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Settings Security

Access control and security permissions for PC-Duo Gateway settings can be granted
from the Settings Security tab of the Gateway Security window.

Gateway Security

Drata Services Security | Seftings Securnty | Jperation S ecurity

Gr-:uup ar Uzel names:

Adrninistrators [AK\Administratars]

[ add... ][ Remove ]

Permizzions for Adminiztrators Al Deny
Full Cantral ¢ Administration F
Wiew Settings Fl
Madify Settings Fl
Edit Secunty F

Special Permizsions

For special permizzions or for advanced sethings,
click Advanced.

)8 H Cancel ]

In the Settings Security tab, you can perform the following tasks:
@ Click Add to add a user or group for which you will specify permissions.
€ Select an existing user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

¢ Full Control/Administration: Includes every permission in the list.

+ View Settings: Includes permission to read-only access to PC-Duo Gateway
settings.

+ Modify Settings: Includes permission to read/write PC-Duo Gateway settings.
+ Edit Security: Includes permission to change Settings Security.
+ Special Permissions: Indicates a non-standard grouping of permissions.

4 Click Advanced to specify advanced permissions and open the Advanced Security
Settings window:
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In the Permissions tab of the Advanced Security Settings window, select an entry for
which you want to assign advanced permissions and click Edit. The Permission Entry
window opens:

Permission Entry for AK

Object

Mame: |Administrators A5 ASdministrators)

Apply onto:

Permizziong Al Deny
Yiew General Settings ] o
todify General 5 ettings ]

Yiew Licenzes Fl
bodify Licenzes ]
Wieww Poll Settings ]
todify Poll Settings ]
Wiew Protocols ]
b odify Protocols ]
Wiew Audit Settings ]
bodify Audit Settings ]
Wiew Encryption 5 ettings ]
b odify Encryeption Settings ]
[ | TR O R (| 1 b

OF. ][ Cancel ]

Each advanced permission is treated individually; you can click Allow or Deny for any
permission in the list. The following permissions apply:

@ View General Settings: Determines if you can view settings on the General tab.

€ Modify General Settings: Determines if you can modify settings on the General tab.
@ View Licenses: Determines if you can view settings on the Licenses tab.

€ Modify Licenses: Determines if you can modify settings on the Licenses tab.

@ View Poll Settings: Applies to polling schedules in the Polling for Hosts folder.
Determines if you can view a list of polling schedules, as well as the properties for each
schedule.
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€ Modify Poll Settings: Applies to polling schedules in the Polling for Hosts folder.
Determines if you can create new polling schedules, delete existing polling schedules
and modify the properties for any schedule.

€ View Protocols: Determines if you can view settings on the Protocols tab.

€ Modify Protocols: Determines if you can modify settings on the Protocols tab.

€ View Audit Settings: Determines if you can view settings on the Auditing tab.

€ Modify Audit Settings: Determines if you can modify settings on the Auditing tab.

€ View Encryption Settings: Determines if you can view settings on the Encryption tab.

€ Modify Encryption Settings: Determines if you can modify settings on the Encryption
tab.

€ View Recording Settings: Determines if you can view settings on the Recording tab.

€ Modify Recording Settings: Determines if you can modify settings on the Recording
tab.

€ View Host Grouping Rules: Determines if you can view settings on the Grouping tab.

€ Modify Host Grouping Rules: Determines if you can modify settings on the Grouping
tab.

€ Read Permissions: Applies to the Settings Security tab. Determines if you can read the
permissions.

€ Change Permissions: Applies to the Settings Security tab. Determines if you can
modify the permissions.

& Take Ownership: Applies to the Settings Security tab. Determines if you can take
ownership of permissions away from another user and give them to yourself. If you take
ownership of permissions, you can change them.

Operation Security

Access control and security permissions for PC-Duo Gateway operations can be granted
from the Operation Security tab of the Gateway Security window.
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Gateway Security

Data Services Security | Settings Securty | Operation Security

GTCIL,IIZI ar el name::

[ Add... H Remove ]

Permiszions for Administrators Allova Dermy

Full Control # Adminigtration Fl] =

Recaord to File ] ]

Conmect to File ] ]

Irmpart 5 ession ]

ieve Diagnostics ]

Edit Security ] v
Far zpecial permizsions ar for advanced settings,
click Advanced.

] l [ Cancel ]

In the Operation Security tab, you can perform the following tasks:
@ Click Add to add a user or group for which you will specify permissions.
€ Select an existing user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the list.

+ Record to File: Includes permission to call the PC-Duo Gateway Client method
beginRecordingToFile, which starts a Host recording to a specific file. This
can be accessed only by writing an application with the PC-Duo SDK.

+ Connect to File: Includes permission to call the PC-Duo Viewer method
connectToRecordedSessionFile, which requests the PC-Duo Gateway to
play a specific recorded session file. This can be accessed only by writing an
application with the PC-Duo SDK.

+ Import Session: Includes permission to call the PC-Duo Gateway Client
methods import v25 Session and importSession, which create entries in
the PC-Duo Gateway database to import a specific file of a recorded session.
This can be accessed only by writing an application with the PC-Duo SDK.

+ View Diagnostics: Determines if you can see additional diagnostic information
in the Active Status section of the PC-Duo Gateway Administrator.
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+ Edit Security: Includes permission to change Operation Security.
+ Special Permissions: Indicates a hon-standard grouping of permissions.

@ Click Advanced to specify advanced permissions and open the Advanced Security
Settings window.

In the Permissions tab of the Advanced Security Settings window, select an entry for
which you want to assign advanced permissions and click Edit. The Permission Entry
window opens:

Permission Entry for AK

Ohject
Mame: | Adminiztratars [AKWAdminiztrators)]
Apply onto:
Permizsiong: Allow Deny

Record to File
Connect to File
Import Sezzion
Yieww Diagnozstics
Read Pemizzions
Change Permizzions

EKEEEEDOO
OOO0O00004d

T ake Ownership

OF. ][ Cancel ]

Each advanced permission is treated individually; you can click Allow or Deny for any
permission in the list. The following permissions exist:

€ Record to File: Includes permission to call the PC-Duo Gateway Client method
beginRecordingToFile, which starts a Host recording to a specific file. This can be
accessed only by writing an application with the PC-Duo SDK.

€ Connect to File: Includes permission to call the PC-Duo Viewer method
connectToRecordedSessionFile, which requests the PC-Duo Gateway to play a
specific recorded session file. This can be accessed only by writing an application with
the PC-Duo SDK.

€ Import Session: Includes permission to call the PC-Duo Gateway Client methods
import v25 Session and importSession, which create entries in the PC-Duo
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Gateway database to import a specific file of a recorded session. This can be accessed
only by writing an application with the PC-Duo SDK.

@ View Diagnostics: Determines if you can see additional diagnostic information in the
Active Status section of the PC-Duo Gateway Administrator.

€ Read Permissions: Determines if you can read the permissions.
€ Change Permissions: Determines if you can modify the permissions.

€ Take Ownership: Determines if you can take ownership of permissions away from
another user and give them to yourself. If you take ownership of permissions, you can
change them.
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Managed Hosts

PC-Duo Gateway Administrator can be used to manage and control access to managed
Hosts that are listed in the Managed Hosts folder.

NOTE: Hosts must first be configured to report to the PC-Duo Gateway. See Host
Administrator guide for more information.

By default, all Host computers that are configured to report to the PC-Duo Gateway are
initially listed in the Unmanaged Hosts folder. To configure any unmanaged Host for PC-
Duo Gateway control, it must be moved to the All Hosts folder in Managed Hosts. To do
so, right-click one or more selected managed Hosts listed under Unmanaged Hosts, and
select Move to All Hosts

To configure PC-Duo Gateway to automatically add any newly discovered Hosts to
Managed Hosts, select this option on the General tab (see “General”).

+ PROXY Pro Gateway Administrator r;”E”E'
@ File  Action  Wiew  Window  Help =|=] x|
& | E| B =2
@ Remote Conkrol Gateway Servers Graup Marme
=G Local Gateway (Al Hosts
I:l Gakeway Server Setkings I:IS-;.fstem
= [ Managed Hosts [ Terminal Services Recordings
[Z7 &l Hosts
I:l Syskem

[C1 Terminal Services Recordings
(L1 Unmanaged Hosts
(L Active Status
g hioover

Other groups beside All Hosts can be created to organize your remote managed Hosts.
Once you create a group, security policies can be assigned that will apply to all managed
Hosts in the group.

For more information about managing Hosts, see:
4 "All Hosts group"

"Manage groups"

"Manage Hosts"

"Terminal Services group”

L IR JNR 2B 4

"System group"
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Menu options

The following section includes descriptions of commands available from the context
menu when a Managed Host is highlighted and Action is selected from the Gateway
Administrator tool bar or the user right-clicks on the highlighted Host:

Remave Fram Group

Mowe to Unmanaged Hosts

Delete from Gakeway

Send Wake-COn-LAN Signal
Quele far Skatus Updake

Cuk
Copyy

Properties

Help

Menu

Command

Description

Action

Remove from Group

Remove selected Host from the current group. No
other group memberships are changed.

Move to Unmanaged
Hosts

Remove selected Host from Managed Hosts
(delete from All Hosts group as well as any other
custom groups) and move to Unmanaged Hosts
list.

Delete from Gateway

Remove selected Host from Managed Hosts
(delete from All Hosts group as well as any other
custom groups) and delete record from Gateway.
Will not appear in Unmanaged Hosts list.

Send Wake-on-LAN
Signal

Send Wake-on-LAN signal explicitly to selected
Host (should show "Offline" status) at last known
MAC address and IP address.

Queue for Status
Update

Instruct the Gateway Server to try to contact the
Host for status reporting, exactly as if the General
setting, Status update for managed Hosts, time
had expired.

Remove selected Host from current group and

Cut mark icon for deletion (copy to clipboard)
Co Copy Host record saved in clipboard to current
Py group results page
Properties Show Managed Hosts properties tab for selected
Host
Help Show context sensitive Help file for this subject
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Send Wake-on-LAN Signal

When a Master attempts to connect through the Gateway to a remote computer with a
Host, and the last Host status in the Gateway indicates that the Host is offline, PC-Duo
assumes that the remote computer is asleep, and will automatically send the Wake-on-
LAN signal (based on its MAC address and last known IP address). If the Gateway
doesn’t think the Host is offline, this step is skipped.

If the remote computer was asleep, and wakes up in a timely manner, the Master
connection attempt will be successful (although it may take longer than if the computer
were already awake). If the computer doesn’t wake up in a timely manner, the connection
attempt will fail, but the computer will now be awake so if the Master attempts a
connection again, it should be successful.

The Master user can also explicitly try to wake up an offline computer by selecting a Host
with offline status in the Gateway Hosts tab and then invoking the Send Wake-on-LAN
Signal command from the console menu bar (Action > Send Wake-on-LAN Signal) or
Gateway Hosts tab context menu. If a Host is not selected, the Send Wake-on-LAN
Signal command will not be active.

All Hosts group

Each PC-Duo Gateway has an All Hosts folder, which is initially empty. PC-Duo Hosts
which are configured to report to this PC-Duo Gateway and have been classified as
Managed Hosts will appear initially in the All Hosts folder

+3 PROXY Pro Gateway Administrator

@ File  Action  “iew ‘Window Help - =] x|
o | E| ERNE
@ Remote Control Gateway Servers Host Mame
= @ Local Gakevaw
(1] Gateway Server Settings There are no iterns ko show in this view,
=-[_7] Managed Hosts
£ all Hosts
I:| Swskermn

[C Terminal Services Recordings
(L1 Unmanaged Hosts
[C Active Skatus
g hiooever

When you right-click a workstation in the All Hosts folder, you can select Move to
Unmanaged Hosts if the workstation is no longer a managed host.

View and edit security and other group properties for these Gateway Hosts by right-
clicking All Hosts and selecting Properties.

To remove all knowledge of one or more managed Hosts in the All Hosts folder, right-
click a selected group of managed Hosts and select Delete from Gateway. If the selected

113



PC-Duo Gateway Server Guide

Hosts are still configured to report to the PC-Duo Gateway, they will continue to do so
until they are reconfigured (i.e. Gateway is removed from the Gateways tab in the Host),
and may quickly reappear in the Unmanaged Hosts folder.

Manage groups

Create and manage your own groups with the following commands:
& View group properties

& Add a group

& Edit the properties of a group

¢ Remove a group

¢ Rename a group

View group properties

View and edit properties of a selected group listed in the Managed Hosts folder when you
right-click the group and select Properties.

& “General group properties” to view the general properties of the group.
® “Group security” to specify the security policy for modifying the group itself.

€ “Host security for a group” to specify the security policy for all Hosts in the selected
group.

€ “Session security for a group” to specify the security policy for all recordings made of
Hosts in the selected group.

€ “Hosts in a group” to view all managed Hosts in the selected group.

Add a group

If you manage a large number of Host computers, it may be convenient for you to create
groups of managed Hosts to which you apply the same security policies. For example,
you could create a group, represented by a folder called Engineering, that would contain
the workstations in an engineering group. All groups are listed in the Managed Hosts
folder. Manage group security properties through the group’s properties.

To add a group to the list of managed groups, right-click Managed Hosts, and select New
> Group. The New Group window appears.
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Mew Group

General |

Group Mame:
|
Description:

Group I0:

K H Cancel H Help

Type a name and optional description for the group, and click OK.

Edit the properties of a group

To edit the properties of a group, double-click the group listed in the Managed Hosts
folder.

Remove a group

To remove a group listed in the Managed Hosts folder, right-click the group and select
Delete.

Rename a group

To rename a group listed in the Managed Hosts folder, double-click the group, and
change the name of the group on the General tab.

General group properties

View and/or edit the group name and description from the General tab on the Properties
window for that group.
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All Hosts Properties

General |I3r|:|up Security | Host Secunty | Session Security || Hosts

Group Mame:

D escription;

Group (D

{4071 20508 -5

] l [ Cancel Apply

The group name is the folder name in Managed Hosts.

When the Managed Hosts folder is selected in the right pane, each group name and its
Description appears in the right pane.

Group ID is not editable. This provides a unique ID for the group that is used by the
Gateway.

Group security

Set security permissions for a specific group by selecting the Group Security tab in the
Properties window for that group.
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All Hosts Properties

General | Group Security |HDStSEEurit}' Sesszion Security | Hostz

GTCIL,IIZI ar el name::

ﬁ Adrmiristratars [AK5\Administrators]

ﬁ Ewerone

[ Add... ] [ Remove ]
Permiszions for Administrators Allane Ceny
Full Contral # Adrniristration ]
M adify Group ]
Delete Graup ]
Yisible ]
E dit Security ]

Special Permizsions

Far zpecial permizsions ar for advanced settings,
click Advanced.

] l [ Cancel

NOTE: The security policy you implement here applies to only group administration
policies and does not apply to the managed Hosts in the group. To create a security
policy that affects all managed Hosts in the group, see “Host security for a group”.

In the Group Security tab, the following tasks can be performed:

@ Click Add to add a user or group for which PC-Duo Master user will specify
permissions.

€ Select a user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

¢ Full Control/Administration: Includes every permission in the list.

+ Modify Group: Determines if PC-Duo Master user can modify settings for the
selected group.

+ Delete Group: Determines if PC-Duo Master user can delete the selected
group.
+ Visible: Determines if PC-Duo Master user can see the selected group.

+ Edit Security: Determines if PC-Duo Master user can change the security
settings for the selected group.

+ Special Permissions: Indicates a non-standard grouping of permissions.
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Click Advanced to specify advanced permissions and open the Advanced Security
Settings window.

In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to assign advanced permissions and click Edit. The
Permission Entry window opens.

Permission Entry for All Hosts

Object |

Marne: |.-’-'-.dministratu::rs [AkN&dministrators] H Change... l

Apply onto:

Permizziong: Al Deny
Yizible
b adify Graup

Delete Group
Read Permizzions
Change Permizzions

EEEEEE
OO0O0000

T ake Dwnership

Ok ][ Cancel ]

Each advanced permission is treated individually; you can click Allow or Deny for any of
the following permissions.

@ Visible: Determines if PC-Duo Master user can view the selected group.

€ Modify Group: Determines if PC-Duo Master user can modify settings for the selected
group.
@ Delete Group: Determines if PC-Duo Master user can delete the selected group.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Group Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Group Security tab.
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€ Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Group Security tab away from another user. If PC-Duo Master user
takes ownership of permissions, PC-Duo Master user can change them.

Host security for a group

Set security permissions for access to a group of Hosts by editing the Host Security tab
on the Properties window for that group. Highlight any group under Managed Hosts in the
Gateway Administrator navigation tree, right click on the group and select Properties from
the context menu. Now select the Host Security tab to create/edit permissions to this
group of Hosts for specific (Master) users or groups of users (e.g. Administrators group).

NOTE: The security policies you specify for Hosts at the group level are superseded by
any security policy you specify for an individual Host (see Host security for more
information).

All Hosts Properties

General || Group Securit_l,l| Host Security | Session Security | Hosts

GTEIL,IIZI ar el name:s:;

ﬁ Adrmiristratars [SK5\Administrators]

[ Add ] [ Femove ]
Permizzions for Administrators Allone Cery

Full Cantral / Administration ] A
Full Uzer ]
FRemote Contral O
Wigw Only OJ
File Transfer . )
Femote Administration O

For zpecial permizzions or for advanced settings,
click Advanced.

k. l [ Cancel

In the Host Security tab, the following tasks can be performed:
4 Click Add to add a user or group for which you will specify permissions.

@ Select a user or group that has permissions and click Remove to remove it.
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@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the Advanced list.

¢ Full User: Includes every permissions in the Advanced list except permission to
delete a Host or edit the security from the PC-Duo Gateway.

+ Remote Control: Includes permission to connect to any Host in the group and
control it via the keyboard and mouse.

+ View Only: Includes permission to connect to any Host in the group but not to
control it.

+ File Transfer: Includes permission to transfer files to and from any Host in the
group, but does not include permission to view or control the Host.

+ Remote Administration: Includes permission to connect to any Host in the
group via the PC-Duo Gateway using the PHSETUP . EXE command line utility.

+ Edit Security: Determines if PC-Duo Master user can change the Host security
settings for the selected group.

+ Special Permissions: Indicates a non-standard grouping of permissions.

Click Advanced to specify special permissions and advanced settings; the Advanced
Security Settings window will appear.

In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to assign advanced permissions and click Edit. The
Permission Entry window opens.
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Permission Entry for All Hosts

Object

Mame: |Administrators [AEASdministrators)

Apply anka:

Permizzions: Allow Deny
TTETIOTE T T T o
Clipboard Read Fl
Clipboard ‘white O
Start Recording ]

T ake [nput Control L
Connect for Administration F
Chat O
Remaote Management ¥
Bypass Connection Permission ] ]
Delete Hosgt Fl
Read Permissions ]
Change Permizsions ¥
T ake Dwnership Fl L

Ok ][ Cancel ]

Each advanced permission is treated individually, click Allow or Deny for any of the
following permissions:

@ Visible: Determines if PC-Duo Master user can see Hosts that are in the group. Some
Hosts could be in the group, but not be visible to PC-Duo Master user, if blocked by
individual Host permissions or other group permissions.

@ Connect for Services: Determines if PC-Duo Master user can connect to all Hosts in
the group for Remote Control, File Transfer, and Remote Printing.

€ Remote View: Determines if PC-Duo Master user can view activities of all Hosts in the
group.

€ Input Control: Determines if PC-Duo Master user can control the mouse and keyboard
of all Hosts in the group.

& File Transfer Read: Determines if PC-Duo Master user can transfer a file from the Host
computer to the local computer.

& File Transfer Write: Determines if PC-Duo Master user can transfer a file from the local
computer to the Host computer.
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€ Remote Printing: Determines if PC-Duo Master user can print from an application on
the Host computer to a printer that is accessible from the local computer.

@ Clipboard Read: Determines if PC-Duo Master user can read the contents of the Host
computer clipboard from the Remote Control tab of the PC-Duo Master Remote Desktop
Window.

@ Clipboard Write: Determines if PC-Duo Master user can write contents of the clipboard
to a Host computer application from the Remote Control tab of the PC-Duo Master
Remote Desktop Window.

€ Chat: Determines if a PC-Duo Master user can be added to a private chat room
including the PC-Duo Host user, and any other PC-Duo Master users connected to the
same Host.

€ Remote Management: Determines if a PC-Duo Master user can issue WMI commands
to a PC-Duo Host and process responses via the Remote Management tab in the Master
Remote Desktop Window.

€ Bypass Connection Permission: Determines if a PC-Duo Master user can connect to a
PC-Duo Host without causing the Permission to Connect window to pop-up on the Host
even if it is set to do so.

& Start Recording: Determines if PC-Duo Master user can record activity on any Host in
the group.

€ Take Input Control: Determines if PC-Duo Master user can take control of any Host
computer in the group, from another remote user who has control.

€ Connect for Administration: Determines if PC-Duo Master user can connect to a Host
via the PC-Duo Gateway using the PHSETUP . EXE command line utility.

@ Delete Host: Determines if PC-Duo Master user can delete any Host computer in the
group from the PC-Duo Gateway. This removes all references to the Host, which includes
removing the Host from any group.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Host Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Host Security tab.

€ Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Host Security tab away from another user PC-Duo Master user. If PC-
Duo Master user takes ownership of permissions, the PC-Duo Master user can change
them.

Session security for a group

Configure security for completed recording sessions of any Host in a specific group by
selecting the Session Security tab on the Properties window for that group.

NOTE: The security policies you specify for recorded sessions at the group level are
superseded by any security policy you specify for an individual managed Host.
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All Hosts Properties E] E|

Gerneral | Group Security | Host Secunity | Session Secunty | Hosts

GTCIL,IIZI ar el name::

ﬁi.ﬂ.dministratnrs [&FAdminiztrators]

Add...

FPermiszions Allane Ceny

Full Control # Adminiztration
Play Recorded Session
Delete Session

Edit Security

Special Permizzions

Far zpecial permizsions ar for advanced settings,

click Advanced.

] l [ Cancel

In the Session Security tab, the following tasks can be performed:
4 Click Add to add a user or group for which you will specify permissions.
€ Select a user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the list.

+ Play Recorded Session: Determines if PC-Duo Master user can play sessions
that were recorded on Hosts in this group.

+ Delete Session: Determines if PC-Duo Master user can delete sessions that
were recorded on Hosts in this group.

+ Edit Security: Determines if PC-Duo Master user can change the Session
security settings for the selected group.

+ Special Permissions: Indicates a non-standard grouping of permissions.

Click Advanced to specify special permissions and advanced settings; the Advanced
Security Settings window will appear.
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In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to assign advanced permissions and click Edit. The
Permission Entry window opens.

Permission Entry for All Hosts

Ohject
Mame: | Administratars (A WAdminiztrators]
Apply onto:
Permizszions: Allon Dermy
Yizible

Play Recorded Seszion
Delete Session

Read Pemiszions
Change Permizzions

K EEEEE
OOoOoOoOod

T ake Dwnership

OF. ][ Cancel ]

Each advanced permission is treated individually; you can click Allow or Deny for any of
the following permissions:

@ Visible: Determines if PC-Duo Master user can see sessions that were recorded on
any Host in the group. Sessions are listed on the Sessions tab of the Host properties and
on the bottom half of the Managed Hosts tab of the PC-Duo Master.

€ Play Recorded Session: Determines if PC-Duo Master user can play sessions that
were recorded on Hosts in this group.

& Delete Session: Determines if PC-Duo Master user can delete sessions that were
recorded on Hosts in this group.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Session Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Session Security tab.

124



Gateway Configuration

€ Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Session Security tab away from another user. If PC-Duo Master user
takes ownership of permissions, PC-Duo Master user can change them.

Hosts in a group

View the list of managed Hosts associated with a specific group by selecting the Hosts
tab on the Properties window for that group.

All Hosts Properties

General | Group Security || Host Security || Seszion Security | Hosts |
Host Mame | Type | D etails
Froduction & ateway Whorkstation 1222281116 an [P
0ld Gateway Wiorkstation  122.228.1.22 on 1PN
Wiork, G ateweay Wiorkstation 122228112 on IP
< ?
5 [coes

Manage Hosts

Manage Hosts and their properties using the following commands:
& View Host properties

€ Remove a Host from a Group

€ Remove a Host from Managed Hosts list

¢ Remove a Host from the Gateway
View Host properties
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To view the properties of any Host in a group, double-click on any Host listed in the group
to bring up the Root Properties window

FRONTDESK Properties 7] |

Seszion Secunty I Eroups I Sessions
General I Hoszt 5 ecuriby I Effective Security
Protocal;
Bort: I'I a05
Display Marne: |FFIEINTDESK

Mebwark Addrezs: |1 22128032

Huost key: |w={EID1 ACFRF-4482-4C94-A0BE-7B3FFE 238
Property | Walle | -
M achine FROMTDESE.

Station FROMNTDESE

Platfarm WP

Yerzion

Capabilitiez (= 000003

License

Trial Licenze “our tial period will expire on Sat...

zer abid ||
Iz Running Mo

Lazt Update BSTA2007 5:26:48 Akd

Last Status IIrreachable ll

(] I Cancel Spply | Help |

For more detailed information, see the following topics:
€ “General” to review managed Host connection information.
€ “Host Security” to set security policy for a selected managed Host.

& “Effective Security” to view the net effect of individual and group security policies on a
specific managed Host.

& “Session Security” to view the security policy that is in effect for a recording session
for a specific managed Host.

€ “Sessions” to view a list of completed recording sessions for this managed Host.

€ “Groups” to view the groups to which this managed Host belongs.

Remove a Host from a group

To remove one or more Hosts from any group (but retain the Host(s) as managed Host(s)
in the All Hosts group), select the Host(s) in the group, right-click the selected Host(s) to
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pull up the context menu, and select Remove to remove the Host(s) from the group. The
Gateway will still try to maintain and check status of connections to the Host(s).

Remove a Host from Managed Hosts list

To remove one or more Hosts from the Managed Hosts list, select the Host(s) in any
group (e.g. the All Hosts group), right-click on the selected Host(s) to pull up the context
menu, and select Move to Unmanaged Hosts. The Gateway will no longer try to maintain
and check status of connections to the Host(s).

Remove a Host from the Gateway

To completely remove one or more Hosts from the Gateway, select the Host(s) in any
group (e.g. All Hosts group), right-click to bring up the context menu, and select Delete
from Gateway. This will remove the Host(s) from the group, as well as any other groups
(including the All Hosts group) to which the Host(s) belonged. The Host(s) will also be
removed from the Unmanaged Hosts list.

NOTE: If the selected Hosts are still configured to report to the PC-Duo Gateway, they
will continue to do so until the Gateway entry is removed from their Gateways tab, and
may quickly reappear in the Unmanaged Hosts list.

General properties

View address, protocol, and port information for a specific managed Host by selecting the
General tab on the Properties window for that Host.
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FRONTDESK Properties 7] |

Seszion Securty I Groups I Seszion:
General I Host 5ecurity I Effective Security
Eratacal: TCFAP
Port: |1 ) lia]
Dizplay Mame: IFFEEINTDESK

Hetwork Address: I'I 22128.0.32

Host key: |w={EID'I ACYEF-4442-4C34-ADEBS-FESFFEZ3E
Property | W alle | -
M achine FROMTDESE.

Station FROMTDESE.

Platfarm Wi

Yersion

Capabilities (= 000003

Licensze

Trial License 'our trial period will expire on Sat...

User abcd [
Iz Runring Mo

Lazt Update BATA2007 5:26:48 Akd

Last Statuz nreachable j

k. I Cancel Smply | Help |

NOTE: The workstation’s Host key will be needed to connect to a Host through a PC-Duo
Gateway from the PC-Duo Master command line. See the PC-Duo Master Guide for
more information.

Host security

Set security permissions for access to a specific managed Host by editing the Host
Security tab on the Properties window for that Host.. Select any Host under Managed
Hosts in the Gateway Administrator navigation tree, right click on the Host and select
Properties from the context menu. Now select the Host Security tab to create/edit
permissions to this Host for specific (Master) users or groups of users (e.g.
Administrators group).

NOTE: The security policy you specify for a specific Host will take precedence over any
security policy you specify for group that includes that specific Host (see Host security for
a group for more information).
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FRONTDESK Properties 7] |

Seszion Securty | Groups I Seszion:

General Hozt S ecuriby

Effective Security

Group or user names:

ﬁ Dramain Uzers [OFFICE D omain L sers]

ﬁ Gateway zervice account [FemoteControlz atewayizoffice. com)

Add... | Bemove |

Pemizzions for &dminiztrators Al Deny

Full Cantrol # Adrminiztration
Full ger

Remate Control

Wigw Only

File Transfer

K E EE K E
OO00O0OOo0o

Remate Admimstratian

[
Advanced |

For zpecial permizzions or for advanced settings,
click Advanced.

k. I Cancel Smply | Help

In the Host Security tab, the following tasks can be performed:

4 Click Add to add a user or group for which you will specify permissions.

@ Select a user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the Advanced list.

+ Full User: Includes every permission in the Advanced list except the permission

to delete a Host from the PC-Duo Gateway.

+ Remote Control: Includes permission to connect to a Host and control it via the

keyboard and mouse.

+ View Only: Includes permission to connect to a Host but not to control it.

+ File Transfer: Includes permission to transfer files to and from a Host, but does

not include permission to view or control the Host.

+ Remote Administration: Includes permission to connect to a Host via the PC-
Duo Gateway using the PHSETUP.EXE command line utility.

+ Edit Security: Determines if PC-Duo Master user can change the security

settings for the selected Host.
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+ Special Permissions: Indicates a hon-standard grouping of permissions.

Click Advanced to specify special permissions and advanced settings; the Advanced
Security Settings window will appear.

In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to assign advanced permissions and click Edit. The
Permission Entry window opens.

Permission Entry for All Hosts |

wm|

Hame: I.-’-'-.dministratu:urs [SUPPORT “dministratar Change... |

Apply onbo; |This object only j

Permizzions: Aflone Dery
PTEIAE T Ty

Clipboard Read
Cliphoard Yrite
Start Becording

=]

T ake [nput Control

Connect for Administration
Chat

Remate Management

Bypazs Connection Permizsion
Delete Host

R ead Permizzions

Change Permizzions

-

Clear All |
k. I Cancel |

HEREEOREEEREEE
O00O00O00O00000000C

T ake Ownership

Each advanced permission is treated individually; you can click Allow or Deny for any
permission in the list. These permissions apply to the selected managed Host only.

@ Visible: Determines if PC-Duo Master user can see this Host. Some Hosts may not
otherwise be visible to PC-Duo Master user if blocked by permissions at the group level.

€ Connect for Services: Determines if PC-Duo Master user can connect to all Hosts for
Remote Control, File Transfer, and Remote Printing.

€ Remote View: Determines if PC-Duo Master user can view activities of all Hosts.

4 Input Control: Determines if PC-Duo Master user can control the mouse and keyboard
of all Hosts.
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& File Transfer Read: Determines if PC-Duo Master user can transfer a file from the Host
to the local computer.

& File Transfer Write: Determines if PC-Duo Master user can transfer a file from the local
computer to the Host.

€ Remote Printing: Determines if PC-Duo Master user can print from an application on
the Host to a printer that is accessible from the local computer.

@ Clipboard Read: Determines if PC-Duo Master user can read the contents of the Host
clipboard from the Remote Control tab of the PC-Duo Master Remote Desktop Window.

@ Clipboard Write: Determines if PC-Duo Master user can write contents of the clipboard
to a Host application from the Remote Control tab of the PC-Duo Master Remote
Desktop Window.

€ Chat: Determines if a PC-Duo Master user can be added to a private chat room
including the PC-Duo Host user, and any other PC-Duo Master users connected to the
same Host.

€ Remote Management: Determines if a PC-Duo Master user can issue WMI commands
to a PC-Duo Host and process responses via the Remote Management tab in the Master
Remote Desktop Window.

€ Bypass Connection Permission: Determines if a PC-Duo Master user can connect to a
PC-Duo Host without causing the Permission to Connect window to pop-up on the Host
even if it is set to do so.

@ Start Recording: Determines if PC-Duo Master user can record activity on any Host.

€ Take Input Control: Determines if PC-Duo Master user can take control of any Host,
from another remote user who has control.

€@ Connect for Administration: Determines if PC-Duo Master user can connect to a Host
so PC-Duo Master user can view or modify PC-Duo Host settings.

@ Delete Host: Determines if PC-Duo Master user can delete any Host from the PC-Duo
Gateway. This removes all references to the Host.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Host Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Host Security tab.

€ Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Host Security tab away from another user. If PC-Duo Master user take
ownership of permissions, PC-Duo Master user can change them.

NOTE: This managed Host security feature can be used to override any managed Host
security features you set at the group level.

Effective security

View the net effect of any individual and/or group security policies for a specific managed
Host by selecting the Effective Security tab on the Properties window for that Host..
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FRONTDESK Properties 7] |

Seszion Securty I Groups | Seszion: |
General I Huost S ecurity Effective Security

Group or user names:

ﬁ Dramain Uzers [OFFICE D omain L sers]
ﬁ Gateway zervice account [FemoteControlz atewayizoffice. com)

Bddl.

Bemove |

For zpecial permizzions or for advanced settings, Advanced |
click Advanced. =
k. I Cancel Smply | Help |

Pemizzions for &dminiztrators Al Deny

Full Cantrol # Adrminiztration
Full ger

Remate Control

Wigw Only

File Transfer

E EEEEE
OO00O0O0O0O

Remate Admimstratian

Click Advanced to view special permissions and advanced settings; the Advanced
Security Settings window will appear.

In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to view advanced permissions and click View. The
Permission Entry window opens.

NOTE: Only View option is available, since Effective Security calculates the combined
net effect of any individual and group security policies applicable to this Host.
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Permission Entry for SUPPORT |

wm|
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Clipboard Read
Clipboard Yrite
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-
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# Visible: Determines if PC-Duo Master user can see this Host. Some Hosts may not
otherwise be visible to PC-Duo Master user if blocked by permissions at the group level.

@ Connect for Services: Determines if PC-Duo Master user can connect to all Hosts for
Remote Control, File Transfer, and Remote Printing.

€ Remote View: Determines if PC-Duo Master user can view activities of all Hosts.

4 Input Control: Determines if PC-Duo Master user can control the mouse and keyboard
of all Hosts.

@ File Transfer Read: Determines if PC-Duo Master user can transfer a file from the Host
to the local computer.

& File Transfer Write: Determines if PC-Duo Master user can transfer a file from the local
computer to the Host.

€ Remote Printing: Determines if PC-Duo Master user can print from an application on
the Host to a printer that is accessible from the local computer.

@ Clipboard Read: Determines if PC-Duo Master user can read the contents of the Host
clipboard from the Remote Control tab of the PC-Duo Master Remote Desktop Window.

@ Clipboard Write: Determines if PC-Duo Master user can write contents of the clipboard
to a Host application from the Remote Control tab of the PC-Duo Master Remote
Desktop Window.
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€ Chat: Determines if a PC-Duo Master user can be added to a private chat room
including the PC-Duo Host user, and any other PC-Duo Master users connected to the
same Host.

€ Remote Management: Determines if a PC-Duo Master user can issue WMI commands
to a PC-Duo Host and process responses via the Remote Management tab in the Master
Remote Desktop Window.

€ Bypass Connection Permission: Determines if a PC-Duo Master user can connect to a
PC-Duo Host without causing the Permission to Connect window to pop-up on the Host
even if it is set to do so.

€ Start Recording: Determines if PC-Duo Master user can record activity on any Host.

€ Take Input Control: Determines if PC-Duo Master user can take control of any Host,
from another remote user who has control.

€ Connect for Administration: Determines if PC-Duo Master user can connect to a Host
so PC-Duo Master user can view or modify PC-Duo Host settings.

@ Delete Host: Determines if PC-Duo Master user can delete any Host from the PC-Duo
Gateway. This removes all references to the Host.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Host Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Host Security tab.

€ Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Host Security tab away from another user. If PC-Duo Master user take
ownership of permissions, PC-Duo Master user can change them.

How effective security is calculated

Effective security for an individual managed Host is calculated by the Gateway by
sequentially applying the following configurable security policies:

# “Host security” for an individual managed Host
€ “Host security for a group”

Because effective security is calculated by the Gateway, it is not editable. However, since
the calculation of the effective security for a managed Host depends on configurable
security settings, by modifying these settings you can effect change to the managed Host
effective security.

Gateway computes effective security in one of two ways, depending on your Gateway
management options:

€ When user-based managed Host management is not enabled, the security of the
remote machine is considered only. The security is calculated using the following
sequence:

1 The individual managed Host security policy is applied first.

2 The group security policy for any group to which the managed Host belongs is applied
next.

In each case, denied access to features takes precedence over allowed access.

€ When user-based managed Host management is enabled, the security of both the
user (logged-in user at the console of the remote machine) and the remote machine is
considered. The security is calculated using the following sequence:
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1 The user-specific security policy is applied first.
2 The group security policy for any group to which the user belongs is applied next.
3 The remote machine security policy is applied next.

4 The group security policy for any group to which the remote machine belongs is
applied last.

For each security policy, denied access to features takes precedence over allowed
access.

Effective security and managed Host group security policies
When applying a security policy to a group of managed Hosts, note the following:

€ Every managed Host belongs to the All Hosts group. When you configure Host
Security for the All Hosts group, the security policy applies to all managed Hosts. The
default access and control policy allows domain Administrators full control to all managed
Hosts.

4 Create any number of groups, and assign Gateway Hosts to them. You may want to
use groups to locate specific managed Hosts easily, or to group them in logical ways.
Additionally, when you assign access rights at the group level, you can assign the same
security policy to a group of related managed Hosts.

€ Assigh managed Hosts to one or more groups. Group security policies that you assign
are aggregated in the effective security calculation, with all group-level deny-type rules
taking precedence over allow-type rules. Consequently, the group security contribution to
the effective security of a managed Host is calculated using all of the group managed
Host policies obtained from all of the groups to which the managed Host belongs.

Session security

Configure security for completed recording sessions of a specific Host by selecting the
Session Security tab on the Properties window for that Host.

NOTE: The security features described in this section are identical to those described in
“Session security for a group”, except that in this case they apply only to the selected
managed Host.
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FRONTDESK Properties 7] |

General | Hozt Security I E ffective Security
Sezzion Security | Groups I Sezsiong

Group or user names:

Add... | Bemove |

Pemizzions for &dminiztrators Al Deny

Full Cantrol # Adrminiztration
Play Recorded Seszion
Delete Sezzion

Edit Security

Special Permizsions

For zpecial permizzions or for advanced settings, Advanced |
click Advanced. =
k. I Cancel Smply | Help |

00X E K E
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In the Session Security tab, the following tasks can be performed:
4 Click Add to add a user or group for which you will specify permissions.
@ Select a user or group that has permissions and click Remove to remove it.

@ Select a user or group and click Allow or Deny for the list of Permissions, each of
which is a common grouping of individual permissions. The individual permissions can be
seen on the Advanced page. The following common groupings exist:

+ Full Control/Administration: Includes every permission in the Advanced list.

+ Play Recorded Session: Determines if PC-Duo Master user can play sessions
that were recorded on this Host.

+ Delete Session: Determines if PC-Duo Master user can delete sessions that
were recorded on this Host.

+ Edit Security: Determines if PC-Duo Master user can change the Session
security settings for the selected Host.

+ Special Permissions: Indicates a hon-standard grouping of permissions.

Click Advanced to specify special permissions and advanced settings; the Advanced
Security Settings window will appear.
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In the Permissions tab of the Advanced Security Settings window, select a user or group
of users for which you want to assign advanced permissions and click Edit. The
Permission Entry window opens.

Permission Entry for All Hosts E |

wm|

Apply ornbo; IThis ohject anly j

Permizzionz: Al Deny
Yizible
Play Recorded Seszion

Delete Session
Fead Pemizzions
Change Permigzions
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OO00OOooo

T ake Dwnership

Clear Al |
k. I Cancel |

Each advanced permission is treated individually; click Allow or Deny for any permission
in the list. These permissions apply to the selected managed Host only.

& Visible: Determines if PC-Duo Master user can see sessions that were recorded on
this Host. Sessions are listed on the Sessions tab of the Host properties and on the
bottom half of the Managed Hosts tab of the PC-Duo Master.

€ Play Recorded Session: Determines if PC-Duo Master user can play sessions that
were recorded on this Host.

& Delete Session: Determines if PC-Duo Master user can delete sessions that were
recorded on this Host.

€ Read Permissions: Determines if PC-Duo Master user can read permissions in the
Session Security tab.

€ Change Permissions: Determines if PC-Duo Master user can allow or deny
permissions in the Session Security tab.
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& Take Ownership: Determines if PC-Duo Master user can take ownership of
permissions in the Session Security tab away from another user. If PC-Duo Master user
takes ownership of permissions, PC-Duo Master user can change them.

Sessions

View a list of completed recording sessions for a specific Host by selecting Sessions tab
on the Properties window for that Host.

For each session, the following information is provided:

€ Session Name—Displays the Host name on which the session was recorded, followed
by the date and time of the recording.

& Start Time—Displays the time the recording began.

@ Duration—Displays the length of the recording.

FRONTDESK Properties K |

General I Host Security I Effective Security |
Sezzion Securiby I Groups Sessions
Sezzion Mame | Start Time | Diuratian |
[ielete | Froperties |
] I Cancel | Amply | Help

In the Sessions tab, the following tasks can be performed:
@ Click Delete to delete the session from the PC-Duo Gateway.

@ Click Properties to view the session properties:
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Session Properties | x| |

General I Effective Security I

— ateway Recarding
Start Time:
Divratiorn:
Workztation 10
Uzer:

Becording Key:
Filename:
Size [Bytes]:

Started By:

|3anun?

I{EH 8F1424-7555-4306-BFBE-5C1 CYEE1A922

I.-'-‘-.dministratu:ur

I‘EEIIZ?EEIBEE-ED FC-41148-41FF-4B 3CEDBESCO

II::"uF'rngram FilezProzy Metworkss\Prosy Gate

|1225?425?

IF'H O YMETWORKS g

| (] I Cancel Smply

+ Start Time - Displays the time the recording began.

+ Duration - Displays the length of the recording.

+ Workstation ID - Displays the unique identifier for the copy of PC-Duo Host that
is installed on the machine.

+ User - Displays the name of the user who was logged into the Host computer
when the session was recorded.

+ Recording Key - Displays the unique identifier for the recording in the system.

+ Filename - Displays the full path and name of the recording on the PC-Duo
Gateway. The default name of a recording is the Host name, followed by the start
date and time. Each element in the name is separated by a hyphen and . Prx
Rec is the file extension. For example, the following recording was made on a
Host named Dodge and it began on November 22, 2005 at 10:53:41.:

DODGE-2005-11-22-10-53-41.PrxRec

+ Size (Bytes) - Displays the size of the recorded session.

+ Started By - Displays the name of the user who was logged into PC-Duo
Master and recorded the screen activity.
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Groups

View all of the groups to which a managed Host belongs from the Groups tab on the
Properties window for that Host.

FRONTDESK Properties 2] |

General I Huost Security | E ffective Security
Seszion Securty Groups I Seszion:

Group M ame | Dezcription |

AllHostz Systemn Group

k. I Cancel Smply Help
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Terminal Services group

A group called "Terminal Services on <ServerName>" appears when Hosts running in
Terminal Services sessions on the Terminal Services server called <ServerName> are
configured to report to the Gateway. This group only appears if there is at least one TS
session Host reporting to the Gateway. All TS session Hosts that report to this Gateway
will automatically be added to this group as well as to the All Hosts group.

+ PROXY Pro Gateway Administrator f|E|§|
@ File  Action Wiew ‘Window Help — =] %]
e = @@ e X B @

(3 Qualicy Assurance # || Host Name Type Address Protocal User

(1 Sales (=) INTEGRATION dv on INTEGRATION  Workstation 192.168.1,87  UDP[IPon Ox.. dv

Recordings on INTEGRATION ‘Workskation internal

[0 Svstem d s I

[ TESTZ

[ TESTS

[ TEST4

[C] Terminal Services Recordings
[:I Terminal Services on BEACON
Y&} Terminal Services on INTEGRATI
[:l Transient YOI Hosts
(£ Unmanaged Hosts
[ grouptest1Ads
[Z1 Unmanaged Hosts
[0 Active Status ¥

In the example above, there are two Terminal Services groups corresponding to two
different Terminal Services servers (BEACON, INTEGRATION). The Terminal Services
group for the TS server on INTEGRATION has one Host reporting to it.

Note: If there are any completed recordings for any Hosts in a Terminal Services group,
they are stored under a special "internal” Host called "Recordings on <ServerName>". In
this way, the Gateway can keep recordings organized by TS server.

Transient VDI Hosts group

A group called "Transient VDI Hosts" appears when virtual desktops are created using
virtual desktop templates which include the VDI Host, and are configured to report to the
Gateway. This group only appears if there is at least one VDI Host reporting to the
Gateway. All VDI Hosts that report to this Gateway will automatically be added to this
group as well as to the All Hosts group.
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+3 PROXY Pro Gateway Administirator |'-_||'E|g|
@ File  Action  Wiew ‘Window  Help ;IilJ
& | E| B

[ Quality Assurance # ||| Host Mame Type Address Protocal User

(0 sales = pmapLE_vor Workstation 192.168.1,117  LDPJIP on 1505  Administ

(3 system QRecnrdings of Transient YDI Hosts ‘Workskation inkernal

[ TESTZ

[ TESTS

[ TEST4

[ Terminal Services Recordings
D Terminal Services on BEACON
D Terminal Services on INTEGRATIC
23 Transient YOI Hosts
[ Unmanaged Hosts
[:l grouptest1AAn
[Z3 Urmanaged Hosts
[0 Active Status v
£ | & s ¥

In the example above, there is one VDI Host called “MAPLE_VDI” reporting to the
Gateway.

Note: If there are any completed recordings for any VDI Hosts, they are stored under a
special "internal” Host called "Recordings of Transient VDI Hosts". In this way, the
Gateway can keep recordings of all VDI Hosts in one place.

System group

A group special group named System under Managed Hosts contains a set of ‘virtual
Hosts you can connect to with PC-Duo Master to view some administrative data. None of
the managed Hosts are contained in this group. This group or the Hosts within it can be

deleted, but you can set the security for the group and its Hosts just as you would for any
other group of Hosts.
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«ZL PROXY Pro Master M=l E3

Jg:-nnectin:nn Wiew Gateway Ophions Goka Help
| w9
Gateway Hosts

Gakeway: ||.;..;a| j manage...l
Group; ISystem j Refresh I

D D L=o-
[ TR

E Connected to local via UDRSIF on

Display Mame | Lser | Skation | Machine | Pratacal | Met, .. |
Gatewa';.-' Server "At-A-Glance' Gateway Server \Ak-f...  wirtual internal &L,
Gateway Server Performance Gateway Server Perfo...  wirtual internal G,

Peer-to-Peer Hosts hﬁatewag Hosts .f{l. Active Connections h History h Faworites }'l. Cyeling Monitar Haosts

2 Hosts, 0 selected v

View statistics of the PC-Duo Gateway by connecting to either of these virtual Hosts from your
Master:

& "Gateway Server 'At-A-Glance™

¢ "Gateway Server Performance"

Gateway Server 'At-A-Glance’

Gateway Server At-A-Glance provides some server-specific statistics when you connect to
it in the Systems Group on the Managed Hosts tab of the PC-Duo Master window.
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= =10 x|
ol

nneckion  Edit  Wiew OQptions Goto Help

HFPEEH D B E | @ &t = | &

Eroxy Gateway Server 'At-A-Glance’ 18-Jan-2012 17:16:51
Gateway Server Process Activity (ProcessID 1688) uptime = 3 days 12:34:11

Software version vB.0.0.1809
Station NHame

Haximum # managed workstations
Maximum # Host for Terminal Services

concurrent wusers (AdminsMaster-Personal)
managed workstations

managed Host for Terminal Services
managed users

unnanaged workstations + users

Active Gatewauy Data Services connections
Active Master Commection ZBervices commections
Active Host commections

fActive Recording commections

Active Reversze Comnmections

Host commections waiting status processing
Hozstz queued for status polling

Hostz discovered wia polling

Hostsz contacted for status (total ~ updated)
inbound Host status reports (total ~ failed)
outbhound Host status reports (total ~ failed)
inbound commections to Gateway (total ~ failed)
outbound commections to Hostz (total ~ failed)
unauthenticated failurez (inbound ~ reversze)
Remote Control Fila Transfer Rernate Printing Rermate Managernent

#
I
#
I
i
i
I
I
I
I
I
I
I
I
I
I
I
I
It

For Help, press Fi

Gateway Server Performance

Gateway Server Performance Monitor provides some process-specific statistics when you
connect to it in the Systems Group on the Gateway Hosts tab of the PC-Duo Master
window.
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~a Gateway Server Performance via SUPPORT - PROXY Pro Master Connection =] E3

Jg:::nnecti::un Edit Wiew Options Goko Help

X EEIG [BEOjssb [vea s g

Proxy Gateway Server Performance Monitor 18-Jan-2012 17:23 N
Overall System Activity uptine = 3 days 12:43:

Syztem: ## Processes ~ #f Threads ............. . vnn.

Processor(l): » Processor Time ..........cccciennnnnnnns
Processor(Z2). ¥ Processor Time .............c¢ccerrnn.

HNetwork(Broadcom MetXtreme ). KBrs=zec Recd-Sent

Physical Disk (0 C: D:): Disk (Queue Length ........

Gateway Server Process Activity (ProcessID = 1688) uptine =

¥ Proceszor Time ............0icinenns
Handle Count ........... ... . ... .. .c.....
Thread Count ........... ... innn.

Working Set (KB) ...................... 48156 KB
Private Bytes (KB) .................... 44776 KB (of 2097152
Virtual Bytes (KB .................... 277360 KB (of 2097152
4 3
r\Remute Control ;{. File Transfar h Femote Printing h Remate Management {'
For Help, press F1 ;
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Unmanaged Hosts

Unless the default settings for a PC-Duo Gateway are modified, all managed Hosts that
are configured to report to a PC-Duo Gateway are initially listed under Unmanaged Hosts.

+3 PROXY Pro Gateway Administrator |Z||E|fz|
@ File  Action  Yiew  wWindow  Help

& & | | B R @

@ Femoke Cantrol Gakeway Servers Hask Mame Type
= g Local Gateway
=7 Gateway Server Settings There are no ikemns to shaw in this view,

[C1] ceneral Settings
(23 Palling For Hosks
(L] ateway Security
[L7] Managed Hosts
5] Unmanaged Hosts
[ Active Status
g hoover

| #
| W

PC-Duo Gateway cannot be used to control access to any unmanaged managed Hosts.
Hosts must first be moved from Unmanaged Hosts to Managed Hosts.

To add one or more managed Hosts from Unmanaged Hosts to Managed Hosts, right-click
the selected group of managed Hosts, and select Move to All Hosts. See “All Hosts
group” for more information on configuring managed Gateway Hosts.

To remove one or more managed Hosts from Unmanaged Hosts, right-click the selected
group of managed Hosts, and select Delete from Gateway.

To configure PC-Duo Gateway to automatically add any newly discovered Hosts to
Managed Hosts, select this option on the General tab (see “General”).
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Active Status

View the status of the following types of active operations in the Active Status folder:

<3 PROXY Pro Gateway Administrator, ['-_I ['E|E|
@ File  Action  Views  Window  Help ;lilJ
& B
@ Remote Control Gateway Servers Mame Description
=] EI Local Gateway ) [dactive Users Users currently connected For all Gakeway Services, including a
= Gateway Server.Settlngs [Dactive Gateway Data Services Applications connected For Gateway Data Services, including ac
% Gell;era; Settings [[Active Master Connection Services  Masters connected For services like Remote Control, File Transf
= Znat:iairSHeiztisty [Cdactive Hasts Hosts connected For services like Remote Control, File Transfer
(£ Managed Hasts [Dactive Recordings Gakeway recordings of Host screen data
&3 Unmanaged Hasts [dRreverse Cannectians Hosts connected For services like status updates and Firewall-fr
B3 Active Status [CdPending Host Stakus Lpdates Hosts either connected For or waiting For status updates
[:l Ackive Users
[:l Active Gateway Data Services
[:l Active Master Connection Services
[C Active Hosks
(L Active Recordings
[:l Rewverse Connections
[Z3 Pending Host Status Updates
@ hioover < >

“Active Users”

“Active Gateway Data Services”
“Active Master Connection Services”
“Active Hosts”

“Active Recordings”

“Reverse Connections”

* 6 6 O O 0 o

“Pending Host Status Updates”

Active Users

This folder shows a list of all the user accounts currently connected to the PC-Duo
Gateway for services, including administration and remote desktops.

Active Gateway Data Services

This folder shows a list of all the PC-Duo applications currently connected to the PC-Duo
Gateway for services, including PC-Duo Web Console, PC-Duo Gateway Administrator,
PC-Duo Master.

Active Master Connection Services
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This folder shows a list of all the PC-Duo Master users with active remote desktop
windows to Hosts open through the PC-Duo Gateway.

Active Hosts

This folder shows a list of all the PC-Duo Hosts that have one or more remote desktop
windows open through the PC-Duo Gateway.

Active Recordings

This folder shows a list of all the PC-Duo Hosts that are currently being recorded through
the PC-Duo Gateway.

Reverse Connections
This folder shows a list of all the PC-Duo Hosts that are currently using reverse

connections to communicate with the PC-Duo Gateway Server.

Pending Host Status Updates

This folder shows a list of all the PC-Duo Hosts that are waiting for status updates.
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Help
Get help on PC-Duo Gateway Administrator in any of the following ways:

€ Select Help > Help on PC-Duo Gateway Administrator to display the help topics for this
product.

€ Right-click any node or item in the PC-Duo Gateway Administrator window and select
Help. Help for the selected item displays.

@ Press F1 on your keyboard when you have selected any node or item in the PC-Duo
Gateway Administrator window to display Help for the selected item.

About PC-Duo Gateway

You can check the version number of the PC-Duo Gateway software you are running by
selecting Help > About PC-Duo Gateway Administrator... from the Help menu. The
following popup window with the version number will appear:

About PROZY Pro Gateway Adminis x|

@ PRIOXEY Pro Gateway Administrakor
Prowy Metworks, Inc,

VMersion: 8,10.0,2243

PRO®Y Pro Gateway Sdminiskrator
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Use this appendix as a reference to look up PC-Duo Gateway event messages that may
appear in the System Event Viewer or PC-Duo Gateway log file, depending on your
Gateway Audit Log settings.

& Startup, Shutdown, and Failure Messages (100-199)
Polling and Host Status Update Messages (200-299)
General Information and Failures Messages (300-799)
Connects, Disconnects, and Attempts Messages (800-999)
Gateway Messages (1000-1999)

Host Messages (2000-2999)

Settings Messages (3000-3999)

Group Messages (4000-4999)

Session Messages (5000-5999)

Operation Messages (6000-6999)

L 2K JEE JEE JEE JEE JEE JEE JER 2

Startup, Shutdown, and Failure Messages (100-199)

Message ID Message Description

PC-Duo Gateway service started

100 successfully.

101 PC-Duo Gateway service is stopping.

102 PC-Duo Gateway service stopped
successfully.

103 PC-Duo Gateway service is exiting
unexpectedly (error code:[ERROR]).
An unexpected error ([ERROR]) occurred in

104 the PC-Duo Gateway service: [ PROGRAM

LOCATION]

The PC-Duo Gateway could not start
105 because the required file PGSVC.MDB was
missing or damaged.

“No valid license was found.” or “Your trial

106 period expired on [DATE].”

The PC-Duo Gateway Server could not start
107 because an error ([ERROR]) occurred
accessing the registry key: [LOCATION]

The PC-Duo Gateway Server could not start
108 because an error ([ERROR]) occurred
accessing the data directory: [LOCATION]




109
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The PC-Duo Gateway Server could not start
because an error ([JERROR]) occurred
accessing the recording directory:
[LocATION]

110

The PC-Duo Gateway Server could not start
because an error ([ERROR]) occurred
accessing the audit log directory:
[LOCATION]

111

The Gateway Server could not start because
an error ([ERROR]) occurred reading the
settings: [INFO]

Polling and Host Status Update Messages (200-299)

Message ID Message Description
200 Started polling [PROTOCOL] at [ADDRESS]
(count [NUMBER], O=broadcast)
201 Completed polling [PROTOCOL], starting at
[ADDRESS] (count [NUMBER], O=broadcast)
Contacted Host [STATION] at [ADDRESS]
202
for status update.
Host [STATION] at [ADDRESS] advised
203
Gateway of status change.
New workstation [STATION]
204 ([WORKSTATIONID]) discovered and added
to database.
205 New user [USERNAME] discovered and
added to database.
Gateway failed to contact Host [STATION] at
206 [ADDRESS] to obtain status update (error
code:[ERROR]).
Gateway noted Host [STATION]
207 ([WORKSTATIONID]) settings CRC has
changed.
208 Reverse connection established to Host
[STATION] at [ADDRESS].
Reverse connection to Host [STATION] at
209 [ADDRESS] was closed (status code:
[ERROR]).
Host reported with duplicate GUID
210 [HOSTID]. Station name [STATION],

machine name [MACHINE], address
[ADDRESS] .

General Information and Failures Messages (300-699)
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Message ID Message Description

Gateway noted failure attempt to authenticate
300 for Master services for [SERVICE] (error
code:[ERROR]).

Gateway noted failure attempt to authenticate
301 for Admin services from [ADDRESS] via
[PROTOCOL] (error code:[ERROR]).

Gateway noted failure attempt to authenticate
302 for Admin services from [ADDRESS] via
[PROTOCOL] (error code:[ERROR]).

Gateway noted failure attempt to authenticate
303 reverse connection from [ADDRESS] via
[PROTOCOL] (error code:[ERROR]).

Gateway noted failure attempt to authenticate
for Host Status update services from

304 [ADDRESS] via [PROTOCOL] (error
code:[ERROR]).

305 Gateway noted network address list change.

306 Gateway periodic tasks started deleting old
log files from [DIRECTORY].
Gateway periodic tasks found [NUMBER] log

307 filesin [DIRECTORY] and deleted
[NUMBER] .

308 Gateway periodic tasks started deleting old

recordings for “Users” or “Workstations”.

Gateway periodic tasks found [NUMBER]
309 hosts (“Users” or “Workstations”) and deleted
[NUMBER] sessions.

Gateway periodic tasks started compacting

310 database.
Gateway periodic tasks finished compacting
311
database.
312 Gateway periodic tasks started deleting old
Hosts from [DATASET].
313 Gateway periodic tasks deleted [NUMBER]

Hosts from [DATASET].

Licensing Messages (700-799)

Message ID Message Description

Connection [APPID] administration access
was denied due to license limitation.
Connection was attempted by

[USERNAME] at address [ADDRESS].

700
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Connection [APPID] administration access
was denied due to license limitation.
Maximum licensed number of

[CATEGORY] users was [COUNT].

Connection was attempted by [USERNAME]
at address [ADDRESS].

701

Connection [APPID] was denied input control
of Host [STATION] ((WORKSTATIONID]) due
to license limitation.

Connection was opened by [USERNAME] at
address [ADDRESS].

Connection [APPID] was denied input control
of Host [STATION] ((WORKSTATIONID]) due
to license limitation.

Maximum licensed number of [CATEGORY]
users was [COUNT]. Connection was opened
by [USERNAME] at address

[ADDRESS].

702

Connection [APPID] administration access
was limited due to license limitation.
Maximum licensed number of

[CATEGORY] users was [COUNT].

Connection was opened by [USERNAME] at
address [ADDRESS].

Connects, Disconnects, and Attempts Messages (800-999)

Message ID

Message Description

800

Connection [APPID] opened administration
connection. Connection was opened by
[USERNAME] at address [ADDRESS].

801

Connection [APPID] for administration was
closed. Connection was opened by
[USERNAME] at address [ADDRESS].

802

Connection [APPID] administration access
was denied. Required rights [RIGHTS].
Connection was attempted by [USERNAME] at
address [ADDRESS].

810

Connection [APPID] was opened for Master
services using [SERVICE]. Connection was
opened by [USERNAME] at address
[ADDRESS].

811

Connection [APPID] for Master services
using [SERVICE] has been closed.
Connection was opened by [USERNAME] at
address [ADDRESS].

812

Connection [APPID] for Master services was
denied to [USERNAME] at address
[ADDRESS]. Required rights [RIGHTS].
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820

Connection [APPID] established to Host
[STATION] at [ADDRESS] for [SERVICE].
Connection was opened by [USERNAME] at
address [ADDRESS].

821

Connection [APPID] closed connection to
Host [STATION] at [ADDRESS] for
[SERVICE]. Connection was opened by
[USERNAME] at address [ADDRESS].

822

Connection [APPID] was denied access to
Host [STATION] ([WORKSTATIONID]) for
[SERVICE]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

823

Connection [APPID] was granted access to
Host [STATION] ([WORKSTATIONID]) for
[SERVICE]. Connection was opened by
[USERNAME] at address [ADDRESS].

824

Connection [APPID] attempted connection to
recently managed/unmanaged Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

826

Failed to connect to Host [STATION] at
[ADDRESS] using [SERVICE] (error
code:[ERROR]).

827

Failed to connect to Host [STATION]
([WORKSTATIONID]) for [SERVICE] (error
code:[ERROR]). Attempted by [USERNAME] at
address [ADDRESS].

832

Connection [APPID] was denied permission
to start recording of Host [ STATION]
([WORKSTATIONID] ). Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

833

Connection [APPID] started recording of
Host [STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

834

Connection [APPID] canceled recording
[SESSIONID] of Host [WORKSTATIONKEY].
Connection was opened by [USERNAME] at
address [ADDRESS].

835

Connection [APPID] was denied access to
stop recording [SESSIONID] of Host
[WORKSTATIONKEY]. Connection was
opened by [USERNAME] at address
[ADDRESS].
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Connection [APPID] was denied access to
Recorded Session [SESSIONID]
([WORKSTATIONID] on [DATE]) for
[DURATION]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

843

Connection [APPID] was granted access to
Recorded Session [SESSIONID]
([WORKSTATIONID] on [DATE]) for
[DURATION]. Connection was opened by
[USERNAME] at address [ADDRESS].

850

Established recording file [FILENAME] for
Host [WORKSTATIONID]

851

Closed recording file [FILENAME] for Host
[WORKSTATIONID]

859

Recording [FILENAME] of Host
[WORKSTATIONID] is receiving data from the
Host

Gateway Messages (1000-1999)

Message ID

Message Description

1000

Connection [APPID] sent IPC to client
[ACTIVECLIENTID]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1001

Connection [APPID] denied IPC to client
[ACTIVECLIENTID]. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1006

Connection [APPID] reordered groups.
Connection was opened by [USERNAME] at
address [ADDRESS].

1007

Connection [APPID] denied group reorder.
Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1008

Connection [APPID] deleted (closed) admin
connection to [WORKSTATIONID].
Connection was opened by [USERNAME] at
address [ADDRESS].

1009

Connection [APPID] denied delete of admin
connection to [WORKSTATIONID]. Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].
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Connection [APPID] identified admin
connection as [APPNAME]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1010

Connection [APPID] denied identification of
admin connection as [APPNAME ] . Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1011

Connection [APPID] queried (read) admin
connection to [WORKSTATIONID].
Connection was opened by [USERNAME] at
address [ADDRESS].

1012

Connection [APPID] denied query of admin

connection to [WORKSTATIONID]. Required

rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1013

Connection [APPID] created Group
[GROUPNAME] ([GROUPID]). Connection
was opened by [USERNAME] at address
[ADDRESS].

1014

Connection [APPID] denied create of Group
[GROUPNAME] ([GROUPID] ). Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1015

Connection [APPID] managed Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME ] at
address [ADDRESS].

1016

Connection [APPID] denied right to manage
Host [STATION] ([WORKSTATIONID]).

1017 Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

Connection [APPID] unmanaged Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

1018

Connection [APPID] denied right to
unmanage Host [STATION]

1019 ([WORKSTATIONID]) . Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] created Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

1020
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Connection [APPID] denied right to create
Host [STATION] ([WORKSTATIONID]).
Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1022

Connection [APPID] disconnected Master

[USERNAME] authenticated as [USERNAME ]
at [ADDRESS]. Connection was opened by

[USERNAME] at address [ADDRESS].

1023

Connection [APPID] denied right to
disconnect Master [USERNAME ] authenticated
as [USERNAME] at [ADDRESS]. Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1024

Connection [APPID] started immediate poll
([pPOLLID]) of the network. Connection was
opened by [USERNAME] at address
[ADDRESS].

1025

Connection [APPID] denied right to start
immediate poll ([POLLID]) of the network.
Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1026

Connection [APPID] closed connection to
Host [WORKSTATIONID]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1027

Connection [APPID] denied right to close
connection to Host [WORKSTATIONID].
Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

1028

Connection [APPID] queried (read)
connection to Host [WORKSTATIONID] at
[ADDRESS]. Connection was opened by
[USERNAME] at address [ADDRESS].

1029

Connection [APPID] denied right to query
connection to Host [WORKSTATIONID] at
[ADDRESS]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

1030

Host screen PAUSED (Station:[STATION],
Protocol:[PROTOCOL], Address:[ADDRESS],
WorkstationID:[WORKSTATIONID],
ActiveHostKey:[ACTIVEHOSTID]). Connection
[APPID] was opened by [USERNAME] at
address [ADDRESS].
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Host screen PAUSE denied
(Station:[STATION], Protocol:[PROTOCOL],
Address:[ADDRESS],

1031 WorkstationID:[WORKSTATIONID],
ActiveHostKey:[ACTIVEHOSTID]). Connection
[APPID] was opened by [USERNAME] at
address [ADDRESS].

Host screen RESUMED (Station:[STATION],
Protocol:[PROTOCOL], Address:[ADDRESS],
WorkstationID:[WORKSTATIONID],
ActiveHostKey:[ACTIVEHOSTID]). Connection
[APPID] was opened by [USERNAME] at
address [ADDRESS].

1032

Host screen RESUME denied
(Station:[STATION], Protocol:[PROTOCOL],
Address:[ADDRESS],

1033 WorkstationID:[WORKSTATIONID],
ActiveHostKey:[ACTIVEHOSTID]). Connection
[aPPID] was opened by [USERNAME] at
address [ADDRESS].

Connection [APPID] sent Host [ADDRESS]
([IPROTOCOL]) a request to exit. Connection
was opened by [USERNAME] at address
[ADDRESS].

1034

Connection [APPID] denied request to send
exit signal to Host [ADDRESS]

1035 ([PROTOCOL]). Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

Host Messages (2000-2999)

Message ID Message Description

Connection [APPID] was granted input
control of Host [STATION]

2000 ([WORKSTATIONID] ). Connection was
opened by [USERNAME] at address
[ADDRESS].

Connection [APPID] was denied input control
of Host [STATION] ([WORKSTATIONID]).

2001 Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

Connection [APPID] released input control of
Host [STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

2002

Connection [APPID] was denied permission
2003 to release input control of Host [ STATION]
([WORKSTATIONID]) . Required rights
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[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

2004

Connection [APPID] enabled change
notifications for Host [ STATION]
([WORKSTATIONID]). Connection was
opened by [USERNAME] at address
[ADDRESS].

2005

Connection [APPID] was denied change
notifications for Host [STATION]
([WORKSTATIONID] ). Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

2006

Connection [APPID] queried input control for
Host [STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

2007

Connection [APPID] denied query of input
control for Host [STATION]
([WORKSTATIONID] ). Required rights
[RIGHTS]. Connection was opened by
[USERNAME ] at address [ADDRESS].

2010

Connection [APPID] deleted record for Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

2011

Connection [APPID] denied delete of Host
[STATION] ([WORKSTATIONID]. Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

2012

Connection [APPID] modified record for Host
[STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

2013

Connection [APPID] denied modify of Host
[STATION] ([WORKSTATIONID]. Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

2014

Connection [APPID] queried (read) record for
Host [STATION] ([WORKSTATIONID]).
Connection was opened by [USERNAME] at
address [ADDRESS].

2015

Connection [APPID] denied query of Host
[STATION] ([WORKSTATIONID]. Required
rights [RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].
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2016

Connection [APPID] removed Host
[USERKEY Oor WORKSTATIONKEY] from Group
[GROUPID]. Connection was opened by
[USERNAME] at address [ADDRESS].

2017

Connection [APPID] denied remove Host
[USERKEY Oor WORKSTATIONKEY] from Group
[GROUPID]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

2018

Connection [APPID] added Host [USERKEY
or WORKSTATIONKEY] from Group
[GROUPID]. Connection was opened by
[USERNAME] at address [ADDRESS].

2019

Connection [APPID] denied add Host
[USERKEY Of WORKSTATIONKEY] from Group
[GROUPID]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

2020

Connection [APPID] sent a Wake-on-LAN
signal to Host [STATION]
([WORKSTATIONID]) . Connection was
opened by [USERNAME] at address
[ADDRESS].

2021

Connection [APPID] denied a Wake-on-LAN
signal to Host [STATION]
([WORKSTATIONID]) . Connection was
opened by [USERNAME] at address
[ADDRESS].

2022

Connection [APPID] queued Host [STATION]
([WORKSTATIONID]) for a status update.
Connection was opened by

[USERNAME] at address [ADDRESS].

2023

Connection [APPID] denied request to queue
Host [STATION] (WORKSTATIONID]) for
status update. Required rights

[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

Settings Messages (3000-3999)

Message ID Message Description
Connection [APPID] enabled change
3000 notifications for [COLLECTION]. Connection
was opened by [USERNAME] at address
[ADDRESS].
Connection [APPID] denied change
3001 notifications for [COLLECTION]. Required

rights [RIGHTS]. Connection was opened by
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[USERNAME] at address [ADDRESS].

3002

Connection [APPID] read diagnostic logging
settings. Connection was opened by
[USERNAME] at address [ADDRESS].

3003

Connection [APPID] denied read access to
diagnostic logging settings. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

3004

Connection [APPID] wrote diagnostic logging
settings. Connection was opened by
[USERNAME ] at address [ADDRESS].

3005

Connection [APPID] denied write access to
diagnostic logging settings. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

3006

Connection [APPID] deleted (reset) gateway
settings. Connection was opened by
[USERNAME] at address [ADDRESS].

3007

Connection [APPID] denied delete of
gateway settings. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

3008

Connection [APPID] deleted license
[LICENSEKEY]. Connection was opened by
[USERNAME] at address [ADDRESS].

3009

Connection [APPID] denied delete of license
[LICENSEKEY]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

3010

Connection [APPID] added license
[LICENSEKEY]. Connection was opened by
[USERNAME] at address [ADDRESS].

3011

Connection [APPID] denied right to add
license [LICENSEKEY]. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

3012

Connection [APPID] queried (read) license
[LICENSEKEY]. Connection was opened by
[USERNAME] at address [ADDRESS].

3013

Connection [APPID] denied query of license
[LICENSEKEY]. Required rights [RIGHTS].
Connection was opened by [USERNAME] at

address [ADDRESS].
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Connection [APPID] modified protocol
3014 [PROTOCOL]. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied modify of
protocol [PROTOCOL]. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

3015

Connection [APPID] queried (read) protocol
3016 [PROTOCOL] . Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied query of protocol
[PROTOCOL] . Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

3017

Connection [APPID] started an immediate
poll ([POLLID]) of the network. Connection
was opened by [USERNAME] at address
[ADDRESS].

3018

Connection [APPID] denied right to start an
immediate poll ([POLLID]) of the network.

3024 Required rights [RIGHTS]. Connection was
opened by [USERNAME] at address
[ADDRESS].

Connection [APPID] deleted polling schedule
[POLLID] of the [PROTOCOL] network.
Connection was opened by [USERNAME] at
address [ADDRESS].

3025

Connection [APPID] denied right to delete
polling schedule [POLLID] of the

3026 [PROTOCOL] network. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] created or modified a
3027 polling schedule. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied right to create or
modify a polling schedule. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

3028

Connection [APPID] queried (read) a polling
3029 schedule. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied right to query a
polling schedule. Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

3030
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Connection [APPID] deleted host grouping rule
(%7, %8, %9). Connection was opened by

3031 [USERNAME] at address

[ADDRESS].

Connection [APPID] denied right to delete host

grouping rule (%7, %8, %9). Required rights
3032 [RIGHTS]. Connection was

opened by [USERNAME] at address

[ADDRESS].

Connection [APPID] created host grouping rule

(%7, %8, %9). Connection was opened by
3033 [USERNAME] at address

[ADDRESS].

Connection [APPID] denied right to create a

host grouping rule. Required rights [RIGHTS].
3034 Connection was opened by

[USERNAME] at address [ADDRESS].

Connection [APPID] queried (read) a host

grouping rule. Connection was opened by
3035 [USERNAME] at address

[ADDRESS].

Connection [APPID] denied right to query a
3036 host grouping rule. Required rights [RIGHTS].

Connection was opened by
[USERNAME] at address [ADDRESS].

Group Messages (4000-4999)

Message ID

Message Description

4000

Connection [APPID] modified Group
[GROUPNAME] ([GROUPID]). Connection
was opened by [USERNAME] at address
[ADDRESS].

4001

Connection [APPID] denied modify of Group
[GROUPNAME] ([GROUPID]). Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

4002

Connection [APPID] deleted Group
[GROUPNAME] ([GROUPID]). Connection
was opened by [USERNAME] at address
[ADDRESS].

4003

Connection [APPID] denied delete of Group
[GROUPNAME] ([GROUPID]). Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

Session Messages (5000-5999)
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Message ID Message Description

Connection [APPID] modified Session
5000 [SESSIONID]. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied modify of
Session [SESSIONID]. Required rights
[RIGHTS]. Connection was opened by
[USERNAME] at address [ADDRESS].

5001

Connection [APPID] deleted Session
5002 [SESSIONID]. Connection was opened by
[USERNAME] at address [ADDRESS].

Connection [APPID] denied delete of Session
[SESSIONID]. Required rights [RIGHTS].

5003 Connection was opened by [USERNAME ] at
address [ADDRESS].
Connection [APPID] modified

5004 SessionSecurity for ([WORKSTATIONID] X

[USERNAME ] ) . Connection was opened by
[USERNAME ] at address [ADDRESS].

Connection [APPID] denied modify of
SessionSecurity for ([WORKSTATIONID] X

5005 [USERNAME] ) . Required rights [RIGHTS].
Connection was opened by [USERNAME ] at
address [ADDRESS].

Connection [APPID] deleted SessionSecurity
for ([WORKSTATIONID] X [USERNAME]).
Connection was opened by [USERNAME] at
address [ADDRESS].

5006

Connection [APPID] denied delete of
SessionSecurity for ([WORKSTATIONID] X

5007 [USERNAME] ) . Required rights [RIGHTS].
Connection was opened by [USERNAME] at
address [ADDRESS].

Operation Messages (6000-6999)

Message ID Message Description

Connection [APPID] performed operation

6000 [OPERATION].
Connection [APPID] denied access to
6001 )
operation [OPERATION].
6002 Connection [APPID] connected to recorded
session file [FILENAME].
6003 Connection [APPID] denied access to

recorded session file [FILENAME].
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Connection [APPID] started recording of Host

6004 [WORKSTATIONID] to file [FILENAME].

Connection [APPID] denied permission to
6005 record Host [WORKSTATIONID] to file
[FILENAME]. Required rights [RIGHTS].
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